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        We recommend checking out our discussion threads on the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE,
        which address similar problems with connecting and setting up Sound Reinforcement Mixers APB DynaSonics.
        


        


        

        
        
      
	
        User manual for the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE

        The user manual for the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE provides
        necessary instructions for the proper use of the product Pro Audio  -  Live Sound  -  Sound Reinforcement Mixers.
        


        The APB-DynaSonics ProRack House H1020 Rackmountable Sound Reinforcement Mixer delivers professional level FOH (Front Of House) sound reinforcement mixing in a compact chassis that may be rackmounted or positioned flat on a desktop. The mixer features a pivoting connector panel capable of variable angle positions for mounting in straight or angled racks. The unit features 12 mono input channels and 4 dual-mono/stereo input channels (20 mic preamps in total). There are 6 aux send controls switchable between pre or post fader. APB-DynaSonics mixers are constructed with a passive mother board and multiple active daughter boards. The active electronics input channels are user replaceable.        
      
	        
        If you own a APB DynaSonics sound reinforcement mixers and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE:
  Specifications
  
 
   	 Connections 	 Direct outputs on all input channels 
Inserts on all Mono input channels, Aux, Group, and Main outputs Bus inputs on all 14 mix buses (Aux, Groups, Mains) to allow for easy expansion through linking of units 
Both 1/4" and 1/8" Headphone connectors are provided 
	 Frequency Response 	 +0/-0.5dB 20Hz to 20kHz (ref to 1kHz) 
	 THD 	  
	 Phase 	 Phase Response (Mic Input to Main Output): +10/-15 degrees 20Hz to 20kHz (ref to 1kHz) 
	 Noise 	 Mic EIN: -128dBu @ 60dB gain, 150Ω source 
Main Bus (L-R-C-M) Output Noise: -85dBu (All channels assigned w/faders down, Master faders at unity) Group Bus (1-4) Output Noise: -85dBu (All Chan assigned w/faders down, Group Master fader at unity) 
Aux Bus (1-6) Output Noise: -90dBu (Aux Sends down, Aux Master at unity) 
	 Crosstalk 	 Measures @ 1kHz: 
Channel Mute: > 100dB Channel Fader Attenuation: > 100dB 
Channel Routing: > 80dB Channel Pan Isolation: > 80dB 
Channel to Channel Isolation: > 90dB Aux Send Attenuation: > 90dB 
Aux Pan Isolation: > 70dB 
	 Impedance 	 Channel XLR Input: > 3k Ω Balanced (with or without Pad) 
Channel Line Input (via TRS): > 20k Ω Balanced Channel Line Input (via XLR w/Pad): >4k Ω Balanced 
Channel TRS Direct Out: 100 Ω Impedance-Balanced Bus XLR Outputs (Main, Group, Aux): 100 Ω Symmetrically-Balanced (To Feed 600Ω or greater) 
Monitor TRS Outputs: 100 Ω Impedance-Balanced 
	 Levels 	 Channel Insert: +4dBu (Tip= Send, Ring= Return, Sleeve= Audio Gnd) Max Out= +22dBu 
Channel Direct Out: +4dBu (TRS Impedance Balanced, Tip= "Hot") Max Out= +22dBu XLR Balanced Outs: +4dBu (Symmetrically-Balanced, Pin 2= "Hot") 
TRS Balanced Outs: +4dBu (Impedance-Balanced, Tip= "Hot") Max Out= +22dBu Bus Insert: -2dBu (Tip= Send, Ring= Return, Sleeve= Audio Gnd) Max Out= +22dBu 
	 Power 	 Input Voltage: 100 to 240 VAC 50/60Hz 
Input Power: < 72W AC Mains Connector: IEC 15A Receptical 
ProRack is supplied with mating IEC cordset with either an Edison-plug (USA/Canada) or Euro-plug (Export) DC Output Voltages & Currents (as used by the ProRack): 
+17.6V @ 1.3A -17.6V @ 1.3A 
+15V @ 1A +48V @ 0.2A DC Output Connector: 7-Way Molex 0.156" pitch 
	 Dimensions (WxHxD) 	 19 x 4.822 x 17.47" (482.60 x 122.48 x 443.74mm) 
	 Weight 	 34 lb (15.5 kg) 

 	 Packaging Info 
	 Package Weight 	 40.0 lb 
	 Box Dimensions (LxWxH) 	 22.0 x 22.0 x 10.0" 

 
 
      
 
 
 
 
     
	
        The user manual for the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE can be downloaded in .pdf
        format if it did not come with your new sound reinforcement mixers, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other APB DynaSonics users keep a unique electronic library
        for APB DynaSonics sound reinforcement mixerss,
        where you can use our link to download the user manual for the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE.
        


        The user manual lists all of the functions of the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE, 
        all the basic and advanced features and tells you how to use the sound reinforcement mixers.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from APB DynaSonics service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE. User manuals are also
        available on the APB DynaSonics website under Pro Audio  -  Live Sound  -  Sound Reinforcement Mixers.

      






      
      
      
      Question and answer discussion forum concerning user instructions and resolving problems with the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE - no comments have been made yet - be the first to add a comment 

Post new comment/question/response regarding the APB DynaSonics ProRack House H1020 Rackmountable PRORACK-HOUSE      

            
        
      
      
        	Fields marked with  * must be filled out.
	Your name *:	
	E-mail :	
	Subject *:	
	Message text *:	
	Enter the code *:
            
(spam block)	"manual" 
	
              If you would like to receive a response to your comment, don’t forget to include your e-mail address.
              Your e-mail will not be displayed or otherwise used in any way.
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    	BRAND LIST
        	3M
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	Current discussions
	
Most recently discussed products:

tamron TC - Tamron 1.4x SP Pro Teleconverter for Nikon AF AF14PN-700
Posted by: john
2024-03-18 23:54:19

tamron TC manual...
 Leupold VX -1 3-9x40mm - Leupold  VX-1 3-9x40 Riflescope 113874
Posted by: Ross G Sadler
2024-03-18 03:32:18

Please email me the instruction manual for the above scope either as a pdf attachment or as a doc attachment so I can download the document directly without installing an app or any other program. Thank you....
mr - Soundcraft Technical Manual for the MH2 ZM0325-01
Posted by: elvin
2024-03-16 11:53:59

i need it...
Power - TP-Link  AC750 Wi-Fi Range Extender RE200
Posted by: Tim
2024-03-16 11:01:07

Can I plug this thing into a 220v outlet in the philippines?...
Connecting to an Android or Windows computer - Koss  BTS1 Portable Bluetooth Speaker 187155
Posted by: Paula Turzy
2024-03-14 19:26:52

Does this speaker only connect to iPhones?  I cannot connect via bluetooth to an Android phone or a windows computer. I can connect other devices to those 2 with no problem.  Just not the Koss BTS1 speaker....
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