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        We recommend checking out our discussion threads on the Axis Communications P5624-E Indoor/Outdoor 720p HD PTZ 0671-001,
        which address similar problems with connecting and setting up Wired IP Cameras Axis Communications.
        


        


        

        
        
      
	
        User manual for the Axis Communications P5624-E Indoor/Outdoor 720p HD PTZ 0671-001

        The user manual for the Axis Communications P5624-E Indoor/Outdoor 720p HD PTZ 0671-001 provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Wired IP Cameras.
        


        The P5624-E PTZ D/N PoE Network Dome Camera from Axis Communication is an outdoor-ready HDTV 720p camera with 18x optical zoom. It enables video surveillance of large indoor and outdoor areas and provides great details when zooming in. It is suitable for applications such as retail surveillance. It features a continuous 360° pan capability, with no mechanical stop, for fast camera repositioning and smooth, continuous tracking of an object. This day/night camera can record in illumination as low as 0.3 lux in color and 0.01 lux in B/W. It supports Axis’ unique Wide Dynamic Range – Forensic Capture (120 dB), which enables details in both very bright and dark areas of a scene to be visible.        
      
	        
        If you own a Axis Communications wired ip cameras and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Axis Communications P5624-E Indoor/Outdoor 720p HD PTZ 0671-001 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Axis Communications P5624-E Indoor/Outdoor 720p HD PTZ 0671-001:
  Specifications
   	 Camera 
	 Image Sensor 	 1/2.9" progressive scan CMOS 
	 Lens 	 4.7 - 84.6 mm, f/1.6 
 Autofocus, Auto iris 
	 Angle of View 	 4 - 59° (horizontal) 
	 Day/Night 	 Automatically removable infrared-cut filter 
	 Minimum Illumination 	 Color: 0.3 lux at 30 IRE
B/W: 0.01 lux at 30 IRE 
	 Shutter Time 	 1/28000 to 2 sec 
	 Pan/Tilt/Zoom 	 Pan: 360° endless, 0.2°/sec to 350°/sec
Tilt: 180°, 0.2°/sec - 350°/sec
18x optical zoom and 12x digital zoom, total 216x zoom, 100 preset positions, Limited guard tour, Control queue, On-screen directional indicator, Set new pan 0°, Focus window 

 	 Video 
	 Video Compression 	 H.264 Baseline, Main and High Profiles (MPEG-4 Part 10/AVC), Motion JPEG 
	 Resolution 	 1280 x 720 (HDTV 720) to 320 x 180 
	 Frame Rate 	 H.264/Motion JPEG: Up to 25/30 fps (50/60 Hz) in all resolutions 
	 Video Streaming 	 Multiple, individually configurable streams in H.264 and Motion JPEG, Controllable frame rate and bandwidth, VBR/MBR H.264 
	 Image Settings 	 Compression, Color, Brightness, Sharpness, Contrast, Local contrast, White balance, Exposure control, Exposure zones, Automatic backlight compensation, Fine tuning of behavior at low light, 120 dB WDR - Forensic Capture, Manual shutter time, Text and image overlay, 20 individual 3D privacy masks, Image freeze on PTZ 

 	 Network 
	 Security 	 Password protection, IP address filtering, HTTPS encryption, IEEE 802.1Xa network access control, Digest authentication, User access log, Centralized certificate management 
	 Supported Protocols 	 IPv4/v6, HTTP, HTTPSa, SSL/TLSa, QoS Layer 3 DiffServ, FTP, SFTP, CIFS/SMB, SMTP, Bonjour, UPnPTM, SNMP v1/v2c/v3(MIB-II), DNS, DynDNS, NTP, RTSP, RTP, TCP, UDP, IGMP, RTCP, ICMP, DHCP, ARP, SOCKS, SSH 

 	 System Integration 
	 Application Programming Interface 	 Open API for software integration, including VAPIX and AXIS Camera Application Platform
AXIS Video Hosting System with One-click Connection, ONVIF Profile S 
	 Analytics 	 Video motion detection, Advanced Gatekeeper Support for AXIS Camera Application Platform enabling installation of additional applications 
	 Event Trigger 	 Detectors: Live stream accessed, Video motion detection, Shock detection
Hardware: Network, Temperature 
Input Signal: Manual trigger, Virtual inputs
 PTZ: Error, Moving, Preset reached, Ready
Storage: Disruption, Recording
System: System ready
Time: Recurrence, Use schedule 
	 Event Action 	 Day/Night mode, Overlay text, Record video, File upload via FTP, SFTP, HTTP and email, notification via email, HTTP and TCP, PTZ preset, Guard tour, Video, recording to edge storage, Pre- and post-alarm video buffering, SNMP trap 
	 Data Streaming 	 Event data 
	 Installation Aid In 	 Pixel counter 

 	 General 
	 Casing 	 IP66-, IK10- and NEMA 4X-rated, metal casing (aluminum), clear dome (PC), repaintable skin cover 
	 Memory 	 512 MB RAM, 256 MB Flash 
	 Power 	 Power over Ethernet Plus (PoE+) IEEE 802.3at Type 2 Class 4, typical 9 W, maximum 15 W (PoE+ midspan not included) 
	 Connector 	 RJ45 for 10BASE-T/100BASE-TX PoE, RJ45 Push-pull Connector (IP66) included 
	 Edge Storage 	 SDHC UHS-I/SDXC UHS-I slot supporting memory card up to 64 GB (card not included)
Support for recording to dedicated network-attached storage (NAS) 
	 Operating Temperature 	 -4 to 122°F (-20 to 50°C) 
	 Storage Temperature 	 -40 to 158°F (-40 to 70°C) 
	 Operating Humidity 	 10 to 100% RH (non-condensing) 
	 Approvals 	 EN 55022 Class B, EN 61000-6-1, EN 61000-6-2, EN 55024, EN 50121-4, IEC 62236-4, FCC Part 15 Subpart B Class A+B, IECS-003 Class B, VCCI Class B, C-tick AS/NZS CISPR22 Class B, KCC KN22 Class B, KN24, IEC/EN/UL 60950-1, IEC/EN/UL 60950-22, IEC/EN 60529 IP66, NEMA 250 Type 4X, IEC/EN 62262 IK10, IEC 60068-2-1, IEC 60068-2-2, IEC 60068-2-6, IEC 60068-2-14, IEC 60068-2-30, IEC 60068-2-27, IEC 60068-2-60, IEC 60068-2-78, ISO 4892-2 
	 Video Management Software 	 AXIS Camera Companion (included), AXIS Camera Station and video management software from Axis' Application Development Partners (not included) 
	 Dimensions 	 8.5 x 7.4 x 7.4" (21.7 x 18.8 x 18.8 cm) 
	 Weight 	 5.5 lb (2.5 kg) 

 	 Packaging Info 
	 Package Weight 	 8.0 lb 
	 Box Dimensions (LxWxH) 	 17.9 x 9.6 x 9.6" 

 
 
  
    
  
 
 
 
     
	
        The user manual for the Axis Communications P5624-E Indoor/Outdoor 720p HD PTZ 0671-001 can be downloaded in .pdf
        format if it did not come with your new wired ip cameras, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Axis Communications users keep a unique electronic library
        for Axis Communications wired ip camerass,
        where you can use our link to download the user manual for the Axis Communications P5624-E Indoor/Outdoor 720p HD PTZ 0671-001.
        


        The user manual lists all of the functions of the Axis Communications P5624-E Indoor/Outdoor 720p HD PTZ 0671-001, 
        all the basic and advanced features and tells you how to use the wired ip cameras.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Axis Communications service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Axis Communications P5624-E Indoor/Outdoor 720p HD PTZ 0671-001. User manuals are also
        available on the Axis Communications website under Surveillance  -  Surveillance Video  -  Wired IP Cameras.
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Most recently discussed products:

tamron TC - Tamron 1.4x SP Pro Teleconverter for Nikon AF AF14PN-700
Posted by: john
2024-03-18 23:54:19

tamron TC manual...
 Leupold VX -1 3-9x40mm - Leupold  VX-1 3-9x40 Riflescope 113874
Posted by: Ross G Sadler
2024-03-18 03:32:18

Please email me the instruction manual for the above scope either as a pdf attachment or as a doc attachment so I can download the document directly without installing an app or any other program. Thank you....
mr - Soundcraft Technical Manual for the MH2 ZM0325-01
Posted by: elvin
2024-03-16 11:53:59

i need it...
Power - TP-Link  AC750 Wi-Fi Range Extender RE200
Posted by: Tim
2024-03-16 11:01:07

Can I plug this thing into a 220v outlet in the philippines?...
Connecting to an Android or Windows computer - Koss  BTS1 Portable Bluetooth Speaker 187155
Posted by: Paula Turzy
2024-03-14 19:26:52

Does this speaker only connect to iPhones?  I cannot connect via bluetooth to an Android phone or a windows computer. I can connect other devices to those 2 with no problem.  Just not the Koss BTS1 speaker....
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