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        We recommend checking out our discussion threads on the B W 77mm XS-Pro Kaesemann High Transmission Circular 66-1081478,
        which address similar problems with connecting and setting up Polarizing B+W.
        


        


        

        
        
      
	
        User manual for the B W 77mm XS-Pro Kaesemann High Transmission Circular 66-1081478

        The user manual for the B W 77mm XS-Pro Kaesemann High Transmission Circular 66-1081478 provides
        necessary instructions for the proper use of the product Photography  -  Filters  -  Polarizing.
        


        The B+W 77mm XS-Pro Kaesemann High Transmission Circular Polarizer MRC-Nano Filter helps to reduce reflections and glare by filtering out light that has become polarized due to reflection from a non-metallic surface. The light from the sun naturally becomes partially polarized due to reflecting off electrons in air molecules, causing the light to scatter into what appears as haze. A polarizing filter arranges, and filters, this directionally polarized light perpendicularly to the reflected light, allowing for the absorption of much of this light. This results in a noticeable reduction of glare and reflections from non-metallic surfaces and an increase in the saturation of skies and foliage.

A circular polarizer only differs from a linear polarizer in that it contains a quarter wave plane in addition to the linear polarizing filter. The addition of this quarter wave plane is to circularly polarize the linearly polarized light for the use of auto focus and exposure functions. Due to how the light is broken down and filtered with a linear polarizer, auto focus and exposure accuracy become skewed during use. When the light becomes circularly polarized, it permits the use of these functions.

 Kaesemann High Transmission Circular (HTC) polarizing filters are fitted with polarizing foils which provide 99.5% light transmission that are cemented between plano-parallel optical glass. The resulting sandwich is then precision-polished to achieve accurate plano-parallel surfaces. Finally, they are edge-sealed to protect the foil against humidity.

 To prevent internal ghosting and reflections, each glass surface includes multiple layers of anti-reflection coating. This Multi-Resistant Coating (MRC) also offers further protection to the filter substrate and helps it to stay clean for longer than with uncoated filters. The Nano coating associated with XS-Pro filters provides an additional eighth layer over the MRC, resulting in an improved beading effect when in contact with water for greater cleaning efficiency.

 B+W filters are constructed from Schott glass for increased optical clarity and color fidelity. This filter features a thin brass filter ring to minimize the potential for vignetting while enhancing durability and jamming prevention. To further reduce the possibility of vignetting when this filter is in use, the filter ring's outside diameter is slightly larger than the actual thread size. This may prevent the use of some lens manufacturer bayonet hoods.        
      
	        
        If you own a B+W polarizing and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the B W 77mm XS-Pro Kaesemann High Transmission Circular 66-1081478 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the B W 77mm XS-Pro Kaesemann High Transmission Circular 66-1081478:
  Specifications
  
 
   	 Type 	 Circular Polarizer 
	 Size 	 77 mm 
	 Filter Factor 	 2 to 2.8 (1 to 1.5 stops) 
	 Multi-Coated 	 Yes 
	 Effect 	 Eliminates reflections and haze and improves color and tonal saturation 
	 Construction 	 Schott glass 
	 Front Filter Thread Size 	 77 mm 
	 Front Lens Cap Size 	 77 mm 

 	 Packaging Info 
	 Package Weight 	 0.15 lb 
	 Box Dimensions (LxWxH) 	 3.7 x 3.7 x 0.9" 

 
 
      
 
 
 
 
     
	
        The user manual for the B W 77mm XS-Pro Kaesemann High Transmission Circular 66-1081478 can be downloaded in .pdf
        format if it did not come with your new polarizing, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other B+W users keep a unique electronic library
        for B+W polarizings,
        where you can use our link to download the user manual for the B W 77mm XS-Pro Kaesemann High Transmission Circular 66-1081478.
        


        The user manual lists all of the functions of the B W 77mm XS-Pro Kaesemann High Transmission Circular 66-1081478, 
        all the basic and advanced features and tells you how to use the polarizing.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from B+W service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the B W 77mm XS-Pro Kaesemann High Transmission Circular 66-1081478. User manuals are also
        available on the B+W website under Photography  -  Filters  -  Polarizing.

      






      
      
      
      Question and answer discussion forum concerning user instructions and resolving problems with the B W 77mm XS-Pro Kaesemann High Transmission Circular 66-1081478 - no comments have been made yet - be the first to add a comment 
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	Current discussions
	
Most recently discussed products:

tamron TC - Tamron 1.4x SP Pro Teleconverter for Nikon AF AF14PN-700
Posted by: john
2024-03-18 23:54:19

tamron TC manual...
 Leupold VX -1 3-9x40mm - Leupold  VX-1 3-9x40 Riflescope 113874
Posted by: Ross G Sadler
2024-03-18 03:32:18

Please email me the instruction manual for the above scope either as a pdf attachment or as a doc attachment so I can download the document directly without installing an app or any other program. Thank you....
mr - Soundcraft Technical Manual for the MH2 ZM0325-01
Posted by: elvin
2024-03-16 11:53:59

i need it...
Power - TP-Link  AC750 Wi-Fi Range Extender RE200
Posted by: Tim
2024-03-16 11:01:07

Can I plug this thing into a 220v outlet in the philippines?...
Connecting to an Android or Windows computer - Koss  BTS1 Portable Bluetooth Speaker 187155
Posted by: Paula Turzy
2024-03-14 19:26:52

Does this speaker only connect to iPhones?  I cannot connect via bluetooth to an Android phone or a windows computer. I can connect other devices to those 2 with no problem.  Just not the Koss BTS1 speaker....
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