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        We recommend checking out our discussion threads on the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802,
        which address similar problems with connecting and setting up Network Video Recorders (NVRs) Bosch.
        


        


        

        
        
      
	
        User manual for the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802

        The user manual for the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802 provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Network Video Recorders (NVRs).
        


        The Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) is an affordable, simple, and reliable all-in-one recording management solution for network surveillance systems managing up to 128 channels (with 64 channels pre-licensed). Powered by the VRM (Video Recording Manager) software, the DIVAR IP 6000 2U is an intelligent IP storage device that eliminates the need for a separate NVR (Network Video Recorder) server and storage hardware, thereby reducing the total cost of ownership by as much as 45%.
 
 The DIVAR IP 6000 system is a 2U rack mountable unit that combines advanced recording management and iSCSI storage into a single cost-effective, plug-and-play IP recording appliance for IT-minded customers seeking a good 2nd generation NVR recording solution.
 
 The system's energy-efficient embedded design reduces possible points of failure and boasts of high quality through-and-through. Utilizing a fault-tolerant RAID-5 configuration, redundant Gigabit Ethernet network interfaces, 4GB system memory, and an Intel Pentium Dual Core Processor, the DIVAR IP 6000 system delivers high-end performance at a very affordable price. Easy to install, the device features wizard-based set-up and centralized configuration to reduce installation times by as much as 50%. All components are pre-installed and pre-configured. Simply connect to the network and power the unit up, and it is ready to begin recording straight out of the box.
 
 To create a complete video management solution, just add either the Video Client or Bosch VMS (Video Management System, sold separately). The Bosch VMS (sold separately) is available in Lite (for up to 64 cameras) and Professional Edition (for up to 128 cameras) options. Adding Bosch Video Management System or Video Client software turns the DIVAR IP 6000 system into a scalable IP video management solution. Bosch Video Management System manages all IP and digital video and audio, plus all the security data being transmitted across your IP network. It seamlessly combines IP cameras and encoders, provides system-wide event and alarm management, system health monitoring, user and priority management. The Video Client may be used as playback client only or to create an entry-level complete video management solution of up to 64 channels.
 
 The DIVAR IP 6000 system features highly energy-efficient hotswap redundant power supplies, as well as hot-swap SATA-II hard drives providing up to 16 TB of gross storage capacity. All system software is pre-installed and pre-activated creating an out-of-the-box ready-to-use video management appliance. Also, it utilizes the Microsoft Windows Server 2008 R2. The DIVAR IP 6000 1U NVR comes pre-configured in a RAID-5 standard configuration with 7 LUNs.        
      
	        
        If you own a Bosch network video recorders (nvrs) and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802:
  Go To
 	System
	Memory
	Storage
	Electrical
	Mechanical
	Environmental
	General

 
 	 System 
	 Processor 	 Intel Pentium G6950 Dual Core (3M Cache, 2.8 GHz) 
	 Socket 	 1 
	 Cache Memory 	 1 x 3 MB Level 2 cache 
	 Memory Protection 	 ECC un-buffered 
	 Installation 	 Comes pre-configured in a RAID-5 standard configuration with 7 LUNs 
	 Bandwidth 	 200 MB/s 
	 Modules 	 64+ BVIP modules 
	 Front Side Bus 	 1,333 MHz 

 	 Memory 
	 Memory Amount 	 Installed: 4 GB, DDR3-1333 ECC UNB (2 x 2 GB) 

 	 Storage 
	 Storage Type 	 8 Trays: 3.5" SATA HDDs 
	 Storage Type 	 8 Trays: 3.5" (88.9 mm) SATA     System must be installed from the built-in DOM (Disk on Module) after hard drive configuration is completed. After initial installation, system provides full functionality.
 
 
  
	 SAS Attached RAID Storage 	 2108 based SAS / SATA RAID card (8 internal ports / low profile-PCI-E) 

 	 Electrical 
	 Output 	 Wattage from Power Supply:
120 VAC Input: 256.44 W
240 VAC Input: 256.44 W 
	 Efficiency 	 Power Supply:
120 VAC Input: 88%
240 VAC Input: 90%     It is strongly recommended to use Online UPS with an active battery.
 
 
  
	 Power Consumption 	 Total System:
120 VAC Input: 291.41 W
240 VAC Input: 284.94 W 
	 BTU 	 Total BTU/h (120 VAC Input): 994.59
240 VAC Input: 972.49 
	 Power Factor 	 120 VAC Input: 0.95
240 VAC Input: 0.92     UPS must support Windows Storage Server 2008 R2 & must be sufficient to allow time to bring an auxiliary power source on line, or properly shut down the system's disk array(s).
 
 
  
	 AC Input 	 VA Requirement:
120 VAC Input: 306.75 VA
240 VAC Input: 309.71 VA 

 	 Mechanical 
	 Form Factor 	 2 U Rack Mount 
	 Power Supply 	 720 W Gold Level Redundant 
	 USB Ports 	 4 USB 2.0: 2 in rear, 2 in front, (1 Type-A Onboard) 
	 Network 	 Dual Intel 82574L Gigabit LAN 

 	 Environmental 
	 Operating Temperature 	 50 to 95°F (10 to 35°C) 
	 Non-Operating Temperature 	 -40 to +158°F (-40 to +70°C) 
	 Operating Relative Humidity 	 8 to 90% (non-condensing) 
	 Non-operating Relative Humidity 	 5 to 95% (non-condensing) 

 	 General 
	 Dimensions (H x W x D) 	 3.5 x 17.2 x 25.5" (88.9 x 436.8 x 647.7 mm) 
	 Weight 	 52.0 lb (23.5 kg) 

 
     
	
        The user manual for the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802 can be downloaded in .pdf
        format if it did not come with your new network video recorders (nvrs), although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Bosch users keep a unique electronic library
        for Bosch network video recorders (nvrs)s,
        where you can use our link to download the user manual for the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802.
        


        The user manual lists all of the functions of the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802, 
        all the basic and advanced features and tells you how to use the network video recorders (nvrs).
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Bosch service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802. User manuals are also
        available on the Bosch website under Surveillance  -  Surveillance Video  -  Network Video Recorders (NVRs).

      






      
      
      
      Question and answer discussion forum concerning user instructions and resolving problems with the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802

Post new comment to Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802

	Subject: lun in the storage
	Date: 23.08.2017 23:43:57	Author: Samuel Bamgbose
	good day to you,

I am a systems integrator for Tobitronics systems international here in Nigeria. I need an assistance as regards the divar 6000 2u..It just stopped recording and after troubleshooting,I found out the windows was corrupt so I had to format and activate it's windows to come up alive again,after configuring the divar with it's IP address,I found out that It gave scan Target errors and I could not add luns to it neither could I find any luns in it anymore.Please,how do I go about it to make it start recording again.

Thanks
	Reply


Post new comment/question/response regarding the Bosch DIVAR IP 6000 2U 64-Channel NVR (No HDD) F.01U.282.802      

            
        
      
      
        	Fields marked with  * must be filled out.
	Your name *:	
	E-mail :	
	Subject *:	
	Message text *:	
	Enter the code *:
            
(spam block)	"manual" 
	
              If you would like to receive a response to your comment, don’t forget to include your e-mail address.
              Your e-mail will not be displayed or otherwise used in any way.
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	Current discussions
	
Most recently discussed products:

Mgt2450 - MG Electronics MGT-2450 Class II AC Power Supply MGT-2450
Posted by: Ralph Feichtinger 
2024-03-12 13:41:50

The green light on the transformer is green but can’t get out door light post to work.Will you be able to get a reading on a multi tester?All wires are hooked up properly.Could the transformer not have enough life left in it to push power to the li...
manual - Tasco 2.5-10x42 Target & Varmint Riflescope VAR251042M
Posted by: kurt
2024-03-11 00:09:16

Please send in pdf format user manual for the Tasco 2.5-10x42 Target & Varmint Rifle scope VAR251042M....
Paladin 1670 - Paladin Tools 1600 Series EDAC/ELCO Cable Crimper PA1670
Posted by: Randall Adams
2024-03-08 19:16:27

Finding a manual or videos for this very expensive device would be helpful. This page refers to such manuals several times, but I can’t find a link for any of them!...
Manual - Ergotron Neo-Flex Mobile MediaCenter VHD Cart 24-191-085
Posted by: Tiago
2024-03-08 11:28:16

I would like to have the manual in pdf...
Manual - Brunton GEO Pocket Transit Compass (0-360° Scale) F-5010
Posted by: Adama Mariko
2024-03-08 00:52:33

Dear,
I am interest in a User manual for Brunton GEO Pocket Transit Compass (0-360° Scale) F-5010

I need the manual please.
Pr Mariko
amako, Mali...
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