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        We recommend checking out our discussion threads on the GEOVISION GV-FD1200 1.3MP H.264 Low Lux 84-FD12000-001U,
        which address similar problems with connecting and setting up Wired IP Cameras GEOVISION.
        


        


        

        
        
      
	
        User manual for the GEOVISION GV-FD1200 1.3MP H.264 Low Lux 84-FD12000-001U

        The user manual for the GEOVISION GV-FD1200 1.3MP H.264 Low Lux 84-FD12000-001U provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Wired IP Cameras.
        


        The GV-FD1200 1.3MP H.264 Low Lux Day/Night WDR IR Indoor IP Fixed Dome Camera from GeoVision is equipped with an automatic IR‐cut filter and IR LEDs for day and night surveillance. It utilizes a 1/3" progressive scan low lux CMOS sensor with a 3 to 9mm lens to capture video at a resolution of up to 1280 x 1024. Its 10 onboard IR LEDs enable it to capture clear images in complete darkness up to a distance of 50'.        
      
	        
        If you own a GEOVISION wired ip cameras and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the GEOVISION GV-FD1200 1.3MP H.264 Low Lux 84-FD12000-001U in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the GEOVISION GV-FD1200 1.3MP H.264 Low Lux 84-FD12000-001U:
  Go To
 	Camera
	Lens
	Operation Details
	Network
	Mechanical
	Power over Ethernet
	Web Support
	Applications
	General

 
 	 Camera 
	 Image Sensor 	 1/3" progressive scan low lux CMOS 
	 Picture Elements 	 H x V: 1280 x 1024 
	 Minimum Illumination 	 Color: 0.05 lux
 B/W: 0.03 lux
 IR On: 0 lux 
	 Shutter Speed 	 1/5 to 1/8,000 sec (Automatic, Manual) 
	 White Balance 	 2,800 to 8,500 K (Automatic, Manual) 
	 Gain Control 	 Automatic 
	 S/N Ratio 	 55 dB 

 	 Lens 
	 Type 	 Varifocal (Megapixel) 
	 Focal Length 	 3 to 9 mm 
	 Day/Night 	 Yes with removable IR‐cut filter 
	 Maximum Aperture 	 F/1.2 
	 Mount 	 Ø 14 mm 
	 Image Format 	 1/2.7" 
	 Focus 	 Manual with lock 
	 Zoom 	 Manual with lock 
	 Auto Iris 	 DC drive 
	 Torque 	 Focus / Zoom Screws: 0.049 Nm (maximum) 
	 IR LED 	 10 
	 Illumination Distance 	 50' (15 m) 

 	 Operation Details 
	 Video Compression 	 H.264, MJPEG 
	 Video Streaming 	 Dual streams from H.264 and MJPEG 
	 Frame Rate 	 30 fps at 1280 x 1024     Frame rate and the performance may vary depending on the number of connections and data bitrates (different scenes).
 
 
  
	 Image Settings 	 Brightness, Contrast, Saturation, Sharpness, Gamma, White Balance, Flickerless, Image Orientation, Backlight Compensation, Shutter Speed, D/N Sensitivity, WDR, Defog 
	 Audio Compression Format 	 G.711 
	 Audio 	 Two‐way support 
	 Sensor Input 	 1 (Dry Contact) 
	 Alarm Output 	 1 x Digital output (200 mA, 5 VDC) 
	 Video Resolution 	 Main Stream
 4:3: 1280 x 960, 640 x 480, 320 x 240
 16:9: 1280 x 720, 640 x 360, 448 x 252
 5:4: 1280 x 1024, 640 x 512, 320 x 256

 Sub Stream
 4:3: 640 x 480, 320 x 240
 16:9: 640 x 360, 448 x 252
 5:4: 640 x 512, 320 x 256 

 	 Network 
	 Interface 	 10/100 Ethernet 
	 Protocol 	 HTTP, HTTPS, TCP, UDP, SMTP, FTP, DHCP, NTP, UPnP, DynDNS, 3GPP/ISMA, RTSP, PSIA, SNMP, QoS (DSCP), ONVIF (Profile S) 

 	 Mechanical 
	 Detectors 	 Temperature detector 
	 Pan 	 0 to 350° 
	 Tilt 	 10 to 90° 
	 Rotate 	 0 to 340° 
	 Power 	 2‐pin terminal block, PoE 
	 Connectors 	 Audio: 
 Input: 1 x In microphone phone jack, 3.5 mm
 Output: 1 x Out Stereo phone jack, 3.5 mm

 Ethernet: (10/100 Base‐T), RJ‐45

 Digital I/O: 3‐pin terminal block, pitch 2.5 mm

 TV‐Out: BNC connector (640 x 480 resolution) 
	 Local Storage 	 microSD card slot (SD/SDHC, SD version 2.0 only, Class 10)     SDXC and UHS‐I card types are not supported.
 
 
  
	 LED Indicator 	 2 LEDs: Power and status 

 	 Power over Ethernet 
	 PoE Standard 	 IEEE 802.3af Power over Ethernet / PD 
	 PoE Power Supply Type 	 End‐Span 
	 PoE Power Output 	 Per Port: 48 VDC, 350 mA, maximum 15.4 W 

 	 Web Support 
	 Installation & Management 	 Web‐based configuration 
	 Maintenance 	 Firmware upgrade through Web Browser or Utility 
	 Web Browser Access 	 Camera Live View, Video Recording, Change Video Quality, Bandwidth Control, Image Snapshot, Digital I/O control, Audio, Picture in Picture, Picture and Picture, Privacy Mask, Visual Automation, Tampering Alarm, Text Overlay, Digital PTZ 
	 Language 	 Arabic, Bulgarian, Czech, Danish, Dutch, English, Finnish, French, German, Greek, Hebrew, Hungarian, Indonesian, Italian, Japanese, Lithuanian, Norwegian, Persian, Polish, Portuguese, Romanian, Russian, Serbian, Simplified Chinese, Slovakian, Slovenian, Spanish, Swedish, Thai, Traditional Chinese, Turkish 

 	 Applications 
	 Network Storage 	 GV‐NVR, GV‐System, GV‐Backup Center, GV‐Recording Server 
	 Smart Device Access 	 GV‐Eye for Android smartphones, tablets, iPhones, and iPod Touch
 GV‐Eye HD for iPads 
	 Live Viewing 	 IE, smartphone 
	 CMS Server Support 	 GV‐Control Center, GV‐Center V2, GV‐VSM 

 	 General 
	 Vandal Resistant 	 IK7 
	 Approvals 	 CE, FCC, C‐Tick, RoHS compliant 
	 Power Source 	 12 VDC, 24 VAC, PoE 
	 Maximum Power Consumption 	 12 W 
	 Environment Temperature 	 32 to 122°F (0 to 50°C) 
	 Humidity 	 10 to 90% (no condensation) 
	 Dimensions (Ø x L) 	 6.10 x 4.33" (155.00 x 110.00 mm) 
	 Weight 	 1.28 lb (0.58 kg) 

 	 Packaging Info 
	 Package Weight 	 3.65 lb 
	 Box Dimensions (LxWxH) 	 9.0 x 7.4 x 7.3" 

 
     
	
        The user manual for the GEOVISION GV-FD1200 1.3MP H.264 Low Lux 84-FD12000-001U can be downloaded in .pdf
        format if it did not come with your new wired ip cameras, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other GEOVISION users keep a unique electronic library
        for GEOVISION wired ip camerass,
        where you can use our link to download the user manual for the GEOVISION GV-FD1200 1.3MP H.264 Low Lux 84-FD12000-001U.
        


        The user manual lists all of the functions of the GEOVISION GV-FD1200 1.3MP H.264 Low Lux 84-FD12000-001U, 
        all the basic and advanced features and tells you how to use the wired ip cameras.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from GEOVISION service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the GEOVISION GV-FD1200 1.3MP H.264 Low Lux 84-FD12000-001U. User manuals are also
        available on the GEOVISION website under Surveillance  -  Surveillance Video  -  Wired IP Cameras.
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