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        We recommend checking out our discussion threads on the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM,
        which address similar problems with connecting and setting up Wired IP Cameras Hikvision.
        


        


        

        
        
      
	
        User manual for the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM

        The user manual for the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Wired IP Cameras.
        


        The 4MP Day/Night IR Mini Dome Camera from Hikvision utilizes a 1/3" progressive-scan CMOS sensor and a 4mm fixed lens to capture images at a resolution of 2688 x 1520. It supports H.264 and MJPEG compression with simultaneous dual streaming for minimizing bandwidth and storage usage without compromising video quality. The camera features motion detection, 3D DNR (Digital Noise Reduction), and BLC (Backlight Compensation). It comes with an IP66-rated housing that provides protection from ingress of dust and moisture, ensuring uninterrupted surveillance in exposed locations.        
      
	        
        If you own a Hikvision wired ip cameras and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM:
  Go To
 	Camera
	Compression
	Image
	Network
	Interface
	General

 
 	 Camera 
	 Image Sensor 	 1/3" progressive scan CMOS 
	 Minimum Illumination 	 0.01 lux @ (F1.2, AGC ON), 0 lux with IR 
	 Shutter Time 	 1/3 to 1/10,000s 
	 Lens 	 4mm @ f/2.0 
	 Lens Mount 	 M12 
	 Day & Night 	 IR cut filter with auto switch 
	 Wide Dynamic Range 	 120 dB 
	 Adjustment 	 Angle:
Pan: -30 to 30°
Tilt: 0 to 75°
Rotation: 0 to 360° 

 	 Compression 
	 Video Compression 	 H.264 / MJPEG 
	 H.264 Profile 	 Main profile 
	 Video Bit Rate 	 256 kb/s to 16 Mb/s 
	 Audio Compression 	 G.711 / G.722.1 / G.726 / MP2L2 
	 Audio Bit Rate 	 64 kb/s (G.711) / 16 kb/s (G.722.1) / 16 kb/s (G.726) / 32 to 128 kb/s (MP2L2) 

 	 Image 
	 Maximum Image Resolution 	 2688 x 1520 
	 Frame Rate 	 50 Hz: 20 fps (2688 x 1520), 25 fps (1920 x 1080), 25 fps (1280 x 720)
 60 Hz: 20 fps (2688 x 1520), 30 fps (1920 x 1080), 30 fps (1280 x 720) 
	 Image Settings 	 Rotate Mode, saturation, brightness, contrast, sharpness adjustable by client software or web browser 
	 Back Light Compensation 	 Yes, support zone configurable 

 	 Network 
	 Network Storage 	 NAS (Support NFS,SMB/CIFS), ANR 
	 Alarm Trigger 	 Motion detection, tampering alarm, network disconnect, IP address conflict, storage exception 
	 Protocols 	 TCP/IP, UDP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, RTCP, PPPoE, NTP, UPnP, SMTP, SNMP, IGMP, 802.1X, QoS, IPv6, Bonjour 
	 General 	 One-key reset, Flash-prevention, dual stream, heartbeat, mirror, password protection, privacy mask, watermark, IP address filtering, anonymous access 
	 Standard 	 ONVIF (PROFILE S, PROFILE G), PSIA, CGI, ISAPI 

 	 Interface 
	 Communication 	 1 RJ45 10 M / 100 M Ethernet interface 
	 On-board Storage 	 Built-in microSD/SDHC/SDXC card slot, up to 128 GB 
	 Alarm 	 1 x alarm input/output 
	 Audio Interface 	 Built-in microphone and 1x audio output 

 	 General 
	 Operating Conditions 	 -22 to 140°F (-30 to 60°C) 
	 Humidity 	 95% or less (non-condensing) 
	 Power Supply 	 12 VDC ± 10% , PoE (802.3af) 
	 Power Consumption 	 Maximum 5 W 
	 IR Range 	 32.8' (10 m) 
	 Ingress protection 	 IP66 weather proof rating 
	 Impact Protection 	 IEC60068-2-75Eh, 20J; EN50102, up to IK08 
	 Dimensions 	 3.9 x 4 x 2" (99.3 x 97 x 53 mm) 
	 Weight 	 21 oz (600 g) 

 
     
	
        The user manual for the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM can be downloaded in .pdf
        format if it did not come with your new wired ip cameras, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Hikvision users keep a unique electronic library
        for Hikvision wired ip camerass,
        where you can use our link to download the user manual for the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM.
        


        The user manual lists all of the functions of the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM, 
        all the basic and advanced features and tells you how to use the wired ip cameras.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Hikvision service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM. User manuals are also
        available on the Hikvision website under Surveillance  -  Surveillance Video  -  Wired IP Cameras.

      






      
      
      
      Question and answer discussion forum concerning user instructions and resolving problems with the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM - no comments have been made yet - be the first to add a comment 

Post new comment/question/response regarding the Hikvision 4MP Day/Night IR Mini Dome Camera DS-2CD2542FWD-IS-4MM      

            
        
      
      
        	Fields marked with  * must be filled out.
	Your name *:	
	E-mail :	
	Subject *:	
	Message text *:	
	Enter the code *:
            
(spam block)	"manual" 
	
              If you would like to receive a response to your comment, don’t forget to include your e-mail address.
              Your e-mail will not be displayed or otherwise used in any way.
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	Current discussions
	
Most recently discussed products:

Mgt2450 - MG Electronics MGT-2450 Class II AC Power Supply MGT-2450
Posted by: Ralph Feichtinger 
2024-03-12 13:41:50

The green light on the transformer is green but can’t get out door light post to work.Will you be able to get a reading on a multi tester?All wires are hooked up properly.Could the transformer not have enough life left in it to push power to the li...
manual - Tasco 2.5-10x42 Target & Varmint Riflescope VAR251042M
Posted by: kurt
2024-03-11 00:09:16

Please send in pdf format user manual for the Tasco 2.5-10x42 Target & Varmint Rifle scope VAR251042M....
Paladin 1670 - Paladin Tools 1600 Series EDAC/ELCO Cable Crimper PA1670
Posted by: Randall Adams
2024-03-08 19:16:27

Finding a manual or videos for this very expensive device would be helpful. This page refers to such manuals several times, but I can’t find a link for any of them!...
Manual - Ergotron Neo-Flex Mobile MediaCenter VHD Cart 24-191-085
Posted by: Tiago
2024-03-08 11:28:16

I would like to have the manual in pdf...
Manual - Brunton GEO Pocket Transit Compass (0-360° Scale) F-5010
Posted by: Adama Mariko
2024-03-08 00:52:33

Dear,
I am interest in a User manual for Brunton GEO Pocket Transit Compass (0-360° Scale) F-5010

I need the manual please.
Pr Mariko
amako, Mali...
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