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        We recommend checking out our discussion threads on the Interlogix Legend IP 36x Day/Night Dome Camera GEADE8D36N,
        which address similar problems with connecting and setting up Wired Analog & HD Cameras Interlogix.
        


        


        

        
        
      
	
        User manual for the Interlogix Legend IP 36x Day/Night Dome Camera GEADE8D36N

        The user manual for the Interlogix Legend IP 36x Day/Night Dome Camera GEADE8D36N provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Wired Analog & HD Cameras.
        


        The General Electric Legend IP 36x Day/Night Dome Camera (Heavy-duty, Clear Polycarbonate), with a 1/4" image sensor and a 3.4mm (wide) to 122.4mm (tele) lens, delivers high-quality images at a resolution up to 530 TVL. A minimum illumination of 0.1 lux makes the camera suitable for low-light surveillance.
  Equipped MPEG-4 video encoder offers images at D1 resolution at 30 fps over a 10/100BASE-T Ethernet network. The encoder also provides a data channel for controlling and programming the dome across the network. You can also use the built-in web page to connect, view, and control the camera via any PC with Microsoft Internet Explorer on the same network. The Legend IP dome is fully compatible with SymSuite including SymSecure, SymNav, SymDec, and SymNet.
Defined by its SilkTrak direct drive technology, the network dome camera does away with gears and belts, and provides smooth and accurate PTZ movement for optimal performance. You can attain a preset positioning accuracy of ±0.015° with closed-loop positioning technology.
Supporting a tilt travel of 184° for above-horizon viewing and electronic image flip, the Legend PTZ dome camera can track activity directly underneath it without having to spin on its pan axis. The 127 preset positions enable you to store pan, tilt, and zoom positions along with the camera settings that include backlight compensation, iris, and shutter settings. Featured 16 shadow tours allow you to store a total of 20 minutes of pan, tilt, and zoom operation. You can program up to 32 macros, each with up to 16 steps that can be set for presets, tours, relay outputs, or links to other macros. The PTZ camera allows you to assign 8 alarm inputs to presets, tours, or macros, and control 1 or both relay outputs.
Privacy Masking enables you to mask up to 24 zones, out of which 8 masked areas can be displayed simultaneously. Spherical Privacy Masking uses a 3D representation of the camera view to reduce mask drift caused by camera tilt angle. Separate passcode levels allow administrative access, preventing unauthorized users from changing programming settings. Built-in graphical menus allow you to quickly adjust elements that include presets, tours, macros, privacy masks, and alarms.
 Made of cast aluminum, the weatherproof heavy-duty housing with adjustable wall mount brackets is suitable for tough outdoor use. Integrated heater enables the housing to operate in temperatures to -13°F (-25°C). It also includes a polycarbonate clear bubble.        
      
	        
        If you own a Interlogix wired analog & hd cameras and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Interlogix Legend IP 36x Day/Night Dome Camera GEADE8D36N in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Interlogix Legend IP 36x Day/Night Dome Camera GEADE8D36N:
 	 Image Sensor 	 1/4" CCD 
	 Zoom 	 Optical 36x; Digital 12x 
	 Resolution 	 530 TVL NTSC
530 TVL PAL 
	 Synchronization 	 Internal/line lock 
	 Lens 	 F=3.4 mm (wide) to 122.4 mm (tele); F1.6 to F4.5 
	 Angle of View 	 H: 57.8° (wide) to 1.7° (tele) 
	 Sensitivity 	 1.4 lux at 1/60 sec NTSC or 1/50 PAL
0.1 lux at 1/4 sec NTSC or 1/3 sec PAL 

Sensitivity, ICR-on 
0.01 lux at 1/4 sec NTSC or 1/3 sec PAL 
	 Electronic Shutter Speed 	 1/4 to 1/10,000 sec, 20 steps, NTSC;
1/3 to 1/10,000 sec, 20 steps, PAL 
	 Video Output 	 1.0 V p-p 
	 Drive Types Supported 	 SilkTrak Direct Drive 
	 General 	 Pan travel: 360° continuous
Tilt travel: 184°
Manual pan speed: 0.01 to 120°/sec
Manual tilt speed: 0.01 to 120°/sec
Max. pan/tilt speed: 400°/sec
Presets: 127 with title
Shadow tours: 16 with 20 min. total duration
Macros: 32 with 16 steps each 
	 Alarm Inputs 	 8 (NO/NC programmable) 
	 Outputs 	 2 Form C relays, 0.5 A @ 30 VDC 
	 Protocols 	 GE RS-422, GE Impac RS-485, GE ASCII RS-422, Pelco P & D RS-422, Honeywell Ultrak RS-422, Tyco AD RS-422 
	 Housing 	 Wall Mount Housing
Electrical
 Operating voltage: 24 VAC +/- 4 VAC
 Power: 30 W startup; 24 W running
Power, with heater: 100 W startup; 74 W running 

Mechanical
 
Construction: Cast aluminum
 Dimensions: 10.56 (wide) x 9.29 (high) (268 x 236 mm)
 Weight: 13 lb (6.12 kg) 
	 Network Interface 	 10/100BASE-T Ethernet
 TCP/IP, UDP/IP, DHCP, Multicast, Data Throttle, Heartbeat 
	 Bubble 	 Clear polycarbonate 
	 Operating Temperature 	 Without heater/blower: 32 to 122° F (0 to 50° C)
With heater: -13°F (-25°C) 

 
     
	
        The user manual for the Interlogix Legend IP 36x Day/Night Dome Camera GEADE8D36N can be downloaded in .pdf
        format if it did not come with your new wired analog & hd cameras, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Interlogix users keep a unique electronic library
        for Interlogix wired analog & hd camerass,
        where you can use our link to download the user manual for the Interlogix Legend IP 36x Day/Night Dome Camera GEADE8D36N.
        


        The user manual lists all of the functions of the Interlogix Legend IP 36x Day/Night Dome Camera GEADE8D36N, 
        all the basic and advanced features and tells you how to use the wired analog & hd cameras.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Interlogix service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Interlogix Legend IP 36x Day/Night Dome Camera GEADE8D36N. User manuals are also
        available on the Interlogix website under Surveillance  -  Surveillance Video  -  Wired Analog & HD Cameras.
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