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        We recommend checking out our discussion threads on the JVC Super Lolux Full HD Network Outdoor Dome Camera VN-H237VPU,
        which address similar problems with connecting and setting up Wired IP Cameras JVC.
        


        


        

        
        
      
	
        User manual for the JVC Super Lolux Full HD Network Outdoor Dome Camera VN-H237VPU

        The user manual for the JVC Super Lolux Full HD Network Outdoor Dome Camera VN-H237VPU provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Wired IP Cameras.
        


        The JVC Super Lolux Full HD Network Outdoor Dome Camera (1080p) with a 1/3” CMOS image sensor delivers high-quality images at a resolution up to 1080p HD at 30 fps. It consists of an integrated lens with variable focal length of 2.8-10.5mm. A minimum illumination of 0.5 lux makes the camera suitable for low-light conditions. The built-in CLVI (Clear Logic Video Intelligence) offers wide dynamic performance and anti-fog capability. ONVIF / PSIA protocols are supported.

With H.264/M-JPEG/MPEG4 codec support, simultaneous dual streaming of H.264/M-JPEG is possible. Featuring 3D Noise Reduction, the network security camera digitally corrects any video noise that could cause blurring or distortion in the images by minimizing the signal-to-noise ratio penalties. Privacy Masking allows you to mask user-programmable zones of a scene to ensure certain privacy of people under surveillance. Being a IP66 rated vandal-proof camera, it is also dust / water protected. Motion Detection triggers an alarm when motion is detected in a designated portion of the video display. With the Tamper Detection feature, the camera triggers an alarm when it is being tampered with e.g. if it is redirected, blocked, defocused, or spray-painted. PoE supplies power to the camera from the network itself without any extra wiring for auxiliary power outlets.        
      
	        
        If you own a JVC wired ip cameras and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the JVC Super Lolux Full HD Network Outdoor Dome Camera VN-H237VPU in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the JVC Super Lolux Full HD Network Outdoor Dome Camera VN-H237VPU:
 	 Sensor 	 1/3" 2.1MP CMOS 
	 Lens Mount 	 CS 
	 Day/Night 	 Color to Black and White switching (Day/Night), Automatic switching IR cut filter mechanism 
	 Resolution 	 MJPEG: 	1920 x 1080
	1280 x 960
	640 x 480

H.264/AVC High Profile:
 	1920 x 1080
	1280 x 720
	640 x 480

MPEG-4:
 	640 x 480
	320 x 240

 
	 Lens 	 Integrated Manually Variable Focal Length Lens with Auto Iris
 Focal Length: 2.8 to 10.5mm, x3.8 
	 IP Rating 	 IP66 rated vandal proof dome housing 
	 Aperture 	 F1.2 to F2.1 
	 View Angle 	 2.8mm: 73° horizontal x 54° vertical

10.5mm: 20° horizontal x 15° vertical 
	 Iris 	 DC 
	 Lens Angle Adjustment 	 Horizontal: ±175 degrees Vertical: ±70 degrees
 Rotation: ±175 degrees 

	 Scene Illumination 	 Color Mode: 0.5 lx, f1.2, AGC max, No Sense Up, 3DNR on, 50% video
 B/W Mode: 0.06 lx, f1.2, AGC max, Sense Up x2, 25% video 
	 Sensitivity Adjustment 	 Sense Up: 	Off
	x2 ~ x60

 
	 BLC 	 Back Light Compensation: On/Off 
	 White Balance 	 Continuous Auto Tracking White (ATW)
 Auto White Control (AWC) 
	 Gamma Level 	 Adjustable 
	 Automatic Gain Control 	 0 to 24 dB (High)
 0 to 33 dB (Super) 
	 Electronic Shutter 	 Automatic - 1/30 to 1/10000 sec
 Flickerless control 
	 Viewing Adjustments 	 Free Scaling image clipping
 Digital Pan, Tilt and Zoom functions
 Privacy mask 
	 Signal to Noise Ratio 	 50 dB, AGC off 
	 Display Mode 	 Custom
 LCD1
 LCD2
 CRT 
	 3D Noise Reduction 	 3D digital noise reduction: Yes 
	 Scene File Memory 	 Yes 
	 Motion Detection 	 Yes 
	 Tamper Detection 	 Yes 
	 FTP Server 	 Built-in FTP Client capability for storage of event images 
	 PC Requirements 	 Operating system: 	Windows XP (Professional or Home Edition) Service Pack 3
	Windows VISTA Business
	Windows 7 Professional


Processor: Core 2 Duo 3 GHz or higher
Memory: 2 GB or higher
Hard Disk Drive: 1 GB or more
Video Card: 1024 x 768 pixels
Web Browser: Internet Explorer 8.0 (Windows 7) or 7.0 (Windows Vista) or 6.0 (Windows XP) 

	 Firmware Upgrade 	 Via HTTP 
	 Built-In SD Card Slot 	 SD card slot for internal pre-post recording on events 
	 User Access 	 3 password protected User Access levels 
	 APIs 	 Compatibility: 	JVC
	ONVIF
	PSIA

 
	 ActiveX Viewer 	 Built-in ActiveX Viewer: 	Monitor from personal computer
	Snapshot function
	Viewer shall be customizable via camera setup menu

 
	 Networking 	 TCP/IP, UDP/IP, HTTP, DHCP, SMTP, SNTP, FTP, DSCP, ARP, ICMP, RTSP/RTP, IGMP, HTTPS, SNMP, IPv4, and IPv6 communication protocols 
	 LAN Compliance 	 IEEE802.3, 802.3u and 802.3af 
	 Data Transmission 	 Unicast
 Multicast: IGMP Version 2 
	 Maximum Number of Clients 	 20 simultaneous users
 Unlimited users by Multicast 
	 Base Controls 	 	RJ-45 (Category 5) 10BASE-T/100BASE-TX Network connection (auto negotiation)
	RCA jack for monitor output
	Monitor out signal setting switch
	Status indicator
	Camera reset button
	Heater power connector

 
	 Network Functions 	 Mail notice, Web server, FTP client, DHCP client, SNTP client, SNMP agent, RTSP server 
	 Input Voltage 	 Power over Ethernet (PoE) IEEE802.3af compliant 
	 Power Consumption 	 DC 48 V (PoE): 135mA (6.5 W) 
	 Monitor Output 	 NTSC composite video, 1.0 volt peak to peak, 75 ohms resistance 
	 Temperature Range 	 14 to 122°F (-10 to 50°C)

Recommended: 32 to 104°F (0 to 40°C) With heater: -22 to 122°F (-30 to 50°C) 

	 Relative Humidity 	 Operating: 20 to 80%, non-condensing 
	 Dimensions (Diam. x H) 	 6.25 x 4.87" (160 x 125mm) 
	 Weight 	 2.9 lb (1300 g) 

 	 Packaging Info 
	 Package Weight 	 3.6 lb 
	 Box Dimensions (LxWxH) 	 9.5 x 9.0 x 7.9" 

 
     
	
        The user manual for the JVC Super Lolux Full HD Network Outdoor Dome Camera VN-H237VPU can be downloaded in .pdf
        format if it did not come with your new wired ip cameras, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other JVC users keep a unique electronic library
        for JVC wired ip camerass,
        where you can use our link to download the user manual for the JVC Super Lolux Full HD Network Outdoor Dome Camera VN-H237VPU.
        


        The user manual lists all of the functions of the JVC Super Lolux Full HD Network Outdoor Dome Camera VN-H237VPU, 
        all the basic and advanced features and tells you how to use the wired ip cameras.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from JVC service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the JVC Super Lolux Full HD Network Outdoor Dome Camera VN-H237VPU. User manuals are also
        available on the JVC website under Surveillance  -  Surveillance Video  -  Wired IP Cameras.

      






      
      
      
      Question and answer discussion forum concerning user instructions and resolving problems with the JVC Super Lolux Full HD Network Outdoor Dome Camera VN-H237VPU - no comments have been made yet - be the first to add a comment 
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	Current discussions
	
Most recently discussed products:

Mgt2450 - MG Electronics MGT-2450 Class II AC Power Supply MGT-2450
Posted by: Ralph Feichtinger 
2024-03-12 13:41:50

The green light on the transformer is green but can’t get out door light post to work.Will you be able to get a reading on a multi tester?All wires are hooked up properly.Could the transformer not have enough life left in it to push power to the li...
manual - Tasco 2.5-10x42 Target & Varmint Riflescope VAR251042M
Posted by: kurt
2024-03-11 00:09:16

Please send in pdf format user manual for the Tasco 2.5-10x42 Target & Varmint Rifle scope VAR251042M....
Paladin 1670 - Paladin Tools 1600 Series EDAC/ELCO Cable Crimper PA1670
Posted by: Randall Adams
2024-03-08 19:16:27

Finding a manual or videos for this very expensive device would be helpful. This page refers to such manuals several times, but I can’t find a link for any of them!...
Manual - Ergotron Neo-Flex Mobile MediaCenter VHD Cart 24-191-085
Posted by: Tiago
2024-03-08 11:28:16

I would like to have the manual in pdf...
Manual - Brunton GEO Pocket Transit Compass (0-360° Scale) F-5010
Posted by: Adama Mariko
2024-03-08 00:52:33

Dear,
I am interest in a User manual for Brunton GEO Pocket Transit Compass (0-360° Scale) F-5010

I need the manual please.
Pr Mariko
amako, Mali...
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