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        We recommend checking out our discussion threads on the Lectrosonics SRb5P Dual-Channel Slot Mount Wireless ENG,
        which address similar problems with connecting and setting up Wireless Receivers Lectrosonics.
        


        


        

        
        
      
	
        User manual for the Lectrosonics SRb5P Dual-Channel Slot Mount Wireless ENG

        The user manual for the Lectrosonics SRb5P Dual-Channel Slot Mount Wireless ENG provides
        necessary instructions for the proper use of the product Pro Audio  -  Location Sound  -  Wireless Receivers.
        


        The Lectrosonics SRb5P Dual-Channel Slot Mount ENG Receiver Kit with Top Mount BATTSLED from B&H delivers all the standard operating features of the SRb5P with the added convenience of the BATTSLED battery and audio output adapter kit. The BATTSLED installs onto the SRb5P receiver, and allows the receiver to be powered with an NP-F570 slim L series battery for up to 12 hours or two 9 volt batteries for up 5 hours with the optional SR9VBP 9 volt battery adapter (not included).

There are top and bottom mount versions of the BATTSLED, and this version is designed to mount on top of the SRb5P receiver. There are two TA3-M balanced audio outputs at the base. 

The receiver itself features two independent digital hybrid wireless UHF receivers in a single lightweight body. The SRb5P provides an additional audio output next to the front panel for use with cameras that have only one audio input in the mounting slot. One channel can feed the connector in the camera slot, and the second channel can be connected to the external audio jack on the camera with a cable. An optional accessory enables you to power the SRb5P Receiver with L and M type rechargeable batteries. With a pair of Lectrosonics transmitters, the SRb5P makes for a formidable wireless solution for the discerning production professional who needs to reliably capture broadcast ready audio.        
      
	        
        If you own a Lectrosonics wireless receivers and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Lectrosonics SRb5P Dual-Channel Slot Mount Wireless ENG in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Lectrosonics SRb5P Dual-Channel Slot Mount Wireless ENG:
  Specifications
  
 
   	  Lectrosonics SRb5P Camera Slot UHF Receiver (Block 25)
   	 Operating Frequencies 	 640.000 - 665.500 MHz 
	 Frequency Adjustment Range 	 25.5 MHz (in 100 kHz steps) 
	 Channel Separation 	 100 kHz 
	 Receiver Type 	 Dual conversion (superheterodyne) 
	 IF Frequency 	 Channel 1: 248.450 MHz and 350.000 kHz 
Channel 2: 243.950 MHz and 250.000 kHz 
	 Frequency Stability 	 ±0.001% 
	 Bandwidth 	 26 MHz at -3 dB (front end bandwidth) 
	 Sensitivity 	 20 dB SINAD: 1.0 uV (-107 dBm) A weighted 
60 dB Quieting: 2.2 uV (-100 dBm) A weighted 
	 Squelch Quieting 	 >100 dB (typical) 
	 AM Rejection 	 >60 dB (4 uV to 1 V) 
	 Modulation Acceptance 	 85 kHz 
	 Image & Spurious Rejection 	 85 dB 
	 Third Order Intercept 	 0 dBm 
	 Diversity Method 	 SmartDiversity phased antenna combining or Ratio Diversity using both receivers for a single audio channel 
	 FM Detector 	 Digital Pulse Counting Detector operating at 250 and 350 kHz 
	 RF Spectrum Analyzer 	 Coarse and fine scanning modes for RF spectrum site survey 
	 Antenna Inputs 	 50 ohms (SMA female connectors) 
	 Audio Outputs 	 Interchangeable D connector adapters for camera slot interfaces 
Dual TA3 male (mini XLR) balanced output adapter 
Balanced output adapter with fixed cables 
Two additional balanced audio outputs (standard TA5M 5-pin connector) 
	 Front Panel Audio Output 	 Front panel TA5M with two balanced outputs 
	 Audio Output Level 	 Adjustable -50 to +5 dBu in 1 dB steps (unbalanced output is 6 dB lower) 
	 Audio Channel Crosstalk 	 -80 dB or better 
	 Front Panel Controls and Indicators 	 Sealed panel with membrane switches 
LCD monitors pilot tone 
Antenna phase 
Receiver battery level 
Transmitter battery status 
Audio level 
RF level 
	 Audio Test Tone 	 1 kHz (±5 dBu balanced output); 1% THD 
	 Transmitter Battery Type Selection 	 9V alkaline 
9V lithium 
AA alkaline 
AA lithium 
NiMH 
	 Phase Invert 	 Audio output phase normal or inverted 
	 SmartNR (Noise Reduction) 	 Off, Normal and Full modes (Available in Digital Hybrid mode only) 
	 Audio Performance (Overall System) 	 Frequency Response: 32 Hz to 20 kHz (±1 dB) 
THD (System): 0.3% typical in Digital Hybrid mode 
THD (400 Series Mode): 0.2% typical 
Signal-to-Noise Ratio: 95 dB or better (overall system, Digital Hybrid mode) 
Input Dynamic Range: 95 dB (with full Tx limiting) 
	 Rear Panel Controls 	 XLR audio output jack 
External DC input 
Battery compartment access 
	 Power 	 DC 6 - 18V (1.4W) 
	 Current Consumption 	 90 mA at 18 VDC 
120 mA at 12 VDC 
195 mA at 7.2 VDC 
210 mA at 6 VDC 
	 Runtime with SRBATTSLED Adapter 	 7.2V (2200 mA) "L" style battery will typically provide about 11 hours of operation 
	 Battery Level Indicator 	 LCD display with "bottle" icon and timer readout 
	 Operating Temperature 	 -4 to 122°F (-20 to 50°C) 
	 Dimensions (WxHxD) 	 2.7 x 0.7 x 3.5" (68 x 18 x 89 mm) 
	 Weight 	 6.9 oz (195 g) with SRaEXT adapter 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 9.8 x 7.9 x 2.1" 

 
 
 
 
	  Lectrosonics SRBATTSLEDTOP SR Battery Sled
   	 Compatibility 	 SR Receiver 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 4.4 x 3.7 x 1.1" 

 
 
 
 

 
 
 
      
 
 
 
 
     
	
        The user manual for the Lectrosonics SRb5P Dual-Channel Slot Mount Wireless ENG can be downloaded in .pdf
        format if it did not come with your new wireless receivers, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Lectrosonics users keep a unique electronic library
        for Lectrosonics wireless receiverss,
        where you can use our link to download the user manual for the Lectrosonics SRb5P Dual-Channel Slot Mount Wireless ENG.
        


        The user manual lists all of the functions of the Lectrosonics SRb5P Dual-Channel Slot Mount Wireless ENG, 
        all the basic and advanced features and tells you how to use the wireless receivers.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Lectrosonics service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Lectrosonics SRb5P Dual-Channel Slot Mount Wireless ENG. User manuals are also
        available on the Lectrosonics website under Pro Audio  -  Location Sound  -  Wireless Receivers.
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