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        We recommend checking out our discussion threads on the Lorex by FLIR LNR400 Series 16-Channel 1080p NVR Kit LNR4163TC9B,
        which address similar problems with connecting and setting up Surveillance Kits Lorex by FLIR.
        


        


        

        
        
      
	
        User manual for the Lorex by FLIR LNR400 Series 16-Channel 1080p NVR Kit LNR4163TC9B

        The user manual for the Lorex by FLIR LNR400 Series 16-Channel 1080p NVR Kit LNR4163TC9B provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Surveillance Kits.
        


        Monitor your home or office in Full HD 1080p30 resolution using this complete surveillance solution. The comprehensive bundle from Lorex includes a 16-Channel NVR, 6 Bullet Cameras, 3 Dome Cameras, and a PoE Switch for easily installing and connecting the system. The NVR features a built-in 3TB hard drive, providing enough storage space to record from all the cameras for a sufficient period of time, and you can set the recorded footage to be continuously overwritten when the hard drive reaches capacity. You can also upgrade storage capacity to a total of 8TB (2 x 4TB, meaning the existing 2TB drive would have to be replaced) for additional footage recording. 

 The cameras are identical with the exception of their form factors, and feature all weatherproof and vandal-resistant enclosures. For use indoors or outdoors, the cameras feature integrated LEDs which can provide night vision up to 80' in complete darkness and 130' in settings with ambient light. The cameras are PoE capable and can be run directly to the NVR via Ethernet cables. 

The 8-Port PoE Switcher features 8 x RJ-45 ports for connecting 8 additional cameras to the NVR, and 1 x RJ-45 LAN port for connecting the switcher to the NVR itself. Meeting the IEEE 802.3af PoE standard, the switcher is designed for easy installation while eliminating the need for lengthy cables connecting the cameras.        
      
	        
        If you own a Lorex by FLIR surveillance kits and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Lorex by FLIR LNR400 Series 16-Channel 1080p NVR Kit LNR4163TC9B in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Lorex by FLIR LNR400 Series 16-Channel 1080p NVR Kit LNR4163TC9B:
  Specifications
   	  LNR400 16-Channel Full HD NVR (3TB)
   	 NVR 

 	 System 
	 Operating System 	 Linux embedded 
	 Pentaplex Operation 	 Simultaneous view / record / play back / back up / remote monitoring 
	 Number of Channels 	 16 
	 Video Inputs 	 8 x PoE 
	 Video Outputs 	 1 x VGA
 1 x HDMI 
	 Audio Input 	 1 x Line-IN (RCA for service only) 
	 Audio Output 	 1 x Line-OUT (RCA for service only) 
	 USB Ports 	 1 x at the back
 1 x at the front 
	 Alarm Inputs 	 8 
	 Alarm Outputs 	 3 
	 Video Output Resolution 	 1920 x 1080 / 1280 x 1024 / 1280 x 720 / 1024 x 768 
	 PTZ Control 	 Lorex IP PTZ cameras only 
	 Display Split 	 1 / 4 / 8 / 9 / 16 
	 Live Display Speed 	 NTSC: 480 fps
 PAL: 400 fps 
	 OSD Menu 	 Camera Title / Time / Camera Lock / Motion Detection / Recording Status 
	 System Navigation 	 USB mouse / IR remote control / front panel buttons 
	 Motion Area Setting 	 Adjustable grid; (22 x 18) 
	 Motion Sensitivity 	 100 levels 
	 Firmware Upgrade 	 Automatic over the Internet / via USB device and network 
	 User Authority 	 By user group 
	 Time Synchronization 	 Auto time sync by NTP server 

 	 Recording 
	 Video Compression 	 H.264 
	 Recording Resolution 	 1080p (1920 × 1080) / 720p (1280 × 720) 
	 Recording Rate 	 NTSC: 480 fps at 1080p
 PAL: 400 fps at 1080p 
	 Recording Resolution Setting 	 Different resolutions per camera 
	 Recording Quality Control 	 6 levels 
	 Recording Schedule 	 By hour / by day / by recording mode / by motion / by channel 
	 Pre Recording 	 Max. 30 seconds 
	 Post Recording 	 Max. 5 minutes 

 	 Playback 
	 Playback Channels 	 1 / 4 / 9 / 16 
	 Playback Speed 	 Variable; Max. 16x 
	 Playback Players 	 Backup Player 
	 Search 	 By time and event 
	 Reliability 	 Watchdog / auto-recovery after power failure 

 	 Storage & Archive 
	 Storage Type 	 2 x SATA HDDs 
	 Maximum Capacity 	 2 x 4TB 
	 Backup Media 	 USB Flash Drive / HDD 
	 Backup File Format 	 DAV / ASF file 

 	 Connectivity 
	 Cloud Connectivity 	 FLIR Cloud 
	 Supported Operating Systems 	 Windows / Mac OS X 
	 Remote Software Configuration 	 Client Software for Windows / Mac OS X 
	 Email Notification 	 Text with snapshot 
	 Smart Device Access 	 iPad / iPhone / Android smartphones & tablets 
	 DDNS 	 Free Lorex DDNS 
	 System Configuration 	 Full setup configuration over network 
	 Ports 	 Programmable by user 
	 Network Protocol and Standards 	 HTTP / IPv4 / IPv6 / TCP / IP / UPNP / RTSP / UDP
 SMTP / NTP / DHCP / DNS / PPPOE / DDNS / FTP / IP Filter 
	 Network Interface 	 1 x RJ-45, 10/100/1000 Mbps 
	 Network Data Transfer Rate 	 256 MB total; 48 to 8, 192 kb/s per camera 
	 Power Consumption 	 Approx. 20 W (no HDD included) 
	 Power Supply Voltage 	 100 to 240 VAC, 50/60 Hz 
	 PoE Power Output 	 120 W; max. 25 W per camera 
	 Operating Temperature 	 14 to 131°F (-10 to 55°C) 
	 Operating Relative Humidity Range 	 10 to 90% 
	 Dimensions (W x D x H) 	 14.7 x 11.2 x 2.0" (375 x 285 x 50 mm) 
	 Weight 	 5.1 lb (2.3 kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 17.5 x 16.5 x 7.0" 

 
 
 
 
	 6 x  1080p HD Indoor/Outdoor Bullet PoE IP Camera
   	 Image Sensor 	 1/3" CMOS Sensor 
	 Effective Pixels 	 H: 2048, V: 1536 
	 Resolution 	 1080p at 30 fps 
	 Scan System 	 Progressive 
	 Sync System 	 Internal 
	 Iris 	 EIS 
	 AES Shutter Speed 	 1/4 - 1/10,000 sec. 
	 Minimum Illumination 	 0.1 lux without IR LED 
 0 lux with IR LED 
	 Lens 	 3.6 mm f/1.6, fixed 
	 Digital Noise Reduction 	 2D-DNR 
	 Wide Dynamic Range 	 Digital WDR 
	 Field of View 	 72° (horizontal) 
	 Termination 	 RJ45 10M/100M Ethernet 
	 IR LEDs 	 32 (some used for night vision) (850 nm) 
	 Night Vision Range 	 130 ft (40 m) in ambient lighting; 80 ft (24 m) in total darkness 
	 Housing 	 Metal 
	 Power Requirement 	 PoE (Power-over-Ethernet) Class 3 / 12 VDC 
	 Power Consumption 	 250 mA / 3 W 
	 Operating Temperature 	 -4 to 140°F (20 to 60°C) 
	 Operating Humidity 	  
	 Environmental Rating 	 IP66 (indoor/outdoor) 
	 Weight 	 0.8 lb / 0.4 kg (including stand) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 16.0 x 6.0 x 4.6" 

 
 
 
 
	 3 x  1080p HD Indoor/Outdoor Dome PoE IP Camera
   	 Image Sensor 	 1/3" CMOS Sensor 
	 Effective Pixels 	 H: 2048, V: 1536 
	 Resolution 	 1080p at 30 fps 
	 Scan System 	 Progressive 
	 Sync System 	 Internal 
	 Iris 	 EIS 
	 AES Shutter Speed 	 1/4 - 1/10,000 sec. 
	 Minimum Illumination 	 0.1 lux without IR LED 
 0 lux with IR LED 
	 Lens 	 3.6 mm f/1.6, fixed 
	 Digital Noise Reduction 	 2D-DNR 
	 Wide Dynamic Range 	 Digital WDR 
	 Field of View 	 72° (horizontal) 
	 Termination 	 RJ45 10M/100M Ethernet 
	 IR LEDs 	 12 (some used for night vision) (850 nm) 
	 Night Vision Range 	 130 ft (40 m) in ambient lighting; 80 ft (24 m) in total darkness 
	 Housing 	 Metal 
	 Power Requirement 	 PoE (Power-over-Ethernet) Class 3 / 12 VDC 
	 Power Consumption 	 250 mA / 3 W 
	 Operating Temperature 	 -4 to 140°F (20 to 60°C) 
	 Operating Humidity 	  
	 Environmental Rating 	 IP66 (indoor/outdoor) 
	 Weight 	 0.8 lb / 0.4 kg (including stand) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 11.7 x 5.6 x 4.5" 

 
 
 
 
	  8-Port RJ-45 10/100 Mb/s + 1 Gigabit 802.3af PoE Switch
   	 Ports 	 8 x RJ-45 for 10/100 Base-TX (1 to 8)
1 x RJ-45 for 10/100/1000 Base-T (LAN) 
	 PoE Standard 	 IEEE 802.3af Power over Ethernet/PSE 
	 PoE Power Output 	 48 V DC per port, maximum 15.4 W 
	 PoE Class 	 Class 2/3 
	 Standard Compliance 	 IEEE 802.3 (Ethernet)
IEEE 802.3u (Fast Ethernet)
IEEE 802.3ab (Gigabit Ethernet)
IEEE 802.3x (Flow Control)
IEEE 802.3af (Power over Ethernet) 
	 LED Indicators 	 PWR: Green: On: The switch is receiving power
Off: The switch is not powered
⦁1 to 8 Link/Act: Green: On: Successful connection (full duplex)
Off: Slow Flashing: Successful connection (half duplex)
Fast Flashing: Switch is sending/receiving data
Off: No connection
⦁1 to 8 PoE: Orange: On: Port is sending 48 V DC power
Off: Port is not sending power
⦁Speed: Green: On: 1000 Mb/s connection to router
Slow Flashing: 100 Mb/s connection to router
Off: If Link/Act is on, 10 Mb/s connection to router
⦁Link/Act: Green: On: Successful connection to router
Off: No connection to router 
	 Compatibility 	 NVRs: LNR300 series (LNR341, LNR382, LNR363)
Cameras: LNB2153, LND2152     The PoE switch is not compatible with LNR200 Series.
 
 
  
	 Power Requirements 	 100 to 240 V AC, 50/60 Hz, maximum 2 A 
	 Relative Humidity 	 Operating: 5 to 95% (non-condensing) 
	 Temperature 	 Operating: 32 to 122°F (0 to 50°C) 
	 Compliance 	 FCC 
	 Dimensions (W x H x D) 	 11.0 x 1.7 x 7.1" (279.4 x 43.1 x 180.3 mm) 
	 Weight 	 3.7 lb (1.7 kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 16.299 x 8.976 x 2.677" 

 
 
 
 

 
 
 
  
    
  
 
 
 
     
	
        The user manual for the Lorex by FLIR LNR400 Series 16-Channel 1080p NVR Kit LNR4163TC9B can be downloaded in .pdf
        format if it did not come with your new surveillance kits, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Lorex by FLIR users keep a unique electronic library
        for Lorex by FLIR surveillance kitss,
        where you can use our link to download the user manual for the Lorex by FLIR LNR400 Series 16-Channel 1080p NVR Kit LNR4163TC9B.
        


        The user manual lists all of the functions of the Lorex by FLIR LNR400 Series 16-Channel 1080p NVR Kit LNR4163TC9B, 
        all the basic and advanced features and tells you how to use the surveillance kits.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Lorex by FLIR service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Lorex by FLIR LNR400 Series 16-Channel 1080p NVR Kit LNR4163TC9B. User manuals are also
        available on the Lorex by FLIR website under Surveillance  -  Surveillance Video  -  Surveillance Kits.
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