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        We recommend checking out our discussion threads on the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12,
        which address similar problems with connecting and setting up PA Speakers Mackie.
        


        


        

        
        
      
	
        User manual for the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12

        The user manual for the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12 provides
        necessary instructions for the proper use of the product Pro Audio  -  Live Sound  -  PA Speakers.
        


        The Mackie DLM12 Full-Range 12" Powered Loudspeaker delivers 1,000 watts of program power and 2,000 watts of peak power in a compact, portable design. It features TruSource driver technology, incorporating a 12" low-frequency driver and a 1.75" compression driver into a common-magnet design. The TruSource DSP delivers clarity, consistent dispersion and high fidelity sound. 

 The DLM12 features an integrated DL2 digital mixer, a 2-channel mixer with a versatile connection options. It also includes 3-band EQ, 16 effects presets, feedback destroyer, 6 speaker modes, and Smart Protect technology. 

 The DLM12 can be pole or wall mounted. An integrated kickstand allows use as a wedge-style monitor. M10 mounting points allow it to be used in fly installs as well.        
      
	        
        If you own a Mackie pa speakers and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.
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        Additional parameters of the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12:
 	 Active or Passive 	 Active, Class D amplification 
	 Power Capacity 	 1,000W RMS
 2,000W peak 
	 Low Frequency Driver 	 12" (305 mm) woofer
 2.5" (64 mm) voice coil diameter
 Paper diaphragm
 Ferrite magnet 
	 High Frequency Driver 	 1.75" (44 mm) compression driver
 1" (25 mm) horn entry diameter
 Polyimide film diaphragm
 Ferrite magnet 
	 Frequency Response 	 38 Hz to 20 kHz (-10 dB) 
	 Maximum Sound Pressure Level (SPL) 	 128 dB @1 m, calculated 
	 Crossover 	 1.6 kHz 
	 Dispersion 	 90° conical 
	 Equalization 	 Low shelving: ±15 dB @ 80 Hz
 Mid-peaking: ±15 dB @ 2.5 kHz
 High shelving: ±15 dB @ 12 kHz
 Increments: ±3 dB 
	 Amplifier Power 	 Low Frequency Amplifier:
 500W RMS, 1,000W peak
 Rated THD: < 1%
 Cooling: multi-speed fan
 Class D design

 High Frequency Amplifier:
 500W RMS, 1,000W peak
 Rated THD: < 1%
 Cooling: multi-speed fan
 Class D design 
	 Audio Inputs 	 1 x XLR/TRS combo - Channel 1 (XLR is mic/line switchable)
 1 x XLR/TRS combo - Channel 2 (TRS is a Hi-Z input)
 2 x RCA phono - Channel 2 (1 x L/R) 
	 Input Impedances 	 Channel 1:
 Mic: 3.3kΩ balanced
 Line: 20kΩ balanced, 10kΩ unbalanced
 1/4" TRS: 16kΩ balanced, 8kΩ unbalanced

 Channel 2:
 XLR Line: 20kΩ balanced, 10kΩ unbalanced
 1/4" TRS [Hi-Z instrument]: 1MΩ unbalanced
 RCA: 25kΩ unbalanced 
	 Audio Output 	 1 x XLR - Thru (switchable output, channel 1 or mix) 
	 Mixer Section 	 DL2 Digital Mixer System Processing:
 EQ: 6 speaker modes
 Alignment delay: 0 to 300 ms
 FX: 16 presets
 Multi-band feedback destroyer: On / Off / Clear / Hold
 Memory: 3 locations for instant venue setting recall and factory reset 
	 Power Requirements 	 100 to 120VAC or 220 to 240VAC, 50/60 Hz, 250W 
	 AC Plug Style 	 3-pin IEC 250VAC 
	 Operating Temperature Range 	 32 to 104°F (0 to 40°C), extended ambient temperature 
	 Construction 	 PC-ABS cabinet
 High durability black paint finish
 Top handle
 Powder-coated 20 gauge steel grille
 Three M10 x 17 mm fly points
 50° monitor angle (using integrated kickstand) 
	 Mounting Options 	 Pole mount, wall mount or fly via three integrated M10 x 17 mm mounting points 
	 Dimensions (H x W x D) 	 15.9 x 15.3 x 14.3" (403 x 389 x 363 mm) 
	 Weight 	 31 lb (14.1 kg) 

 	 Packaging Info 
	 Package Weight 	 37.0 lb 
	 Box Dimensions (LxWxH) 	 20.0 x 20.0 x 19.5" 

 
     
	
        The user manual for the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12 can be downloaded in .pdf
        format if it did not come with your new pa speakers, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Mackie users keep a unique electronic library
        for Mackie pa speakerss,
        where you can use our link to download the user manual for the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12.
        


        The user manual lists all of the functions of the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12, 
        all the basic and advanced features and tells you how to use the pa speakers.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Mackie service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12. User manuals are also
        available on the Mackie website under Pro Audio  -  Live Sound  -  PA Speakers.

      






      
      
      
      Question and answer discussion forum concerning user instructions and resolving problems with the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12 - no comments have been made yet - be the first to add a comment 

Post new comment/question/response regarding the Mackie DLM12 Full-Range 12" Powered Loudspeaker DLM12      

            
        
      
      
        	Fields marked with  * must be filled out.
	Your name *:	
	E-mail :	
	Subject *:	
	Message text *:	
	Enter the code *:
            
(spam block)	"manual" 
	
              If you would like to receive a response to your comment, don’t forget to include your e-mail address.
              Your e-mail will not be displayed or otherwise used in any way.
              
            
	
 


        
        
      

      
      
	


  


      

  	
		
Can't find what you're looking for? Try Google Search!




	


  	CATEGORIES
      	Uncategorized  
            
	Camcorders  
            
	TVs & Entertainment  
            
	A/V Presentation  
            
	Computers & Solutions  
            
	Lighting & Studio  
            
	Mobile  
            
	Optics  
            
	Photography  
            
	Pro Audio  
            
	Professional Video  
            
	Surveillance  
            


    









	




		

  
    	BRAND LIST
        	3M
	Adobe
	Amazon
	Apple
	Canon
	Cisco
	HP
	Huawei
	IBM
	Intel
	Lenovo
	Microsoft
	Panasonic
	Philips
	Samsung
	Sony
	Xerox
	..all brands list


      


  

  




	Current discussions
	
Most recently discussed products:

tamron TC - Tamron 1.4x SP Pro Teleconverter for Nikon AF AF14PN-700
Posted by: john
2024-03-18 23:54:19

tamron TC manual...
 Leupold VX -1 3-9x40mm - Leupold  VX-1 3-9x40 Riflescope 113874
Posted by: Ross G Sadler
2024-03-18 03:32:18

Please email me the instruction manual for the above scope either as a pdf attachment or as a doc attachment so I can download the document directly without installing an app or any other program. Thank you....
mr - Soundcraft Technical Manual for the MH2 ZM0325-01
Posted by: elvin
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i need it...
Power - TP-Link  AC750 Wi-Fi Range Extender RE200
Posted by: Tim
2024-03-16 11:01:07

Can I plug this thing into a 220v outlet in the philippines?...
Connecting to an Android or Windows computer - Koss  BTS1 Portable Bluetooth Speaker 187155
Posted by: Paula Turzy
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Does this speaker only connect to iPhones?  I cannot connect via bluetooth to an Android phone or a windows computer. I can connect other devices to those 2 with no problem.  Just not the Koss BTS1 speaker....
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