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        We recommend checking out our discussion threads on the Neat Microphones King Bee Large Diaphragm Mic w/ Audient USB,
        which address similar problems with connecting and setting up Large Diaphragm Condenser Neat Microphones.
        


        


        

        
        
      
	
        User manual for the Neat Microphones King Bee Large Diaphragm Mic w/ Audient USB

        The user manual for the Neat Microphones King Bee Large Diaphragm Mic w/ Audient USB provides
        necessary instructions for the proper use of the product Pro Audio  -  Recording  -  Large Diaphragm Condenser.
        


        The Neat King Bee Large Diaphragm Mic with Audient USB Audio Interface & ATH-M50x Headphone Kit from  B&H has everything you'll need to get up and running to capture audio and begin recording on your Mac or Windows computer. It can be used for applications such as voice-overs, studio recordings, podcasts, and more.        
      
	        
        If you own a Neat Microphones large diaphragm condenser and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Neat Microphones King Bee Large Diaphragm Mic w/ Audient USB in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Neat Microphones King Bee Large Diaphragm Mic w/ Audient USB:
  Specifications
   	  Neat Microphones King Bee Professional Studio Large Diaphragm Condenser Microphone
   	 Transducer 	 Condenser 
	 Diaphragm 	 1.34" (34 mm) 
	 Polar Pattern 	 Cardioid 
	 Frequency Range 	 16 Hz to 20 kHz 
	 Signal to Noise Ratio 	 89 dB A-Weighted 
	 Maximum SPL 	 140 dB SPL 
	 Impedance 	 150 ohms 
	 Load Impedance 	 1 kOhms 
	 Sensitivity 	 26 mV/PA @ 1 kHz 
	 Power Requirements 	 48 V 
	 Dynamic Range 	 134 dB 

 	 General 
	 Length 	 8.5 " (215.90 mm ) 
	 Weight 	 27.6 oz (782 g) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 10.5 x 10.4 x 5.7" 

 
 
 
 
	  Audient iD14 High Performance USB Audio Interface
   	 Mac Requirements 	 Mac: Any Apple Mac running Mac OS X 10.8.5 or later. 
	 Windows Requirements 	 PC or laptop manufactured after January 2006 
Intel Core 2 @1.6 GHz, or AMD equivalent 
1 GB main memory 

Supported Operating Systems 
Windows 7 (32 bit) 
Windows 7 x64 (64 bit) 
Windows 8 (32 bit) 
Windows 8 x64 (64 bit) 

 	 Input 
	 Gain 	 Microphone: 0 to 66 dB (inc. +10 dB software boost) 
Line Level: -10 to 56 dB (-10 dB hardwired line pad) 
D.I.:0 to 66 dB (inc. +10 dB software boost) 
	 Phantom Power 	 48 V +/-4 V at 10 mA/channel 
	 EIN 	  
	 CMRR 	 >80 dB at 1 kHz 
	 Maximum Input Level 	 Mic:+12 dBu (0 dBFS digital Maximum) 
DI: +9 dBu (0.6% THD typical) 
	 Input Impedance 	 Mic: 2.8 kOhm Balanced 
Line: >8 kOhm Balanced 
D.I.: >500 kOhm Unbalanced 
	 Frequency Response 	 Mic/Line: ±0.1 dB, 20 to 22,000 Hz @ min. gain 
±1.0 dB, 20 to 22,000 Hz @ max. gain 
D.I.: ±0.1 dB, 20 to 22,000 Hz 
	 Crosstalk 	  
	 THD+N 	 Mic: 0.0025% (-92 dBu) 
D.I.:  
	 SNR 	 Mic: 96 dB un-weighted, 99 dB A-weighted 
D.I.: 95 dB un-weighted, 98 dB A-weighted 
	 XLR / Phone Jack 	 Pin 2 (Hot), Pin 3 (Cold) & Pin 1 (Shield) 
	 Phono (1/4") 	 TIP (Hot), RING (Cold) & SLEEVE (Shield) 
	 Insert 	 Max Output Level: 
Output Impedance: 
1/4" Jack: Tip (Hot), Ring (Cold), and Sleeve (Shield) 

 	 Power Supply 
	 Power Supply 	 12VDC Centre Positive DC Adapter > 1.5 A 
Internally conditioned to provide +48VDC, +/-15VDC & low voltage rails for digital processing core & converters 

 	 A/D - D/A Conversions 
	 Maximum 	 A/D: +12 dBu (0 dBFS digital maximum) 
D/A: +12 dBu (0 dBFS digital maximum) 
	 Reference 	 A/D: +12 dBu = 0 dBFS 
D/A: +12 dBu = 0 dBFS 
	 Impedance 	 A/D: 
D/A: < 100 ohm balanced 
	 Frequency Response 	 A/D: ± 0.5 dB at 10 Hz to Fs/2 
D/A: ±0.1 dB 10 Hz to Fs/2 (flat to nyquist) 
	 Crosstalk 	 A/D: -100 dBu at 1 kHz and 10 kHz 
D/A: 
	 THD+N 	 A/D at -1 dBFS (1 kHz): A/D at -6 dBFS (1 kHz): D/A:  
	 Dynamic Range 	 A/D: 113 dB un-weighted
116 dB A-weighted 
D/A: 114 dB un-weighted 
117 dB A-weighted 
	 Jack 	 TIP (Hot), RING (Cold) & SLEEVE (Shield) 

 	 Headphone 
	 Maximum Output Level 	 +12 dBu 

Into 30 ohms: +4 dBu
THD+N: 0.005% 
 Power: 101mW 

Into 60 ohms: +5 dBu
THD+N: 0.004% 
 Power: 64mW 

Into 600 ohms: +13 dBu
THD+N: 0.0025% 
Power: 39mW 
	 Reference Level 	 +12 dBu = 0 dBFS 
	 Voltage Gain 	 +6 dB (optimized for loudness) 
	 Output Impedance 	  
	 Frequency Response 	 ±1.0 dB 10Hz to Fs/2 (load dependant) 
	 Crosstalk 	 -100 dBu at 1 kHz & 10 kHz 
	 THD + N 	  
	 Dynamic Range 	 108 dB un-weighted
111 dB A-weighted 
	 Jack 	 TIP (Left), RING (Right) and SLEEVE (Shield) 

 	 Digital Audio I/O 
	 I/O 	 8-CHANNEL ADAT: 44.1 to 48 kHz 
4-CHANNEL ADAT: 88.2 to 96 kHz SMUX
 STEREO S/PDIF / TOSLINK 44.1 to 96 kHz (Stereo) 
	 USB 	 Input Channels: 10 (2 analog, 8 digital) 
Output Channels: 4 (4 analog) 
	 DSP 	 Mixer Latency: 44.1 kHz: 1.660 ms
48.0 kHz: 1.531 ms
88.2 kHz: 0.844 ms
96.0 kHz: 0.771 ms 

 	 General 
	 Dimensions 	 6.8 x 4.7 x 2.4" (17.3 x 12.0 x 6.2 cm) 
	 Weight 	 Not specified by the manufacturer 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 10.6 x 7.1 x 3.8" 

 
 
 
 
	  Kopul Studio Elite 4000 Series XLR M to XLR F Microphone Cable - 15' (4.6 m), Black
   	 Cable Type 	 3-Pin XLR balanced microphone cable 
	 Length 	 15' (4.6 m) 
	 Shielding 	 98% coverage braided shield 
	 Gauge 	 24 AWG 
	 Contacts 	 Silver 
	 Connector 1 	 XLR Male 
	 Connector 2 	 XLR Female 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 11.0 x 8.7 x 1.0" 

 
 
 
 
	  Audio-Technica ATH-M50x Monitor Headphones (Black)
   	 Driver 	 1.7" (45 mm) 
	 Magnet 	 Neodymium 
	 Voice Coil 	 CCAW (copper-clad aluminum wire) 
	 Frequency Response 	 15 Hz to 28 kHz 
	 Maximum Input Power 	 1600 mW @ 1 kHz 
	 Sensitivity 	 99 dB 
	 Impedance 	 38 Ω 
	 Weight 	 10 oz (285 g) without cable 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 11.5 x 10.2 x 4.1" 

 
 
 
 
	  Auray COHH-2 - Clamp On Headphone Holder For Mic Stand
   	 Dimensions (H x W x L) 	 1.75 x 3 x 5.25" (4.4 x 7.6 x 13.3 cm) 
	 Weight 	 0.25 lb (113.4 g) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 8.0 x 4.0 x 2.0" 

 
 
 
 
	  Sony Sound Forge Pro 11 Audio Waveform Editor for Windows or Mac
   
 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 7.2 x 5.0 x 0.01" 

 
 
 
 

 
 
 
  
    
  
 
 
 
     
	
        The user manual for the Neat Microphones King Bee Large Diaphragm Mic w/ Audient USB can be downloaded in .pdf
        format if it did not come with your new large diaphragm condenser, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Neat Microphones users keep a unique electronic library
        for Neat Microphones large diaphragm condensers,
        where you can use our link to download the user manual for the Neat Microphones King Bee Large Diaphragm Mic w/ Audient USB.
        


        The user manual lists all of the functions of the Neat Microphones King Bee Large Diaphragm Mic w/ Audient USB, 
        all the basic and advanced features and tells you how to use the large diaphragm condenser.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Neat Microphones service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Neat Microphones King Bee Large Diaphragm Mic w/ Audient USB. User manuals are also
        available on the Neat Microphones website under Pro Audio  -  Recording  -  Large Diaphragm Condenser.
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