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        We recommend checking out our discussion threads on the Photo iMac Turnkey with Avid Media Composer and 8TB RAID,
        which address similar problems with connecting and setting up Video Editing Workstations B&H Photo iMac Turnkey.
        


        


        

        
        
      
	
        User manual for the Photo iMac Turnkey with Avid Media Composer and 8TB RAID

        The user manual for the Photo iMac Turnkey with Avid Media Composer and 8TB RAID provides
        necessary instructions for the proper use of the product Professional Video  -  Post Production  -  Video Editing Workstations.
        


        This B&H Pro Workstation Avid Turnkey System centers on a 3.2 GHz i5 Quad-Core 27" iMac with a 1GB NVIDIA GeForce GT graphics card. It adds 8GB of RAM to the existing 8GB, providing for higher-performance video editing with the included Avid Media Composer. The iMac features capacity for a total of 32GB of RAM, so you can further upgrade at a later time. 

 This turnkey also adds a Blackmagic Intensity Shuttle I/O device with HDMI, Analog, and Thunderbolt ports, an 8TB Pegasus2 R4 RAID storage array, and two Thunderbolt cables for daisy-chaining the iMac, Shuttle, and RAID array. It also includes a LogicKeyboard specifically for Avid.        
      
	        
        If you own a B&H Photo iMac Turnkey video editing workstations and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Photo iMac Turnkey with Avid Media Composer and 8TB RAID in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Photo iMac Turnkey with Avid Media Composer and 8TB RAID:
  Specifications
   	  Apple 27" iMac Desktop Computer (Late 2013)
   	 Performance 
	 Processor 	 Intel Core i5 Quad-Core 
	 Base Clock Speed 	 3.2 GHz 
	 L3 Cache 	 6 MB 
	 Memory Slots 	 4 x DIMM 240-Pin 
	 Memory 	 Installed: 8 GB
Capacity: 32 GB 
	 Memory Type 	 2 x 4 GB PC3-12800 1600 MHz DDR3 SDRAM 
	 Graphics Type 	 Dedicated 
	 Graphics Card 	 NVIDIA GeForce GT 755M with 1 GB GDDR5 VRAM 

 	 Display 
	 Size 	 27" 
	 Aspect Ratio 	 16:9 
	 Native Resolution 	 2560 x 1440 
	 Finish 	 Glossy 

 	 Drives 
	 Storage Capacity 	 1 TB 
	 Storage Drive 	 1 x 1 TB 7,200 rpm HDD 
	 Optical Drive 	 None 

 	 Input/Output Connectors 
	 Ports 	 4 x USB 3.0
2 x Thunderbolt 
	 Display 	 1 x Mini DisplayPort via Thunderbolt port 
	 Audio 	 Integrated Microphone
Integrated Speaker
1 x 1/8" (3.5 mm) Headphone/Microphone Combo Jack 
	 Media Card Reader 	 3-in-1 
	 Media Card Slots 	 SD/SDHC/SDXC 

 	 Communications 
	 Network 	 10/100/1000 Mbps Gigabit Ethernet (RJ-45) 
	 Wi-Fi 	 802.11a/b/g/n/ac 
	 Bluetooth 	 Bluetooth 4.0 
	 Webcam 	 Yes 

 	 General 
	 Operating System 	 Not Specified By Manufacturer 
	 Security 	 Kensington Lock Slot 
	 Power Requirements 	 100-240 VAC, 50-60 Hz 
	 Dimensions (WxHxD) 	 25.6 x 20.3 x 8.0" / 65.0 x 51.6 x 20.3 cm 
	 Weight 	 21 lb / 9.53 kg 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 31.0 x 26.6 x 5.0" 

 
 
 
 
	  Avid Media Composer (Perpetual, Download)
   	 Media 
	 Native Codec Support 	 Avid DNxHD 444
All DNxHD 444 Formats

Avid DNxHD
All DNxHD formats

Avid Compressed SD Resolutions
AVR (playback only)
 15:1s, 4:1s, 2:1s
 20:1, 10:1, 3:1, 2:1
35:1p, 28:1p, 14:1p, 3:1p, 2:1p
 4:1m, 10:1m, 3:1m(p), 8:1m(p)

Avid Proxy Formats
Interplay MPEG-2 proxy, MPEG-4 proxy, 720p H.264 proxy (transcode service only)

Canon XF
 50 Mb/s, 4:2:2

DV
 DV25 / DVCAM (25 Mb/s): 4:1:1 NTSC, 4:1:1 PAL, 4:2:0 PAL, 24p
DV50 (50 Mb/s)

 HDV
JVC HDV (19 Mb/s) 720p
 Sony HDV (25 Mb/s) 1080 @ 24p/25/50i/59.94i
 Canon HDV 1080 at 24p/50i/59.94i
 Native project formats: 1080i/59.94, 1080i/50, 720p/23.976 (with support for 24p material), 720p/25, 720p/29.97, 720p/50, 720/59.94
 Capture over IEEE-1394, edit, playback, export to file without timecode

 Ikegami GFCAM
 GFCAM 50 Mb/s
GFCAM 100 Mb/s

 JVC ProHD
 Microsoft VC-1: VC-1 (edit/playback on Intel Macs only)

 Panasonic AVC-Intra

 Panasonic DVCPRO (SD)
 DVCPRO 25 Mb/s
DVCPRO50 50 Mb/s

 Panasonic DVCPRO HD
 DVCPRO HD 100 Mb/s
AVC-Intra (baseband capture over HD-SDI requires AVC-Intra encoding module with Avid Nitris DX-sold separately)
Native project formats: 1080i/59.94, 1080i/50, 720p/59.94, 720p/50, 720p/25, 720p/23.976

 ProRes
 ProRes encode (Mac only) and decode
Full metadata support

 Sony XDCAM (SD)
 DV 25 Mb/s
IMX30 30 Mb/s
 IMX40 40 Mb/s
IMX50 50 Mb/s
 Full ancillary data support through AMA

 Sony XDCAM EX
 MPEG 25 Mb/s CBR
MPEG 35 Mb/s VBR
Full ancillary data support through AMA

 Sony XDCAM HD
 MPEG 18 Mb/s VBR
 MPEG 25 Mb/s VBR
 MPEG 25 Mb/s CBR
MPEG 35 Mb/s VBR
MPEG 50 Mb/s CBR
 MPEG-4 Proxies
Full ancillary data support through AMA 
	 Supported A/V Plug-In Formats 	 Audio
 RTAS (Real-Time AudioSuite)
 AudioSuite

 Video
 AMA (Avid Media Access)
 AVX 2 (Avid Video Extension) 
	 Uncompressed SD and HD Video 	 SD
 1:1 interlaced 8/10-bit
 1:1 progressive 8/10-bit

 HD
 1:1 8/10-bit
 YUV 4:2:2
 RGB 4:4:4 (via dual link HDSDI) 
	 File-Based Support 	 ARRI ALEXA MXF
 
 AVCHD
 Full native direct access to AVCHD media and metadata
 Native editing of all listed formats
 
 Canon XF
 Full native direct access to Canon XF media and metadata
 Native editing of all listed formats (see "Native Codec Support")
 
 Ikegami GFCAM
 Supports MXFand OP-Atom Wrapper
 Full native direct access to GFCAM material and metadata
 Native GFCAM editing of all listed formats (see "Native Codec Support")
 Direct edit of GFCAM media from GFPAK cards or disk drive
 
 JVC ProHD
 
 MXF
 Full native direct access to MXF media and metadata
 Native editing of all formats
 
 Panasonic P2
 Supports MXF and OP-Atom Wrapper Full native direct access to P2 media and metadata
 Native DVCPRO HD and AVC-Intra editing of all listed HD formats
 Direct edit of P2 media from cards or disk drive
 Support for P2 Store
 Write-back of finished program to P2 media (Windows only)
 
 QuickTime
 Full native direct access to QuickTime media and metadata (including Canon 5D and 7D media)
 Full native ProRes encode (Mac only) and decode support
 Native editing of all listed formats (see "Native Codec Support")
 Direct edit of QuickTime movie files
 
 RED
 Full native direct access to RED (.R3D) media and metadata (frame size scaled to HD)
 Full native direct access to RED ONE, EPIC, SCARLET-X (5K/4.5K/3K2K RAW, 1080p RGB, and 720p RGB) material
 Native editing of all listed formats
 Direct edit of RED (.R3D) files from a RED-FLASH card or RED-DRIVE
 
 Sony HDCAM SR / HDCAM SR Lite / HDCAM SR-SQ
 Full native direct access to HDCAM SR Lite media and metadata
 Native editing of all listed HD data rates (see "Native Codec Support")
 
 Sony XDCAM / XDCAM EX / XDCAM HD / HD420
 Supports MXF and OP-1A Wrappers for all but XDCAM EX; XDCAM EX supports MP4 wrapper
 Full native direct access to XDCAM media and metadata
 Support for optical media and SxS cards
 Native editing of all listed SD and HD data rates (see "Native Codec Support")
 Full ancillary data support
 Import via File Access Mode (FAM) over IEEE-1394
 Ingest via FTP client over Ethernet
 Play-out and Write-back of finished program to XDCAM media 

 	 System Requirements 
	 Software 	 Avid Media Composer 6.5 or later. 
	 Computer 	 Avid-qualified Windows- or Mac-based computer. 
	 Operating System 	 Windows 7 Professional SP1 (64-bit), Windows 8 Professional or Enterprise (64-bit)
Mac OS X Lion and Mountain Lion (64-bit).

 Note: Avid does not supply support for non-Avid-qualified systems. 
	 Processor 	 Intel Quad Core i7 or Quad Core Xeon processor 
	 Memory 	 4 GB RAM minimum (6+ GB recommended)
8 GB RAM minimum required to support Interplay Sphere, background transcoding, and Dynamic Media Folders
16+ GB RAM recommended to support full-frame stereoscopic 3D, simultaneous background transcoding, Dynamic Media Folders, FrameFlex 4 K workflows, Raw format AMA plug-ins, Long GOP media editing, and other high-performance workflows 
	 Graphics Card 	 Mac
 Nvidia GeForce family (recommended), Intel HD4000, or ATI Radeon family (as supported by Apple)

 Windows
 NVIDIA Quadro FX family3 (Q600 or higher recommended), Intel HD4000     NVIDIA cards are recommended; full-screen playback requires a minimum of 128 MB of graphics memory.
 
 
  
	 Internal Hard Drive 	 Minimum 250 GB, 7,200 rpm SATA drive or 128 GB SSD 
	 Compatibility 	 QuickTime: Avid has tested and qualified Apple QuickTime X for Mac users and QuickTime 7.6.9 for Windows users
Windows Media Player: Microsoft Windows Media Player 11 is required to export certain formats and to work with VC-1 material 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 7.0 x 7.0 x 0.5" 

 
 
 
 
	  Blackmagic Design Intensity Shuttle with Thunderbolt
   	 Video Inputs 	 (1) HDMI 
 (1) Component 
 (1) Composite 
 (1) S-video 
	 Video Outputs 	 (1) HDMI 
 (1) Component 
 (1) Composite 
 (1) S-video 
	 Analog Audio Inputs 	 2 Channel RCA HiFi audio in 24 bit 
	 Analog Audio Output 	 2 Channel RCA HiFi audio in 24 bit 
	 HDMI Audio Input 	 8 Channels 
	 HDMI Audio Output 	 8 Channels 
	 Computer Interface 	 Thunderbolt 
	 Resolutions Supported 	 HD:
 1080i50, 1080i59.94, 1080i60, 1080p23.98, 1080p24, 1080p25, 1080p29.97, 1080p30, 720p50, 720p59.94 and 720p60 

 SD:
 625i/50, 625p PAL and 525i/59.94, 525p NTSC, 480p 
	 Sampling 	 HDMI Video: 4:2:2 
 HDMI Audio: Television standard sample rate of 48 kHz and 24 bit
 HDMI Color Precision: 4:2:2 
 HDMI Color Space: YUV 4:2:2 
	 Copy Protection 	 For legal reasons HDMI input is unable to capture from copy protected HDMI sources 
	 Conversion 	 Colorspace Conversion: Hardware based, real time 
 HD Down Conversion: Software based down conversion during video playback 
 HD Up Conversion: Real time standard definition to 1080HD and 720HD during video capture 
	 Effects 	 Real Time Effects: 
 Avid Media Composer 6 internal effects in DNxHD, XDCAM and uncompressed 
 Apple Final Cut Pro internal effects in DV, DVCPRO HD, ProRes and uncompressed on Intel Mac OS X 
 Adobe Premiere Pro Mercury Playback Engine effects in DV, MJPEG, DVCPRO HD, DSLR, AVCHD, XDCAM, XDCAM HD and uncompressed 
	 Firmware Upgrade 	 Firmware built into software driver. Loaded at system start, or via updater software 
	 Compatibility 	 Requires Thunderbolt-equipped computer/storage device 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 7.9 x 5.3 x 1.5" 

 
 
 
 
	  Promise Technology 8TB Pegasus2 R4 Thunderbolt 2 RAID Storage Array
   	 Capacity 	 8 TB 
	 Ports 	 2 x Thunderbolt 2 
	 Bays 	 4 x 3.5" SATA Drive Bays 
	 Transfer Rate 	 Not Specified By Manufacturer 
	 Array Type 	 Direct Attached Storage 
	 RAID Levels 	 0, 1, 5, 6, 10 
	 Daisy Chain 	 Up to six Thunderbolt 2 devices 
	 System Requirements 	 Mac OS X 10.8.5 or higher 
	 Dimensions (HxWxL) 	 7.5 x 9.6 x 7.3" (19.1 x 24.4 x 18.5 cm) 
	 Weight 	 15 lb (6.8 kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 13.9 x 13.4 x 12.0" 

 
 
 
 
	  LogicKeyboard Pro Line Avid Media Composer Apple Ultra-Thin Aluminum Keyboard
   	 Supported Host Applications 	 Avid Media Composer 

 	 Interface 
	 USB 	 Yes 
	 PS2 	 No 

 	 General 
	 Dimensions 	 Not Specified by Manufacturer 
	 Weight 	 Not Specified by Manufacturer 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 17.3 x 5.5 x 1.6" 

 
 
 
 
	  2 x Apple 6.6' (2.0 m) Thunderbolt Cable (Black)
   	 Length 	 6.6' / 2.0 m 
	 Connectors 	 Thunderbolt (male) to Thunderbolt (male) 
	 Data Transfer Speed 	 Thunderbolt  
 Two independent channels of 10 Gbps each 
 Thunderbolt 2  
 Bond the two channels for 20 Gbps 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 4.4 x 4.2 x 1.3" 

 
 
 
 
	  2 x Crucial 4GB 204-Pin SO-DIMM DDR3 PC3-12800 Memory for Notebooks
   	 Type 	 DDR3 PC3-12800 
	 Capacity 	 4GB 
	 Speed 	 1600 MHz 
	 Voltage 	 1.35V 
	 ECC 	 NON-ECC 
	 Interface 	 204-pin SO-DIMM 
	 Buffer 	 Unbuffered 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 5.6 x 1.8 x 0.6" 

 
 
 
 

 
 
 
  
    
  
 
 
 
     
	
        The user manual for the Photo iMac Turnkey with Avid Media Composer and 8TB RAID can be downloaded in .pdf
        format if it did not come with your new video editing workstations, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other B&H Photo iMac Turnkey users keep a unique electronic library
        for B&H Photo iMac Turnkey video editing workstationss,
        where you can use our link to download the user manual for the Photo iMac Turnkey with Avid Media Composer and 8TB RAID.
        


        The user manual lists all of the functions of the Photo iMac Turnkey with Avid Media Composer and 8TB RAID, 
        all the basic and advanced features and tells you how to use the video editing workstations.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from B&H Photo iMac Turnkey service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Photo iMac Turnkey with Avid Media Composer and 8TB RAID. User manuals are also
        available on the B&H Photo iMac Turnkey website under Professional Video  -  Post Production  -  Video Editing Workstations.

      






      
      
      
      Question and answer discussion forum concerning user instructions and resolving problems with the Photo iMac Turnkey with Avid Media Composer and 8TB RAID - no comments have been made yet - be the first to add a comment 

Post new comment/question/response regarding the Photo iMac Turnkey with Avid Media Composer and 8TB RAID      

            
        
      
      
        	Fields marked with  * must be filled out.
	Your name *:	
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	Subject *:	
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              If you would like to receive a response to your comment, don’t forget to include your e-mail address.
              Your e-mail will not be displayed or otherwise used in any way.
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    	BRAND LIST
        	3M
	Adobe
	Amazon
	Apple
	Canon
	Cisco
	HP
	Huawei
	IBM
	Intel
	Lenovo
	Microsoft
	Panasonic
	Philips
	Samsung
	Sony
	Xerox
	..all brands list


      


  

  




	Current discussions
	
Most recently discussed products:

Mgt2450 - MG Electronics MGT-2450 Class II AC Power Supply MGT-2450
Posted by: Ralph Feichtinger 
2024-03-12 13:41:50

The green light on the transformer is green but can’t get out door light post to work.Will you be able to get a reading on a multi tester?All wires are hooked up properly.Could the transformer not have enough life left in it to push power to the li...
manual - Tasco 2.5-10x42 Target & Varmint Riflescope VAR251042M
Posted by: kurt
2024-03-11 00:09:16

Please send in pdf format user manual for the Tasco 2.5-10x42 Target & Varmint Rifle scope VAR251042M....
Paladin 1670 - Paladin Tools 1600 Series EDAC/ELCO Cable Crimper PA1670
Posted by: Randall Adams
2024-03-08 19:16:27

Finding a manual or videos for this very expensive device would be helpful. This page refers to such manuals several times, but I can’t find a link for any of them!...
Manual - Ergotron Neo-Flex Mobile MediaCenter VHD Cart 24-191-085
Posted by: Tiago
2024-03-08 11:28:16

I would like to have the manual in pdf...
Manual - Brunton GEO Pocket Transit Compass (0-360° Scale) F-5010
Posted by: Adama Mariko
2024-03-08 00:52:33

Dear,
I am interest in a User manual for Brunton GEO Pocket Transit Compass (0-360° Scale) F-5010

I need the manual please.
Pr Mariko
amako, Mali...
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