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        We recommend checking out our discussion threads on the QSC K12 and Touch Mix-16 Kit with XLR Cables, Speaker Stands,,
        which address similar problems with connecting and setting up Digital Mixers QSC.
        


        


        

        
        
      
	
        User manual for the QSC K12 and Touch Mix-16 Kit with XLR Cables, Speaker Stands,

        The user manual for the QSC K12 and Touch Mix-16 Kit with XLR Cables, Speaker Stands, provides
        necessary instructions for the proper use of the product Pro Audio  -  Recording  -  Digital Mixers.
        


        This B&H Kit combines a pair of QSC K12 12" 2-Way 1000 Watt Powered Speakers with the QSC TouchMix-16 Compact Digital Mixer, two speaker bag totes, a pair of XLR to XLR cables, two speaker stands, and a speaker stand bag to create the primary components of a portable live sound PA system for bands, DJs, clubs, and special events. Each K12 powered speaker utilizes a powerful 1000W amplifier, packed into a tough, yet professional looking exterior and features flexible input and output mixing capabilities. The TouchMix-16 is a compact 20-input digital mixer with a touchscreen that offers 16 built-in mic preamplifiers and can be controlled by its integrated touchscreen or wirelessly via an iPad connected to the same wireless network. The mixer features a DSP-based 4-band parametric EQ with variable high- and low-pass filters, a gate, and compressor on each input channel. The TM-8's DSP also provides reverb, echo, delay, and chorus effects in addition to assignable pitch correction.
 
 Each soft tote bag is a weather-resistant, heavy-duty Cordura nylon bag designed to carry and protect a K12 active loudspeaker. It has a pocket in front for wires and cables. The tote is carried by 2 strap handles with an overlapping grip. The pair of 20' / 6.1m XLR-M to XLR-F microphone cables are designed to be extremely quiet and flexible, and are ideal for the most demanding live sound and performance applications. The cables are engineered to be durable and to provide protection against EMI, RFI, and static noise. The steel speaker stands are built for durability and can support speakers weighing up to 100 pounds. They feature a telescoping center column with five height adjustments ranging from 46" to 76". They also feature collapsible legs for portability, as well as non-slip feet for traction on surfaces such as dance floors and stages. The speaker stand bag is a heavy-duty 600 denier nylon bag designed to carry 2 speaker stands. It has a convenient carrying strap with 2 webbed handles.        
      
	        
        If you own a QSC digital mixers and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the QSC K12 and Touch Mix-16 Kit with XLR Cables, Speaker Stands, in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the QSC K12 and Touch Mix-16 Kit with XLR Cables, Speaker Stands,:
  Specifications
   	  2 x QSC K12 12" 2-Way 1000 Watt Powered Speaker
   	 Active or Passive 	 Active 
	 Frequency Response 	 52 Hz - 18 kHz (-6 dB) 
	 Power Capacity 	 1000W Class D
 (500W LF, 500W HF) 
	 Maximum Sound Pressure Level (SPL) 	 131 dB peak (1 meter) 
	 Nominal Sensitivity 	 75° Conical (-6 dB) 
	 Impedance 	 XLR & 1/4" : 40k Balanced / 20k Unbalanced
 XLR & 1/4" : Mic Mode: 2260 Balanced
 RCA : 10k 
	 Low Frequency Driver 	 12" Cone Transducer 
	 High Frequency Driver 	 1.75" Diaphragm Compression Driver 
	 Enclosure Material 	 Impact Resistant ABS 
	 Input Connections 	 Balanced Female XLR & 1/4" Combo, Line/Mic Level Input
 Balanced Female XLR & 1/4" Line Level Input
 Stereo RCA Line Level Input
 Dual Balanced Male XLR Full Range Line Level Output
 Balanced Male XLR "Mix" Output 
	 Dimensions 	 23.7 x 14 x 14" (603 x 356 x 356 mm) 
	 Weight 	 41 lbs (18.6 kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 26.0 x 18.5 x 18.5" 

 
 
 
 
	  QSC TouchMix-16 Compact Digital Mixer with Touchscreen
   	 Display 	 6.1 x 3.5" (156 x 90 mm) color TFT, touch sensing 
	 Input 	 20x Total
4x Combo XLR/TRS
12x XLR
2x Stereo 1/4" (6.3 mm) TRS
1x XLR talkback 
	 Output 	 2x Main XLR, line level
6x Aux XLR, line level
2x Stereo Aux TRS (line or ear monitors, 16 Ω minimum impedance)
1x Stereo monitor TRS (line or headphone, 16 Ω minimum impedance)
1x Stereo cue TRS (line or headphone, 16 Ω minimum impedance) 
	 Processing 	 Mic & Line Input Processing:
4-band parametric EQ with Hi/Low shelving option
Variable 24 dB/octave HPF & LPF 
Gate 
Compressor

2-Track (USB) & FX Return Processing:
2-band shelving EQ 
Variable 24 db/octave HPF
Gate
Compressor

Output Channel Processing: 
Main Output & Auxes 1 to 6: 1/3 octave graphic EQ, variable HPF & LPF, 4-band variable notch filter, limiter
Auxes 7/8, 9/10: 4-band parametric EQ, limiter 
	 Recording 	 20 tracks, requires USB 3.0 Hard Drive, minimum 7800 RPM 
	 Groups 	 8 DCA groups (with mutes)
8 Mute groups 
	 Cue 	 Input priority cue
AFL
PFL
Solo in place 
	 Effects 	 Reverb, echo, delay, chorus 
1x Pitch Correct (assignable to any mono input channel)
50x factory presets
50x user presets 
	 Preset 	 Mixer Presets: Factory & user mixer presets including all mixer parameters may be stored internally or loaded to / from USB
Channel Preset: User channel presets may be stored internally or loaded to / from USB 
	 Control 	 External Control: iOS mixer app for iPad, control via Wi-Fi provides access to all mixer functions 
	 Wi-Fi 	 USB Wi-Fi adapter included 
	 Line Voltage 	 100 V AC - 240 V AC, 50 - 60 Hz 
	 Sampling Frequency 	 44.1/48 kHz 
	 Internal Processing 	 32-bit floating point 
	 Frequency Response 	 20 Hz to 20 kHz, +/-0.5 dB, any input to any output 
	 Dynamic Range 	 105 dB 
	 EIN 	 -128 dBu 
	 Output Noise 	 Residual Output Noise: -86 dBu 
	 Crosstalk 	 -80 dB 
	 Signal to Noise Ratio 	 -94 dB 
	 Maximum Input Level 	 +16 dB (Mic inputs)
+22 dB (Line inputs) 
	 Phantom Power 	 48 V, individually switchable per channel 
	 Dimensions (HxWxD) 	 3.5 x 14.2 x 11.7" (89 x 360 x 297 mm) 
	 Weight 	 5.9 lb (2.98 kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 15.039 x 5.0 x 4.409" 

 
 
 
 
	  2 x QSC K12 TOTE Soft Tote Bag
   	 Material 	 Exterior: Weather-resistant, heavy-duty Cordura nylon 
Interior: Fully padded 
	 Type of Closure 	 Zipper 
	 Exterior Dimensions 	 Not Specified by Manufacturer 
	 Interior Dimensions 	 23.7 x 14 x 14"  (60.3 x 35.6 x 35.6cm)  (HxWxD) 
	 Carrying/Transport Options 	 Carry straps 
	 Weight 	 6.0 lbs  (2.72kg)  

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 27.8 x 16.6 x 4.4" 

 
 
 
 
	  2 x Kopul Studio Elite 4000 Series XLR M to XLR F Microphone Cable - 25' (7.6 m), Black
   	 Cable Type 	 3-Pin XLR balanced microphone cable 
	 Length 	 25' (7.6 m) 
	 Shielding 	 98% coverage braided shield 
	 Gauge 	 24 AWG 
	 Contacts 	 Silver 
	 Connector 1 	 XLR Male 
	 Connector 2 	 XLR Female 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 8.3 x 6.0 x 1.9" 

 
 
 
 
	  2 x Auray SS-4420 Steel Speaker Stand
   	 Height Range 	 46 - 76" (118 - 194 cm) 
	 Maximum Load Capacity 	 100 lb (45.36 kg) 
	 Mount Size 	 1-3/8", 1-1/2" with adapter 
	 Construction 	 Steel 
	 Weight 	 8 lb (3.6 kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 39.5 x 5.3 x 5.0" 

 
 
 
 
	  Gator Cases GPA-50 Speaker Stand Bag 
   	 Material 	 600 denier nylon 
	 Type of Closure 	 Zipper 
	 Exterior Dimensions 	 52 x 16 x 2.0" (132.08 x 40.64 x 5.08cm) (LxWxH) 
	 Carrying/Transport Options 	 Carrying strap 
Web handles 
	 Weight 	 2.0 lbs (907g) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 17.5 x 15.5 x 0.5" 

 
 
 
 

 
 
 
  
    
  
 
 
 
     
	
        The user manual for the QSC K12 and Touch Mix-16 Kit with XLR Cables, Speaker Stands, can be downloaded in .pdf
        format if it did not come with your new digital mixers, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other QSC users keep a unique electronic library
        for QSC digital mixerss,
        where you can use our link to download the user manual for the QSC K12 and Touch Mix-16 Kit with XLR Cables, Speaker Stands,.
        


        The user manual lists all of the functions of the QSC K12 and Touch Mix-16 Kit with XLR Cables, Speaker Stands,, 
        all the basic and advanced features and tells you how to use the digital mixers.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from QSC service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the QSC K12 and Touch Mix-16 Kit with XLR Cables, Speaker Stands,. User manuals are also
        available on the QSC website under Pro Audio  -  Recording  -  Digital Mixers.
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