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        We recommend checking out our discussion threads on the Roland UA-22 DUO-CAPTURE EX - USB Interface UA-22,
        which address similar problems with connecting and setting up Audio Interfaces & Systems Roland.
        


        


        

        
        
      
	
        User manual for the Roland UA-22 DUO-CAPTURE EX - USB Interface UA-22

        The user manual for the Roland UA-22 DUO-CAPTURE EX - USB Interface UA-22 provides
        necessary instructions for the proper use of the product Pro Audio  -  Computer Audio  -  Audio Interfaces & Systems.
        


        The UA-22 DUO-CAPTURE EX from Roland is a two input/two output USB audio interface housed in a compact road-tough metal case, perfect for traveling musicians. It features two digitally controlled microphone preamps (VS Preamps) made from the same components as the preamps found in company's V-STUDIO 700 and M-400 digital mixer. The interface is compatible with Windows, Mac OS X, and iOS operating systems. 

Two combo XLR/TRS inputs are provided that deliver phantom power for use with condenser microphones. Additionally, one of the inputs accepts a Hi-Z instrument input for connecting electric guitars, etc. The unit can also be used as a front end for the Apple iPad equipped with the appropriate iOS recording apps, or the USB-MIDI interface used to control iOS apps with electronic instruments such as MIDI keyboards, V-Drums, etc. 

The three-way power supply offers operational convenience with a choice of sources-the computer's USB bus, batteries, or an optional AC adapter. The wide-ranging power supply is designed to deliver clean balanced input and output, and when powered by the computer's USB bus, the unit internally regenerates the incoming power, ensuring the ideal voltage for optimal sound quality.        
      
	        
        If you own a Roland audio interfaces & systems and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Roland UA-22 DUO-CAPTURE EX - USB Interface UA-22 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.
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        Additional parameters of the Roland UA-22 DUO-CAPTURE EX - USB Interface UA-22:
  Specifications
  
 
   	 Type 	 USB 
	 Converter 	 24-bit 
	 Sample Rates 	 44.1 and 48 kHz 
	 Inputs 	 2 x XLR/TRS combo Microphone/Line     Input 1 supports Hi-Z (instrument) input
 
 
  
	 Nominal Input Level 	 XLR: -60 dBu to -12 dBu
1/4" TRS: -46 dBu to +2 dBu 
	 Input Impedance 	 XLR: 4kΩ or greater (balanced)
1/4" TRS: 34kΩ or greater (balanced 
	 Outputs 	 2 x 1/4" TRS phone
1 x 1/4" TRS phone Headphone 
	 Nominal Output Level 	 -6 dBu (balanced) 
	 Output Impedance 	 Output: 2kΩ
Headphone: 47Ω 
	 MIDI 	 2 x 5-pin DIN In/Out 
	 Other Connectors 	 1 x USB Type B
DC In 
	 Headroom 	 14 dB 
	 Frequency Response 	 20 Hz to 22 kHz, +0/-2 dB @ 48 kHz 
20 Hz to 20 kHz, +0/-2 dB @ 44.1 kHz 
	 Noise 	 Input to Output (Residual): -94 dB typical (Sens knobs minimum, input 600Ω terminated, IHF-A) 
	 Power Requirements 	 USB bus
3 x AA Alkaline (AA, LR6) or Rechargeable Ni-MH battery (AA, HR6)
Optional PSB-1U AC adapter 
	 Battery Life 	 Alkaline (AA, LR6): approximately 1.5 hours (phantom power On)
Alkaline (AA, LR6): approximately 4 hours (phantom power Off)
Rechargeable Ni-MH battery (AA, HR6): approximately 3 hours (phantom power On)
Rechargeable Ni-MH battery (AA, HR6): approximately 6 hours (phantom power Off) 
	 Power Draw 	 240 mA (DC 9 V) 
	 Dimensions (WxDxH) 	 6.1 x 4.7 x 1.9" (153 x 119 x 47 mm) 
	 Weight 	 1.1 lb (460 g)     Excluding battery
 
 
  

 	 Packaging Info 
	 Package Weight 	 2.05 lb 
	 Box Dimensions (LxWxH) 	 8.8 x 6.7 x 4.7" 

 
 
      Product Demo
   
 
 
 
 
 
     
	
        The user manual for the Roland UA-22 DUO-CAPTURE EX - USB Interface UA-22 can be downloaded in .pdf
        format if it did not come with your new audio interfaces & systems, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Roland users keep a unique electronic library
        for Roland audio interfaces & systemss,
        where you can use our link to download the user manual for the Roland UA-22 DUO-CAPTURE EX - USB Interface UA-22.
        


        The user manual lists all of the functions of the Roland UA-22 DUO-CAPTURE EX - USB Interface UA-22, 
        all the basic and advanced features and tells you how to use the audio interfaces & systems.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Roland service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Roland UA-22 DUO-CAPTURE EX - USB Interface UA-22. User manuals are also
        available on the Roland website under Pro Audio  -  Computer Audio  -  Audio Interfaces & Systems.
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