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        We recommend checking out our discussion threads on the Singh-Ray  52mm I-Ray Infrared Filter R-107,
        which address similar problems with connecting and setting up Infrared & UV Photography Singh-Ray.
        


        


        

        
        
      
	
        User manual for the Singh-Ray  52mm I-Ray Infrared Filter R-107

        The user manual for the Singh-Ray  52mm I-Ray Infrared Filter R-107 provides
        necessary instructions for the proper use of the product Photography  -  Filters  -  Infrared & UV Photography.
        


        The Singh-Ray 52mm I-Ray Infrared Filter is designed to help capture images of how a subject reflects or transmits infrared light.

 Infrared light waves occupy the space in the electromagnetic spectrum behind visible light due to their longer wavelengths. Many surfaces and materials react to, or emit infrared light waves differently than visible light waves, which provide the potential for photographs of subjects or subject properties that are otherwise invisible to the human eye. Such images require an infrared-sensitive medium such as infrared film or a digital photographic sensor which may be more effective when used without the infrared-blocking filters that are frequently built over them.

 Conventional light sources such as the sun, photographic strobes, or incandescent lighting may be used to provide infrared illumination. However, because infrared films or digital photographic sensors can be more sensitive to the relatively higher energy and shorter-wavelength visible light those sources also emit, the effects of infrared light can be otherwise obscured. The Singh-Ray 52mm I-Ray Infrared Filter makes it possible to capture images of how subjects are illuminated by infrared light by blocking near-infrared, visible, and ultraviolet light waves while allowing infrared light waves 750nm or greater into the lens it is mounted onto.

 This filter is constructed from optical glass and features an aluminum-alloy filter ring for durability while remaining lightweight.        
      
	        
        If you own a Singh-Ray infrared & uv photography and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Singh-Ray  52mm I-Ray Infrared Filter R-107 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Singh-Ray  52mm I-Ray Infrared Filter R-107:
  Specifications
  
 
   	 Type 	 Infrared Filter 
	 Size 	 52 mm 
	 Thickness 	 5.5 mm 
	 Density 	 0.3 to 0.6 
	 Filter Factor 	 2 to 4 (1 to 2 stops) 
	 Effect 	 Helps provide the ability to capture images of subjects illuminated only by infrared light by blocking accompanying near-infrared, visible, and ultraviolet light 
	 Construction 	 Optical glass 
	 Front Filter Thread Size 	 52 mm 
	 Front Lens Cap Size 	 52 mm 

 	 Packaging Info 
	 Package Weight 	 0.65 lb 
	 Box Dimensions (LxWxH) 	 4.4 x 3.7 x 0.6" 

 
 
      Singh-Ray Demo
   
 
 
 
 
 
     
	
        The user manual for the Singh-Ray  52mm I-Ray Infrared Filter R-107 can be downloaded in .pdf
        format if it did not come with your new infrared & uv photography, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Singh-Ray users keep a unique electronic library
        for Singh-Ray infrared & uv photographys,
        where you can use our link to download the user manual for the Singh-Ray  52mm I-Ray Infrared Filter R-107.
        


        The user manual lists all of the functions of the Singh-Ray  52mm I-Ray Infrared Filter R-107, 
        all the basic and advanced features and tells you how to use the infrared & uv photography.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Singh-Ray service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Singh-Ray  52mm I-Ray Infrared Filter R-107. User manuals are also
        available on the Singh-Ray website under Photography  -  Filters  -  Infrared & UV Photography.
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Headset KX-TCA60 - Panasonic  KX-TCA60 Hands-Free Headset KX-TCA60
Posted by: Frances Kern
2024-04-01 06:38:26

HOW can I download instruction manual?  There does not appear to be a link on your website to do this.  Thanks....
FS3X user Manual  - DigiTech  FS3X Three-Function Foot Switch FS3X
Posted by: Brian Treece
2024-03-31 04:49:43

Please send link for manual...
Filter reset - Panasonic ET-ACF100 Filter For PT-D6000, PT-DW6300, ET-ACF100
Posted by: Colin
2024-03-30 07:23:35

The filter light is staying on orange after filter replacement… is there a sensor that is possibly malfunctioning that needs to be separately replaced?...
Canon Battery Charger 5L  - Canon  CB-5L Battery Charger 8478A002
Posted by: art.brion.spc
2024-03-30 00:37:50

Pls send me copy of Manual
...
Supports are slipping - LEVO LEVO G2 Deluxe iPad Floor Stand for All iPads, 33768
Posted by: Steph
2024-03-29 19:42:42

I’d had my Levo IPad Floor Stand for several years.  Recently when I extend 1 of the height posts, it slides back down.  Is there a way to fix this....
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