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        We recommend checking out our discussion threads on the Tektronix 1741C Analog Dual-Standard Waveform Monitor 1741C,
        which address similar problems with connecting and setting up Waveform Monitors & Scopes Tektronix.
        


        


        

        
        
      
	
        User manual for the Tektronix 1741C Analog Dual-Standard Waveform Monitor 1741C

        The user manual for the Tektronix 1741C Analog Dual-Standard Waveform Monitor 1741C provides
        necessary instructions for the proper use of the product Professional Video  -  Signal Processing & Distribution  -  Waveform Monitors & Scopes.
        


        The 1741C Analog Dual-Standard Waveform Monitor from Tektronix offers user interface tools that are designed to simplify operations. Its display provides monitoring of analog composite (PAL & NTSC) or component systems. This instrument supports (4) analog composite input signals with waveform, vector, SCH, and picture functions. The input ports can also be used for RGB signals.        
      
	        
        If you own a Tektronix waveform monitors & scopes and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Tektronix 1741C Analog Dual-Standard Waveform Monitor 1741C in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Tektronix 1741C Analog Dual-Standard Waveform Monitor 1741C:
 	 Specifications 	 COMPOSITE VIDEO INTERFACE
 Inputs:
 4
 Input Type: 
 Passive loopthrough BNC, 75 Ohms compensated
 Input Dynamic Range: 
 +/-6dB
 Maximum Operating Amplitude:
 -1.8V to +2.2V, DC + peak AC
 Absolute Maximum Input Voltage:
 -6.0V to +6.0V, DC + peak AC
 DC Input Impedance: 
 20 kOhms, nominal
 Return Loss: 
 >40 dB to 6MHz, power on
 >40 dB to 10MHz (typical)
 >46 dB to 6MHz (typical)
 35 dB, power off (standard amplitude video)
 Crosstalk Between Channels:
 >60 dB to 6MHz
 Loopthrough Isolation: 
 >70 dB to 6MHz
 DC Offset with Restore Off:
 <7 mV (typical)
 Attenuation:
 DC Restore 50 and 60Hz
 Fast Mode >95% attenuation
 Slow Mode <10% attenuation, <10% peaking
 Slow Mode typical peaking 8% at 50 and 60Hz
 Lock Range:
 +/-50 ppm remains locked EXTERNAL REFERENCE
 Input Type: 
 Passive loopthrough BNC, 75 Ohms compensated
 DC Input Impedance:
 20 kOhms, nominal
 Return Loss:
 >40dB to 6MHz, >35dB to 30MHz
 ANALOG COMPOSITE WAVEFORM VERTICAL CHARACTERISTICS
 Vertical Measurement Accuracy:
 +/-1% all gain settings
 Gain:
 X1, X2, X5, and X10
 Frequency Response:
 Flat to 5.75MHz,+/-1%
 WAVEFORM HORIZONTAL SWEEP CHARACTERISTICS
 Sweep Timing Accuracy: 
 +/-0.5%, all rates, fully digital system
 Sweep Linearity:
 0.2% of time displayed on-screen, fully digital system 

	 Power 	 Mains Voltage Range: 90 to 250VAC
 Mains Frequency Range: 50/60Hz
 Power Consumption: 110VA maximum 
	 Power 	 100 to 240VAC, +/-10%, 50/60Hz 
	 Dimensions (HxWxD) 	 5.25 x 8.5 x 18.13" (133.4 x 215.9 x 460.4mm) 
	 Weight 	 6.8 lbs (3.1kg) 

 	 Packaging Info 
	 Package Weight 	 15.25 lb 
	 Box Dimensions (LxWxH) 	 15.2 x 15.0 x 14.2" 

 
     
	
        The user manual for the Tektronix 1741C Analog Dual-Standard Waveform Monitor 1741C can be downloaded in .pdf
        format if it did not come with your new waveform monitors & scopes, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Tektronix users keep a unique electronic library
        for Tektronix waveform monitors & scopess,
        where you can use our link to download the user manual for the Tektronix 1741C Analog Dual-Standard Waveform Monitor 1741C.
        


        The user manual lists all of the functions of the Tektronix 1741C Analog Dual-Standard Waveform Monitor 1741C, 
        all the basic and advanced features and tells you how to use the waveform monitors & scopes.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Tektronix service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Tektronix 1741C Analog Dual-Standard Waveform Monitor 1741C. User manuals are also
        available on the Tektronix website under Professional Video  -  Signal Processing & Distribution  -  Waveform Monitors & Scopes.
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              Your e-mail will not be displayed or otherwise used in any way.
              
            
	
 


        
        
      

      
      
	


  


      

  	
		
Can't find what you're looking for? Try Google Search!




	


  	CATEGORIES
      	Uncategorized  
            
	Camcorders  
            
	TVs & Entertainment  
            
	A/V Presentation  
            
	Computers & Solutions  
            
	Lighting & Studio  
            
	Mobile  
            
	Optics  
            
	Photography  
            
	Pro Audio  
            
	Professional Video  
            
	Surveillance  
            


    









	




		

  
    	BRAND LIST
        	3M
	Adobe
	Amazon
	Apple
	Canon
	Cisco
	HP
	Huawei
	IBM
	Intel
	Lenovo
	Microsoft
	Panasonic
	Philips
	Samsung
	Sony
	Xerox
	..all brands list


      


  

  




	Current discussions
	
Most recently discussed products:

manual pittsburg filter - Pittsburgh Filter - Classic Multi-Mode Analog Filter - PMS2007
Posted by: stefano
2024-04-05 21:01:18

i need manual...
Headset KX-TCA60 - Panasonic  KX-TCA60 Hands-Free Headset KX-TCA60
Posted by: Frances Kern
2024-04-01 06:38:26

HOW can I download instruction manual?  There does not appear to be a link on your website to do this.  Thanks....
FS3X user Manual  - DigiTech  FS3X Three-Function Foot Switch FS3X
Posted by: Brian Treece
2024-03-31 04:49:43

Please send link for manual...
Filter reset - Panasonic ET-ACF100 Filter For PT-D6000, PT-DW6300, ET-ACF100
Posted by: Colin
2024-03-30 07:23:35

The filter light is staying on orange after filter replacement… is there a sensor that is possibly malfunctioning that needs to be separately replaced?...
Canon Battery Charger 5L  - Canon  CB-5L Battery Charger 8478A002
Posted by: art.brion.spc
2024-03-30 00:37:50

Pls send me copy of Manual
...



	Uploaded instruction manuals
	
        
      Upload a link to an instruction manual for a depicted product here: 
      

        
        
        

         Link format "http://www.link2manual.com/manual.pdf"
        


        Enter the code: "manual"
        
        


        
        
      

    



 
    
	

	
    


             
    
	
      PDF-MANUALS.com - Community administered database of instructions for use and PDF User manual
      

      sitemap.txt alx
         
    


 
[image: TOPlist]

