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        We recommend checking out our discussion threads on the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620,
        which address similar problems with connecting and setting up RF Equipment ZeeVee.
        


        


        

        
        
      
	
        User manual for the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620

        The user manual for the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620 provides
        necessary instructions for the proper use of the product Professional Video  -  Signal Processing & Distribution  -  RF Equipment.
        


        The ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator converts two Component or VGA sources into cable channels and broadcasts them over existing coax cabling to an unlimited number of tuner-equipped displays. 

 The 2620 features two full-sized DIN inputs and includes two 3 ft DIN to multi-RCA breakout cables that enable connecting Component video, Composite closed captions, and digital and analog audio. Optional ZeeVee DIN to VGA cables are required for connecting VGA sources. Component and VGA inputs are ideal for connecting satellite receivers and digital signage players. 

 Video is encoded into MPEG-2 and audio into AC-3. VGA input supports a wide range of resolutions from 640 x 480p/i to 1920 x 1080p/i, and Component input supports 1080p/i30, 720p60, and 480p/i. 1RU rack ears are integrated. Linking up to built-in tuners eliminates the need for matrix switches or receivers. Output to an unlimited number of displays is possible by using optional splitters.        
      
	        
        If you own a ZeeVee rf equipment and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620:
  Go To
 	Input
	Video Encoder
	Audio Encoder
	Modulator/Upconverter
	General

 
 	 Input 
	 Inputs 	 2x full DIN connectors 

 Included breakout cables feature DIN to: 
 Component video on RCA 
 Composite on RCA for closed captions 
 Digital audio (Coax) on RCA, 75 Ohm 0 to 0.7v 
 Analog audio on RCA, 75 Ohm 0 to 0.7v 
	 Audio 	 Audio is internally encoded into Dolby Digital AC-3 
	 Supported Resolutions 	 Component: 
 1080p/i30, 720p60, 480p/i 

 VGA: 
 1920 x 1080p/i @ 60 Hz, 1680 x 1050, 1440 x 900 @ 60/70/72/75/85 Hz, 1360 x 768, 1280 x 1024, 1280 x 960, 1280 x 800, 1280 x 768, 1280 x 720p, 1176 x 664, 1152 x 864, 1024 x 768, 800 x 600, 720 x 480p/i, 640 x 480p/i 

 *VGA resolutions are broadcast centered in the best vertical fit into 1920 x 1080p30 or 1280x720p60 
	 Closed Caption Support 	 EIA/CEA-608 captions accepted over Composite video input 

 	 Video Encoder 
	 Encoder Video Profile 	 MPEG-2 HD Profile 2, ISO13818-2 MP@HL 
	 Traffic Shaping 	 Variable bit rate 
	 Video Transport Bit Rate 	 38.78 Mbps 
	 Encoding Data Rates 	 Variable, 10 - 24 Mbps per channel 

 (Average encoding data rate: 18 Mbps per channel) 
	 Encoding Latency 	 Programmable 100 to 400 msec 
	 Color Profile 	 4:2:0 
	 GOP Size 	 16 
	 Video, Audio PID 	 Programmable 
	 Program Information 	 Programmable 

 	 Audio Encoder 
	 Encoder Audio Profile 	 ATSC A/52, Dolby(r) Digital (AC-3) 

 	 Modulator/Upconverter 
	 Modulation Type 	 QAM 256 (ITU-T J83 Annex B) interleaving modes: (64,2) only 
	 Cable Standard 	 HRC, IRC or STD or user defined (varies by region) 
	 Frequency Range 	 2 paired, frequency agile QAM RF CATV: 
 2 kHz resolution 
 +/- 30 ppm accuracy 
 +/- 35 ppm stability 
	 Output Power 	 +45 dBmV typical 
	 Output Level Adjustment 	 25 - 45 dBmV in 1dBmV steps 
	 MER 	 38 dB typical 
	 I/Q Amplitude Imbalance 	 < 1% typical 
	 Spectral Tilt 	  

 	 General 
	 Network Interface 	 10/100 MB Ethernet via RJ45 connection 
 IP address via DHCP or set by user 
 HTML/Javascript served web interface for easy configuration 
 Telnet connection for CLI scripting 
 Easy firmware updates 
 All settings saved in NV storage 
	 MTBF 	 45,000 hours 
	 Cooling 	 Dual internal cooling fans, front inlet, rear exhaust 
	 Vibration 	 NSTA 1A in carton 
	 Mounting 	 Integrated rack ears; 1RU rack height 
	 Compliance 	 FCC Class A 
	 Enclosure Type 	 Metal 
	 Operating Temperature 	 32 to +113&degF (0 to +45&degC) 
	 Humidity 	 10 to 80%, non-condensing 
	 Dimensions 	 1.72 x 17.33 x 9.9" (4.36 x 44 x 25.1 cm), without rack mount ears 
	 Weight 	 6.25 lb (2.84 kg) 

 	 Packaging Info 
	 Package Weight 	 9.4 lb 
	 Box Dimensions (LxWxH) 	 21.0 x 12.6 x 4.8" 

 
     
	
        The user manual for the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620 can be downloaded in .pdf
        format if it did not come with your new rf equipment, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other ZeeVee users keep a unique electronic library
        for ZeeVee rf equipments,
        where you can use our link to download the user manual for the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620.
        


        The user manual lists all of the functions of the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620, 
        all the basic and advanced features and tells you how to use the rf equipment.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from ZeeVee service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620. User manuals are also
        available on the ZeeVee website under Professional Video  -  Signal Processing & Distribution  -  RF Equipment.

      






      
      
      
      Question and answer discussion forum concerning user instructions and resolving problems with the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620 - no comments have been made yet - be the first to add a comment 

Post new comment/question/response regarding the ZeeVee HDBridge 2620 2-Ch 1080p Encoder & Modulator HDB 2620      

            
        
      
      
        	Fields marked with  * must be filled out.
	Your name *:	
	E-mail :	
	Subject *:	
	Message text *:	
	Enter the code *:
            
(spam block)	"manual" 
	
              If you would like to receive a response to your comment, don’t forget to include your e-mail address.
              Your e-mail will not be displayed or otherwise used in any way.
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Most recently discussed products:

tamron TC - Tamron 1.4x SP Pro Teleconverter for Nikon AF AF14PN-700
Posted by: john
2024-03-18 23:54:19

tamron TC manual...
 Leupold VX -1 3-9x40mm - Leupold  VX-1 3-9x40 Riflescope 113874
Posted by: Ross G Sadler
2024-03-18 03:32:18

Please email me the instruction manual for the above scope either as a pdf attachment or as a doc attachment so I can download the document directly without installing an app or any other program. Thank you....
mr - Soundcraft Technical Manual for the MH2 ZM0325-01
Posted by: elvin
2024-03-16 11:53:59

i need it...
Power - TP-Link  AC750 Wi-Fi Range Extender RE200
Posted by: Tim
2024-03-16 11:01:07

Can I plug this thing into a 220v outlet in the philippines?...
Connecting to an Android or Windows computer - Koss  BTS1 Portable Bluetooth Speaker 187155
Posted by: Paula Turzy
2024-03-14 19:26:52

Does this speaker only connect to iPhones?  I cannot connect via bluetooth to an Android phone or a windows computer. I can connect other devices to those 2 with no problem.  Just not the Koss BTS1 speaker....
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