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        We recommend checking out our discussion threads on the Arecont Vision MicroDome Series 2.07MP Day/Night AV2456DN-F-NL,
        which address similar problems with connecting and setting up Wired IP Cameras Arecont Vision.
        


        


        

        
        
      
	
        User manual for the Arecont Vision MicroDome Series 2.07MP Day/Night AV2456DN-F-NL

        The user manual for the Arecont Vision MicroDome Series 2.07MP Day/Night AV2456DN-F-NL provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Wired IP Cameras.
        


        The MicroDome Series 2.07MP Day/Night Flush-Mounted Dome Camera  from Arecont Vision is a high-definition IP camera that delivers 1920 x 1080 resolution at 30 fps. H.264 and MJPEG compression formats maximize storage space, and a Wide Dynamic Range mode enables the camera to capture clear videos under difficult lighting conditions. Programmable motion detection and privacy masking features provide up to 1024 detection zones for customizing your viewing and alarm preferences.

 The camera is constructed with an IK10-rated housing for impact and vandal resistance, and it is flush-mounted for inconspicuous surveillance. Digital pan, tilt, and zoom, as well as 180° image flip provides a variety of viewing angles. PoE technology enables you to power the camera using Ethernet cables for minimizing the amount of wires needed. A spring arm design makes installation easy and effortless, simply slide the camera through the hole and secure the magnetized cover ring with a single screw. The camera is ONVIF-compliant for a wide range of compatible devices.        
      
	        
        If you own a Arecont Vision wired ip cameras and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Arecont Vision MicroDome Series 2.07MP Day/Night AV2456DN-F-NL in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Arecont Vision MicroDome Series 2.07MP Day/Night AV2456DN-F-NL:
  Specifications
   	 Video 
	 Image Sensor 	 1/3.2" 2.07 MP CMOS 
	 Resolution 	 1080p 
	 Lens 	 Not included 
	 Frame Rates 	 At Maximum Resolution: 30 fps (1920 x 1080)
Cropped: 41 fps (1280 x 1024) 
	 Pixel Pitch 	 2.2 μm 
	 Minimum Illumination 	 Color: 0.3 lux at f/1.6
>Day / Night: 0 lux, IR sensitive 
	 Cropped (FOV) Resolution 	 960 x 540 (H x V) 
	 Shutter Speed 	 1 to 500 ms 
	 Dynamic Range 	 WDR up to 100 dB 
	 PTZ 	 Digital 

 	 Data 
	 Compression Type 	 H.264 (MPEG-4, Part 10) / MJPEG
 21 levels of quality 
	 Transmission Protocol 	 RTSP, RTP / TCP, RTP / UDP, HTTP, TFTP, DHCP 
	 Data Rate 	 Bit rate control from 100 Kb/s to 10 Mb/s 100Base-T Ethernet network interface 
	 Multi-Streaming 	 8 non-identical streams 
	 Motion Detection 	 1024 zones, privacy masking 

 	 Compliance and Standards 
	 Standard 	 Industry Standard: PSIA and ONVIF conformant 
	 Listings 	 UL (CB) 
	 FCC Compliance 	 47 CFR 15 Class A 
	 Environmental 	 RoHS, REACH, WEEE 
	 Marking 	 (CE) EN55022 Class A, EN55024, EN61000-3-2, EN61000-3-3, EN60950-1 

 	 Environmental 
	 Temperature 	 Operating Temperature: 23 to 140°F (-5 to 50°C)
Stable Image Temperature: 32 to 122°F (0 to 50°C)
Storage Temperature: -4 to 140°F (-20 to 60°C) 
	 Humidity 	 0 to 90% (non-condensing) 

 	 Electrical 
	 Input & Output 	 General purpose opto-coupled 
	 PoE 	 802.3af, Class 3 
	 Maximum Power Consumption 	 5.59 W 

 	 Mechanical 
	 Casing 	 In-ceiling mount with die-cast aluminum cover and 2.00" (5.08 cm) polycarbonate dome bubble
 vandal resistant 
	 Lens 	 (M12 mount); Lens Not Included 
	 Gimbal 	 Easy 2 axis camera adjustment with 359° pan and 90° tilt 
	 Dimensions (Ø x H) 	 4.00 x 3.10" (10.16 x 7.87 cm) 
	 Weight 	 0.7 lb (0.3 kg) 

 
 
  
    
  
 
 
 
     
	
        The user manual for the Arecont Vision MicroDome Series 2.07MP Day/Night AV2456DN-F-NL can be downloaded in .pdf
        format if it did not come with your new wired ip cameras, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Arecont Vision users keep a unique electronic library
        for Arecont Vision wired ip camerass,
        where you can use our link to download the user manual for the Arecont Vision MicroDome Series 2.07MP Day/Night AV2456DN-F-NL.
        


        The user manual lists all of the functions of the Arecont Vision MicroDome Series 2.07MP Day/Night AV2456DN-F-NL, 
        all the basic and advanced features and tells you how to use the wired ip cameras.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Arecont Vision service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Arecont Vision MicroDome Series 2.07MP Day/Night AV2456DN-F-NL. User manuals are also
        available on the Arecont Vision website under Surveillance  -  Surveillance Video  -  Wired IP Cameras.
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