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        We recommend checking out our discussion threads on the Ikegami ICD-525KIT-OD High-Resolution Wide Dynamic ICD-525KIT-OD,
        which address similar problems with connecting and setting up Wired Analog & HD Cameras Ikegami.
        


        


        

        
        
      
	
        User manual for the Ikegami ICD-525KIT-OD High-Resolution Wide Dynamic ICD-525KIT-OD

        The user manual for the Ikegami ICD-525KIT-OD High-Resolution Wide Dynamic ICD-525KIT-OD provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Wired Analog & HD Cameras.
        


        The Ikegami ICD-525KIT-OD High-Resolution Wide Dynamic Range Camera Kit consists of the ICD-252 high-resolution wide dynamic range camera, IK-YV10X5HR4A-SA2L 5.5-50mm day & night HD varifocal lens, and PS-2420 plug-in transformer from Ikegami and the MG Electronics CMB-1W universal camera bracket.        
      
	        
        If you own a Ikegami wired analog & hd cameras and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Ikegami ICD-525KIT-OD High-Resolution Wide Dynamic ICD-525KIT-OD in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Ikegami ICD-525KIT-OD High-Resolution Wide Dynamic ICD-525KIT-OD:
  Specifications
  
 
   	  ICD525 High Resolution Indoor/Outdoor Wide Dynamic Range Camera (NTSC)
   	 Image Sensor 	 1/3" CCD 
	 Effective Pixels 	 Approximately 480,000 pixels
 Effective (H x V): 976 x 494 
	 Scaning System 	 525 TVL at 59.94 Hz, 2:1 interlace 
	 Synchronization System 	 Internal crystal lock / line lock 
	 Video Output 	 VBS 1.0 Vpp / 75 Ω 
	 Horizontal Resolution 	 700 TVL or better (High resolution mode, by rated illumination) 
	 S/N Ratio 	 52 dB or better (peak-to-peak/rms) 
	 Minimum Illumination 	 Electronic Sensitivity Up OFF, VBS Output 50 IRE: 0.22 lux/F1.2
Electronic Sensitivity up 32 times, VBS Output 50 IRE: 0.007 lux/F1.2 
	 Day & Night 	 Built-in, Auto/Manual selectable 
	 Wide Dynamic Range 	 Digital: Built-in, low / mid low / middle / mid high / high selectable 
	 AGC (Automatic Gain Control) 	 Off / low / mid low / middle / mid high / high selectable 
	 Electronic Sensitivity UP 	 Built-in, On (Auto)/ Off selectable (Up to 32 times) 
	 White Balance 	 ATW (Automatic Tracking White Balance) / AWC (Automatic White Balance Control) / manual selectable 
	 Detail Correction 	 Built-in (Sharpness) 
	 Digital Noise Reduction (DNR) 	 Built-in, On/Off selectable (DNR function) 
	 AES 	 Built-in 
	 Privacy Masking 	 Built-in (Maximum 15 zones) 
	 Flip Inputs 	 Built-in, Off / V-flip / H-flip / HV-flip selectable 
	 Motion Detection 	 Built-in, On / Off selectable 
	 Digital Zoom 	 Built-in, On / Off selectable (Up to 32 times) 
	 Focus EZ 	 Built-in 
	 Stabilizer 	 Built-in 
	 Monitor Output Selection 	 CRT / LCD selectable 
	 Camera ID 	 Up to 52 characters (Alphanumeric and symbols) 
	 Lens Mount 	 CS mount (C mount adapter can be used) 
	 Flangeback Adjustment Mechanism 	 Built-in 
	 Input / Output Connectors 	 Video Out: BNC
 24 VAC / 12 VDC Input: 2P 
	 Power Requirement 	 24 VAC ±10%, 60 Hz / 12 VDC (10.5 to 15 VDC) 
	 Power Consumption 	 24 VAC Approximately 3 W
12 VDC Approximately 3 W     Power supply sold separately
 
 
  
	 Operating Temperature 	 14 to 122°F (-10 to 50°C) 
	 Operating Humidity 	 30 to 90% RH (Non-condensing) 
	 Dimensions (W x H x D) 	 Without Projection: 2.4 x 2.3 x 2.7" (6.0 x 5.8 x 7.0 cm) 
	 Weight 	 Approximately 8.5 oz (240.0 g) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 6.142 x 4.567 x 3.386" 

 
 
 
 
	  IK-YV10X5HR4A-SA2L Day & Night HD Varifocal Lens (5.5 to 50mm)
   	 Mount 	 CS 
	 Focal Length 	 5.5 to 50 mm (10x) 
	 Focus 	 Manual 
	 Zoom 	 Manual 
	 Iris Range 	 F1.6 - T360 (equivalent to F360) 
	 Iris 	 Auto (DC Type)     When power is turned off, iris will automatically close.
 
 
  
	 Back Focal Distance 	 7.50 mm (in air) 
	 Exit Pupil Position 	 From Image Plane: -43 mm 
	 Object Dimensions at M.O.D. 	 1/3": Wide: 11.96 x 8.97" (304 × 228 mm)
 Tele: 2.12 x 1.61" (54 × 41 mm)
 1/4": Wide: 8.97 x 6.73" (228 × 171 mm)
 Tele: 1.61 x 1.22" (41 × 31 mm) 
	 Angular Field of View 	 1/3": Wide: 51.28° × 39.6°
 Tele: 5.5° × 4.11°
 1/4": Wide: 39.6° × 30.21°
 Tele: 4.11° × 3.1° 
	 Cable Type 	 9" (230 mm) 
	 Focusing Range 	 From Front of the Lens: ∞ - 0.3 m 
	 Coil Resistance 	 Drive Coil: 190 Ω
 Damping Coil: 500 Ω 
	 Current Consumption 	 23 mA (Max.) at DC 4V 
	 Weight 	 3 oz (85 g) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 9.0 x 9.0 x 7.0" 

 
 
 
 
	  CAMH-500K 9" Outdoor camera Housing (24VAC)
   	 Mount Type 	 Wall 
	 Compatible Cameras 	 Any fixed camera 
	 Maximum Camera/Lens Size 	 Not Specified by Manufacturer 
	 Clear or Tinted 	 Clear 
	 Construction 	 Aluminum 
	 Enclosure Rating 	 Not Specified by Manufacturer 
	 Operating Temperature 	 Not Specified by Manufacturer 
	 Power Requirements 	 24VAC 
	 Power Consumption 	 36VA 
	 Dimensions (WxHxD) 	 6 x 4.5 x 9" (152 x 114 x 229mm) 
	 Weight 	 2.2 lbs (1kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 16.0 x 16.0 x 8.0" 

 
 
 
 
	  PS-2420 Plug-in Transformer
   	 Input 	 120 V 60 Hz 
	 Output 	 24 VAC to 20 VA 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 3.8 x 2.9 x 2.3" 

 
 
 
 

 
 
 
      
 
 
 
 
     
	
        The user manual for the Ikegami ICD-525KIT-OD High-Resolution Wide Dynamic ICD-525KIT-OD can be downloaded in .pdf
        format if it did not come with your new wired analog & hd cameras, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Ikegami users keep a unique electronic library
        for Ikegami wired analog & hd camerass,
        where you can use our link to download the user manual for the Ikegami ICD-525KIT-OD High-Resolution Wide Dynamic ICD-525KIT-OD.
        


        The user manual lists all of the functions of the Ikegami ICD-525KIT-OD High-Resolution Wide Dynamic ICD-525KIT-OD, 
        all the basic and advanced features and tells you how to use the wired analog & hd cameras.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Ikegami service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Ikegami ICD-525KIT-OD High-Resolution Wide Dynamic ICD-525KIT-OD. User manuals are also
        available on the Ikegami website under Surveillance  -  Surveillance Video  -  Wired Analog & HD Cameras.
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