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        We recommend checking out our discussion threads on the Ikegami IPD-BX11 Hyper Wide Light Dynamic IP IPD-BX11_KIT_27135,
        which address similar problems with connecting and setting up Wired IP Cameras Ikegami.
        


        


        

        
        
      
	
        User manual for the Ikegami IPD-BX11 Hyper Wide Light Dynamic IP IPD-BX11_KIT_27135

        The user manual for the Ikegami IPD-BX11 Hyper Wide Light Dynamic IP IPD-BX11_KIT_27135 provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Wired IP Cameras.
        


        The IPD-BX11 Hyper Wide Light Dynamic IP Network Camera from Ikegami comes equipped with a 2.7 to 13.5mm lens and captures clear details from a given scene than megapixel cameras with much greater bandwidth requirements. This IP network camera produces stunning images and allows for low-voltage integration at an exceptional level. With the IPD-BX11 images are clear and natural, regardless of lighting conditions. The sub-megapixel camera delivers a unique balance of resolution and bandwidth usage for video surveillance.
 
 The f2.7 to13.5mm lens supports various applications. It has a wide aperture of F1.3, optimizing the performance at low lighting intensity and high accuracy aspheric lens adopted, achieving the high quality image. It has a built-in ND filter of T360, supporting high sensitivity cameras        
      
	        
        If you own a Ikegami wired ip cameras and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Ikegami IPD-BX11 Hyper Wide Light Dynamic IP IPD-BX11_KIT_27135 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Ikegami IPD-BX11 Hyper Wide Light Dynamic IP IPD-BX11_KIT_27135:
 	 Image Sensor 	 1/3" DPS CMOS sensor 
	 Effective Pixels (H x V) 	 Approximately 410,000 pixels, 758 x 540 
	 Scanning System 	 NTSC 525 lines at 59.94 Hz, 2:1 interlace 
	 Synchronization System 	 Internal Crystal Lock 
	 Analog Video Output 	 VBS 1.0 Vpp / 75 Ω (for adjusting angle of view)
 Horizontal Resolution 520 TVL or better 
	 S/N Ratio 	 50 dB or better (p-p/RMS) 
	 Minimum Illumination 	 In color mode : 0.22 lux / F1.2 (50 IRE) (Electronic Sensitivity Up Off)
 In color mode : 0.007 lux / F1.2 (50 IRE) (Electronic Sensitivity Up On 32x) 
 In monochrome mode : 0.022 lux / F1.2 (25 IRE) (Electronic Sensitivity Up Off) 
 In monochrome mode : 0.0007 lux / F1.2 (25 IRE) (Electronic Sensitivity Up On 32x) 
	 Wide Dynamic Range 	 Built-in, and Variable 
	 AGC (Automatic Gain Control) 	 On (AGC/ HYPER-AGC) / Off (Low/Mid/High) selectable 
	 Electronic Sensitivity UP 	 Built-in, On /Off selectable(Up to 32 times) 
	 Day/Night 	 Built-in, True Day/Night, Auto/Manual selectable 
	 Digital Zoom 	 Built-in (Up to 4 times) 
	 Auto Iris 	 DC Iris 
	 Detail Correction 	 Built-in 
	 White Balance 	 ATW/ATWex/AWC/MANU selectable 
	 Color Rolling Reduction 	 Built-in, On/Off selectable (CRR Function) 
	 Privacy Masking 	 Built-in (Maximum 8 zones) 
	 Digital Noise Reduction (DNR) 	 Built-in, On/Off selectable (DNR Function) 
	 Monitor Output Selection 	 CRT/LCD selectable 
	 Camera ID 	 Up to 24 characters (alphanumeric and symbols) 
	 Lens Mount 	 CS Mount 
	 Flangeback Adjustment Mechanism 	 Built-in 
	 Image Compression 	 Codec: H.264 / M-JPEG selectable
 Image Size NTSC: 720 x 480, 720 x 240, 352 x 480, 352 x 240
 Frame Rate NTSC: Up to 30 fps
 Bit Rates (H.264): 64 Kb/s to 8 Mb/s
 Image quality(M-JPEG): 5 steps
 Transmission Mode: VBR/CBR 
	 Network 	 Ethernet 10Base-T/100Base-TX 
	 Protocol 	 TCP, UDP, RTP/RTCP, RTSP, HTTP, FTP, NTP, ONVIF support (Multicast Delivery available ) 
	 Monitoring 	 Viewer or NVR 
	 Focus EZ 	 Built-in 
	 Power Requirement 	 12 VDC (10.5 to 15 V)
 PoE (IEEE 802.3af) CLASS 0 
	 Power Consumption 	 4 W approximately 
	 Operating Temprature 	 Ambient: 14 to 122°F (-10 to 50°C) 
	 Operating Humidity 	 Ambient: 30 to 90% RH (non-condensing 
	 Input / Output Connectors 	 LAN: RJ-45(Auto-MDI/MDIX)
 12 VDC input 2P
 Service Monitor Output: BNC 
	 Dimensions (W x H x D) 	 2.36 x 2.28 x 2.76" (60.00 x 58.00 x 70.00 mm) (without projection) 
	 Weight 	 0.66 lb (0.29 kg) 

 	 Packaging Info 
	 Package Weight 	 2.0 lb 
	 Box Dimensions (LxWxH) 	 10.0 x 9.0 x 7.0" 

 
     
	
        The user manual for the Ikegami IPD-BX11 Hyper Wide Light Dynamic IP IPD-BX11_KIT_27135 can be downloaded in .pdf
        format if it did not come with your new wired ip cameras, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Ikegami users keep a unique electronic library
        for Ikegami wired ip camerass,
        where you can use our link to download the user manual for the Ikegami IPD-BX11 Hyper Wide Light Dynamic IP IPD-BX11_KIT_27135.
        


        The user manual lists all of the functions of the Ikegami IPD-BX11 Hyper Wide Light Dynamic IP IPD-BX11_KIT_27135, 
        all the basic and advanced features and tells you how to use the wired ip cameras.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Ikegami service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Ikegami IPD-BX11 Hyper Wide Light Dynamic IP IPD-BX11_KIT_27135. User manuals are also
        available on the Ikegami website under Surveillance  -  Surveillance Video  -  Wired IP Cameras.
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