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        We recommend checking out our discussion threads on the JVC VN-V686WPBU Outdoor PTZ Network Dome Camera (36x),
        which address similar problems with connecting and setting up Wired IP Cameras JVC.
        


        


        

        
        
      
	
        User manual for the JVC VN-V686WPBU Outdoor PTZ Network Dome Camera (36x)

        The user manual for the JVC VN-V686WPBU Outdoor PTZ Network Dome Camera (36x) provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Wired IP Cameras.
        


        The JVC VN-V686WPBU Outdoor PTZ Network Dome Camera (36x) with a 1/4” IT CCD image sensor delivers clear images in MPEG-4 and JPEG formats at a resolution of 640 x 480 at 30 fps. With 36x optical zoom and 3.43-122 mm lens, the camera proves useful for detailed monitoring. The direct drive motor mechanism helps the camera rotate fast at 400°/sec (both horizontally and vertically) and slow at 0.04°/sec, enabling you to capture crucial scenes.

With a preset accuracy of 0.03°, the PTZ dome camera can maintain preset positions while frequently panning and tilting. Since the mechanical noise of a belt-driven PTZ camera is absent, the network dome camera is ideal for use in locations such as hospitals, schools, museums, libraries, and offices. The direct drive mechanism also reduces the chances of malfunction and increases reliability.

Digital image stabilization feature allows the camera to capture steady pictures by compensating for any camera movement caused by external stimuli. The camera supports IR cut filter that is used to switch between color and B&W as per changes in ambient lighting, ensuring accurate color reproduction in daylight and enhanced B&W images at night. With a minimum illumination of 0.04 lux at f/1.6 (B&W) and 0.5 lux at f/1.6 (color), the dome camera captures clear images even in low light conditions. Backlight compensation adjusts video gain to correct the exposure when the object being captured is in front of a bright light. In addition to this, the camera uses Wide-D function for delivering clearly visible images in high-contrast light conditions. It also enables you to identify details of the subject by adjusting the picture and gamma curve.

Privacy masking allows you to mask up to 8 portions of a scene to ensure privacy. The PTZ camera includes motion detection feature that triggers an alarm when motion is detected in a designated portion of the video display. With the automatic tracking function, the dome camera can automatically track a moving object or person when home position is displayed.

The built-in user-friendly viewer software allows you to monitor camera images on the computer as well as for configuring settings and controlling the camera. Power is supplied to the camera through PoE; hence the camera gets power from the network itself without any extra wiring for auxiliary power outlets. The network dome camera supports one-touch lock mechanism for quick and easy maintenance and installation. Besides, the dust and weather-proof housing makes the camera ideal for both indoor and outdoor use.        
      
	        
        If you own a JVC wired ip cameras and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the JVC VN-V686WPBU Outdoor PTZ Network Dome Camera (36x) in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the JVC VN-V686WPBU Outdoor PTZ Network Dome Camera (36x):
 	 Image Device 	 1/4" IT CCD 
	 Lens 	 Zoom ratio: 27x optical and 32x digital
Focal length: 3.43-92.6 mm
Max. aperture ratio: F1.6 (Wide) to F3.5 (Tele)
Max. close-range: Approx. 1.8m (TELE), Approx. 0.6m (WIDE)
Focus: Manual/Easy AF/One push AF 
	 Day/Night 	 Automatic Day/Night IR cut filter 
	 Minimum Illumination 	 Color: 1.0 lx (50%, AGC SUPER)/ Minimum 0.5 lx (25%, AGC SUPER)
B&W: 0.08 lx (50%, AGC SUPER)/ 0.04 lx (25%, AGC SUPER) 
	 Pan & Tilt Range 	 Pan: 360° endless / Tilt: -5 to 185° 
	 Pan & Tilt Speed 	 0.04° to 400°/sec 
	 Compression 	 Motion JPEG 
MPEG-4: Part2 (ISO/IEC 14496-2), Profile: SP 
	 Resolution 	 640 x 480, 320 x 240 
	 Frame Rate 	 Up to 30 fps per stream of Motion JPEG and MPEG-4 in 640x480 resolution 
	 Streaming 	 simultaneously (Full frame dual stream) 
	 Compression levels 	 JPEG: Variable (VFS) 7 levels / Average (AFS) VGA (10KB -100KB),QVGA (3KB - 33KB)MPEG-4: Constant (CBR) / Variable (VBR), Bit rate adjustable 64kbps - 8000kbps 
	 Image Settings 	 Configurable AGC, Sens-up, Day/Night, Shutter speed, BLC, ALC, White balance(ATW/AWC), Gamma curve, Black level, Enhance range, Color level, Exposure value, Noise reduction, Monitor type, Privacy mask (8 areas), Image stabilizer 
	 Shutter Speed 	 2.1sec (Sens-up) to 1/10000 sec 
	 Security 	 3 levels password, IP address filtering, HTTPS encryption (for setting) 
	 Users 	 20 simultaneous users, Unlimited users by multicast 
	 Alarm/Event management 	 Trigger: Built-in motion detection, External alarm input x 2 or Schedule 
Event: Pre/post recording , FTP sending, Notification over TCP/UDP, E-mail, External output x 2, Periodic FTP and Preset position, Pre/Post alarm buffer of 8MB 
	 Connector 	 RJ-45 for Ethernet 10Base-T/100Base-TX 
Terminal block for 2 alarm input, 2 output 
Alternative power connection 
	 Dust and water protection 	 IP66 
	 Power 	 24 VAC (50Hz/60Hz), 2.2A (With heater)
 48 VDC (PoE, IEEE802.3af class0),12.95W (Without heater) 
	 Operating Temperature 	 -40 to 122° F (-40 to 50° C)always power on 
 32 to 104° F (0 to 40° C) 
	 Operating Environment 	 OS: Windows Vista Business (SP1), Windows XP Pro (SP2)/Home (SP2)
CPU: Pentium4 2GHz, Memory: 1GB, HDD space: 512MBDisplay and video card: 1024 x 768 True color (24bit or 32 bit), VRAM 8MB 
Browser: IE7.0 for Windows Vista, IE6.0 for Windows XP 
	 Protocols Supported 	 TCP/IP, UDP/IP, HTTP, FTP, ICMP, ARP, RTP, DHCP, SNTP, SMTP, DSCP, IGMP,IPv6, VSIP, AMX Device Discovery 
	 Dimensions 	 10.23" (incl. housing) x 15.15" (H: incl. bracket) x 13.73" (D: incl. bracket) ø260mm (incl. housing) x 385mm (H: incl. bracket) x 350 (D: incl. bracket) 
	 Weight 	 12.2 lb (5.5 kg) 

 	 Packaging Info 
	 Package Weight 	 19.05 lb 
	 Box Dimensions (LxWxH) 	 21.9 x 20.1 x 17.0" 

 
     
	
        The user manual for the JVC VN-V686WPBU Outdoor PTZ Network Dome Camera (36x) can be downloaded in .pdf
        format if it did not come with your new wired ip cameras, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other JVC users keep a unique electronic library
        for JVC wired ip camerass,
        where you can use our link to download the user manual for the JVC VN-V686WPBU Outdoor PTZ Network Dome Camera (36x).
        


        The user manual lists all of the functions of the JVC VN-V686WPBU Outdoor PTZ Network Dome Camera (36x), 
        all the basic and advanced features and tells you how to use the wired ip cameras.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from JVC service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the JVC VN-V686WPBU Outdoor PTZ Network Dome Camera (36x). User manuals are also
        available on the JVC website under Surveillance  -  Surveillance Video  -  Wired IP Cameras.
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