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        We recommend checking out our discussion threads on the Leader LT4600 Multi Format Video Generator with Lip Sync LT4600,
        which address similar problems with connecting and setting up Video & Audio Signal Generators Leader.
        


        


        

        
        
      
	
        User manual for the Leader LT4600 Multi Format Video Generator with Lip Sync LT4600

        The user manual for the Leader LT4600 Multi Format Video Generator with Lip Sync LT4600 provides
        necessary instructions for the proper use of the product Professional Video  -  Signal Processing & Distribution  -  Video & Audio Signal Generators.
        


        The LT4600 Multi Format Video Generator with Lip Sync from Leader is a 1RU half-rack sized multiformat video generator applicable to 3G-SDI, HD-SDI, and SD-SDI systems. The LT4600 features color bar, SDI check field test pattern, ID characters, logo mark in QVGA size, safety area marker, embedded audio, genlock model for external reference synchronization, and three independent analog black signal systems. The Lip Sync function is a key feature of this video generator.        
      
	        
        If you own a Leader video & audio signal generators and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Leader LT4600 Multi Format Video Generator with Lip Sync LT4600 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Leader LT4600 Multi Format Video Generator with Lip Sync LT4600:
  Go To
 	Video
	Audio
	General Specifications

 
 	 Video 
	 SDI Video Rates 	 3G-SDI: 2.970 Gbps or 2.970/1.001 Gbps 
 HD-SDI, HD-Dual Link: 1.485 Gbps or 1.485/1.001 Gbps 
 SD-SDI: 270 Mbps 
	 Voltage Output 	 800 m, V p-p ±10% 
	 Overshoot 	 <10% 
	 Rise & Fall 	 3G-SDI: ≤135 ps (20 to 80%)
 HD-SDI, HD-Dual Link: ≤270 ps (20 to 80%)
 SD-SDI: 0.4 to 1.5 ns (20 to 80%) 
	 DC Offset 	 0 ± 0.5 VDC 
	 Output Impedance 	 75 ohms 
	 Return Loss 	 ≥15 dB (5 MHz to 1.485 GHz) 
 ≥10 dB (1.485 to 2.970 GHz) 
	 Formats 	 YCBCR 4:2:2, YCBCR 4:4:4, RGB 4:4:4 
	 Compliant Standards 	 Video: 
 3G-SDI: SMPTE ST 424, SMPTE ST 425, SMPTE ST 372 
 HD-SDI, HD-Dual Link: SMPTE ST 274, SMPTE ST 296, SMPTE ST 292 
 SD-SDI: ITU-R BT 601, ITU-R BT 656, SMPTE ST 125, SMPTE ST 259 

 Embedded Audio:
 3G-SDI, HD-SDI, HD-Dual Link: SMPTE ST 299 
 SD-SDI: SMPTE ST 272
 Payload ID: SMPTE ST 352 
	 Adjustments 	 Timing Adjustment Unit:
 V: Lines 
 H: Clocks (148.5 MHz, 148.5 / 1.001 MHz, 74.25 MHz, 74.25 / 1.001 MHz, 27 MHz) 
	 Test Patterns 	 3G-SDI, HD-SDI: 
 100% color bars, 75% color bars, check field, multiformat color bar (ARIB STD-B28, pattern 2 area can be set to 100% white, 75% white, or +I) 

 SD-SDI 525i / 59.94: 
 100% color bar, 75% color bar, SMPTE color bar, check field 

 SD-SDI 625i / 50: 
 100% color bar, EBU color bar, BBC color bar, check field 
	 Switching 	 Automatically switches between available patterns (except for check field)
 Switch Time: 1 to 255 sec 
	 On/Off Control 	 Channel On/Off 
 Function: Each of the Y/G, Cb/B, and Cr/R components can be turned on and off for each channel independently 
 On: Outputs the specified Y/G, Cb/B, or Cr/R signal
 Off: 
 Y/G: 040 h / 000 h 
 Cb/B: 200 h / 000 h 
 Cr/R: 200 h / 000 h     Not available when the check field pattern is selected. Black pattern can be output by turning off all channels and all embedded audio signals.
 
 
  
	 Image Overlay 	 Display Precedence: ID characters, logo mark, safety area markers, test pattern (display order cannot be changed) 
 Simultaneous Display: ID characters, logo mark, safety area markers, and test pattern can be displayed simultaneously 
	 Genlock Sync 	 Compliant Standards: 
 NTSC Black Burst Signal: SMPTE RP 154, SMPTE ST 170, SMPTE ST 318 
 PAL Black Burst Signal: EBU N14, ITU-R BT.470-6 
 HD Tri-Level Sync Signal: SMPTE ST 274, SMPTE ST 296 

 Level: 
 NTSC Black Burst Signal: -286 mV 
 PAL Black Burst Signal -300 mV 
 HD Tri-Level Sync Signal ±300 mV 

 Input: 
 BNC, 75 ohms loop through 
	 World Clock 	 Output Frequency: 48 kHz 
 Output Amplitude: 5 V CMOS compatible (when not terminated) 
	 Analog Output 	 Compliant Standards: 
 NTSC Black Burst Signal: SMPTE RP 154, SMPTE ST 170, SMPTE ST 318 
 PAL Black Burst Signal: EBU N14, ITU-R BT.470-6 
 HD Tri-Level Sync Signal: SMPTE ST 274, SMPTE ST 296 

 Output Signal: 6 (3 signals x 2 outputs)
 Impedance: 75 ohms 

 	 Audio 
	 Embedded Audio 	 3G-A, HD, SD: 16 channels (4 channels x 4 groups) 
 3G-B: 32 channels (link A, link B, 4 channels each × 4 groups)
 Embedded channels can be turned on or off at the group level 
	 Sampling Frequency 	 48 kHz (synced with the video signal) 
	 Resolution 	 20 bits, 24 bits     Limitations for SD-SDI (525i / 59.94): For the 16 channel output, the resolution is set to 20 bits. Up to three groups (12 channels) can be set to output of 24 bits.
 
 
  
	 Pre-Emphasis 	 OFF, 50/15, CCITT (only the CS bit is switched) 
	 Frequency 	 SILENCE, 400 Hz, 800 Hz, 1 kHz 
	 Level 	 -60 to 0 dBFS (1 dBFS steps) 
	 Lip Sync 	 Supported Formats: 3G, HD, HD (DL), SD     Not available when the check field pattern is selected. Safety area markers, ID characters, and logo mark cannot be overlaid.
 
 
  
	 AES/EBU Audio Output 	 Compliant Standards: ANSI S4.40 (AES3-1992), AES11-1997, SMPTE ST 276, AES-3id-2001 
 Output Impedance: 75 ohms unbalanced 
 Output Amplitude: 1 V p-p ± 0.1 V 

 	 General Specifications 
	 Outputs 	 2 x BNC, SDI outputs 
 2 x BNC, analog black output
 1 x BNC, world clock output 
 1 x BNC, AES/EBU digital audio output (2 channel pair) 
	 External Interface 	 Ethernet: 10BASE-T / 100BASE-TX auto switching 
 USB 
 Type: USB 2.0 
 Connector: USB type A 
	 LCD 	 20 characters x 2 lines 
 Backlight: On, Off 
	 Operating Temperature 	 32 to 104°F (0 to 40°C) 
 Optimal: 50 to 95°F (10 to 35°C) 
	 Humidity 	 85% RH or less (no condensation) 
	 Power Requirements 	 Voltage: 12 VDC (10 to 18 VDC) 
 Maximum Power Consumption: 25 W 
	 AC Adapter 	 Input: 100 to 240 VAC, 50/60 Hz, 1 A 
 Output: 12 VDC, 3.33 A max. 
	 Dimensions 	 8.4 x 1.7 x 15.8" (213 x 44 x 400 mm) 
	 Weight 	 6.2 lb (2.8 kg) 

 
     
	
        The user manual for the Leader LT4600 Multi Format Video Generator with Lip Sync LT4600 can be downloaded in .pdf
        format if it did not come with your new video & audio signal generators, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Leader users keep a unique electronic library
        for Leader video & audio signal generatorss,
        where you can use our link to download the user manual for the Leader LT4600 Multi Format Video Generator with Lip Sync LT4600.
        


        The user manual lists all of the functions of the Leader LT4600 Multi Format Video Generator with Lip Sync LT4600, 
        all the basic and advanced features and tells you how to use the video & audio signal generators.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Leader service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Leader LT4600 Multi Format Video Generator with Lip Sync LT4600. User manuals are also
        available on the Leader website under Professional Video  -  Signal Processing & Distribution  -  Video & Audio Signal Generators.
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      Question and answer discussion forum concerning user instructions and resolving problems with the Leader LT4600 Multi Format Video Generator with Lip Sync LT4600 - no comments have been made yet - be the first to add a comment 
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Most recently discussed products:

tamron TC - Tamron 1.4x SP Pro Teleconverter for Nikon AF AF14PN-700
Posted by: john
2024-03-18 23:54:19

tamron TC manual...
 Leupold VX -1 3-9x40mm - Leupold  VX-1 3-9x40 Riflescope 113874
Posted by: Ross G Sadler
2024-03-18 03:32:18

Please email me the instruction manual for the above scope either as a pdf attachment or as a doc attachment so I can download the document directly without installing an app or any other program. Thank you....
mr - Soundcraft Technical Manual for the MH2 ZM0325-01
Posted by: elvin
2024-03-16 11:53:59

i need it...
Power - TP-Link  AC750 Wi-Fi Range Extender RE200
Posted by: Tim
2024-03-16 11:01:07

Can I plug this thing into a 220v outlet in the philippines?...
Connecting to an Android or Windows computer - Koss  BTS1 Portable Bluetooth Speaker 187155
Posted by: Paula Turzy
2024-03-14 19:26:52

Does this speaker only connect to iPhones?  I cannot connect via bluetooth to an Android phone or a windows computer. I can connect other devices to those 2 with no problem.  Just not the Koss BTS1 speaker....
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