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        We recommend checking out our discussion threads on the Lectrosonics UHF Filter/Amplifier Module 24-25 MHz UFM50-24-25,
        which address similar problems with connecting and setting up Lecterns Add-On Accessories Lectrosonics.
        


        


        

        
        
      
	
        User manual for the Lectrosonics UHF Filter/Amplifier Module 24-25 MHz UFM50-24-25

        The user manual for the Lectrosonics UHF Filter/Amplifier Module 24-25 MHz UFM50-24-25 provides
        necessary instructions for the proper use of the product A/V Presentation  -  Lecterns, Podiums & Timers  -  Lecterns Add-On Accessories.
        


        The Lectrosonics UHF Filter/Amplifier Module 24-25 MHz provides a unique, high performance solution for antenna systems requiring long cable runs or distribution to multiple receivers or locations. The unit can be used to apply RF gain at the antenna ahead of a long run of coaxial cable to compensate for signal loss through the cable. A compact, high performance multicoupler can also be configured using the UFM50 ahead of an RF splitter to offset the loss through the splitter.

 The UFM50 design places RF filtering before gain to minimize intermodulation (IM) products and prevent overload. Two transmission line ceramic resonators at the input provide filtering with a 50 MHz bandwidth. Following the filters, 12dB of gain is applied with a high quality GasFET RF amplifier with an excellent +41dBm IP3. The result is outstanding RF performance without IM or overload problems.

 A switching regulator is used in the power supply to control current consumption over an input voltage range of 8-16 volts. The regulator maintains low current consumption and low heat dissipation which is especially useful in portable audio mixing common in field production and ENG.

 The UFM50 can be powered from external DC or via phantom power through a coaxial cable connected to a multicoupler. The housing is constructed of cast aluminum with a brushed aluminum cover plate. Two rugged BNC connectors and a threaded, locking power jack provide secure connections for rugged field conditions and for long-term installations.        
      
	        
        If you own a Lectrosonics lecterns add-on accessories and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Lectrosonics UHF Filter/Amplifier Module 24-25 MHz UFM50-24-25 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Lectrosonics UHF Filter/Amplifier Module 24-25 MHz UFM50-24-25:
  Specifications
  
 
   	 Third Order Intercept 	 +27 dBm @ input (+41 dBm output) 
	 Inputs 	 RF in: BNC
 DC in: 2.1 mm locking power jack 
	 Output 	 RF out: BNC (and phantom power in) 
	 Frequency Range 	 24-25 MHz 
	 Bandwidth 	 Filter: 50 MHz, factory set 
	 Gain 	 RF: +12 dB with 0 dB attenuator
 +8 dB with 4 dB attenuator
 +5 dB with 7 dB attenuator 
	 Power Requirements 	 8 V DC (130 mA) up to 16 volts DC (70 mA) at the DC input jack, auto reset circuit breaker 
	 Phantom Power 	 DC voltage supplied by UMC16A BNC input jack or BIAS-T power inserter 
	 Power Consumption 	 1.075 W nominal (switching regulator) 
	 Compliance 	 CE EN55022 and EN50082-1:1998 
	 Dimensions 	 2.26 x 1.39 x 1.14" (5.74 x 3.53 x 2.9 cm) (not including BNCs) 
	 Weight 	 3.3 oz (93.55 g) 

 
 
      
 
 
 
 
     
	
        The user manual for the Lectrosonics UHF Filter/Amplifier Module 24-25 MHz UFM50-24-25 can be downloaded in .pdf
        format if it did not come with your new lecterns add-on accessories, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Lectrosonics users keep a unique electronic library
        for Lectrosonics lecterns add-on accessoriess,
        where you can use our link to download the user manual for the Lectrosonics UHF Filter/Amplifier Module 24-25 MHz UFM50-24-25.
        


        The user manual lists all of the functions of the Lectrosonics UHF Filter/Amplifier Module 24-25 MHz UFM50-24-25, 
        all the basic and advanced features and tells you how to use the lecterns add-on accessories.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Lectrosonics service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Lectrosonics UHF Filter/Amplifier Module 24-25 MHz UFM50-24-25. User manuals are also
        available on the Lectrosonics website under A/V Presentation  -  Lecterns, Podiums & Timers  -  Lecterns Add-On Accessories.
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Headset KX-TCA60 - Panasonic  KX-TCA60 Hands-Free Headset KX-TCA60
Posted by: Frances Kern
2024-04-01 06:38:26

HOW can I download instruction manual?  There does not appear to be a link on your website to do this.  Thanks....
FS3X user Manual  - DigiTech  FS3X Three-Function Foot Switch FS3X
Posted by: Brian Treece
2024-03-31 04:49:43

Please send link for manual...
Filter reset - Panasonic ET-ACF100 Filter For PT-D6000, PT-DW6300, ET-ACF100
Posted by: Colin
2024-03-30 07:23:35

The filter light is staying on orange after filter replacement… is there a sensor that is possibly malfunctioning that needs to be separately replaced?...
Canon Battery Charger 5L  - Canon  CB-5L Battery Charger 8478A002
Posted by: art.brion.spc
2024-03-30 00:37:50

Pls send me copy of Manual
...
Supports are slipping - LEVO LEVO G2 Deluxe iPad Floor Stand for All iPads, 33768
Posted by: Steph
2024-03-29 19:42:42

I’d had my Levo IPad Floor Stand for several years.  Recently when I extend 1 of the height posts, it slides back down.  Is there a way to fix this....
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