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        We recommend checking out our discussion threads on the Photo PC Pro Workstation Dual 8-Core with Avid and 12TB,
        which address similar problems with connecting and setting up Video Editing Workstations B&H Photo PC Pro Workstation.
        


        


        

        
        
      
	
        User manual for the Photo PC Pro Workstation Dual 8-Core with Avid and 12TB

        The user manual for the Photo PC Pro Workstation Dual 8-Core with Avid and 12TB provides
        necessary instructions for the proper use of the product Professional Video  -  Post Production  -  Video Editing Workstations.
        


        Within the Z Series, the Z840 K7P06UT Rackable Minitower Workstation from HP delivers extreme performance in a rackable minitower form factor. This model of the HP Z840 series of workstations does not come with a graphics card, which allows you to customize it with your own. Once a dedicated GPU is installed, the Z840 is designed for professionals who require high reliability and is well suited for tasks such as intensive graphics, 3D rendering, multimedia, and gaming, as well as science and engineering applications. The system is powered by a 2.4 GHz Intel Xeon E5-2630 v3 processor armed with 8 cores, which will allow you to run multiple applications simultaneously and provide significant performance gains when running multi-threaded tasks. If you need more power, the CPU can deliver extra performance by increasing the clock speed up to 3.2 GHz utilizing Intel's Turbo Boost 2.0 technology.

 The 8GB of 2133 MHz DDR4 ECC Registered RAM allows the computer to run multiple applications simultaneously and also to quickly access frequently-used files and programs. The current memory configuration is one 8GB module with an additional seven slots available for memory upgrades, making for a total of eight DIMM slots. As this RAM features ECC technology, it is able to help detect and correct the most common kinds of internal data corruption. This RAM is also registered and registered memory modules, also known as buffered memory modules, place less electrical loads on the memory controller and allow single systems to remain stable with more memory modules than they would have otherwise. 

 For long-term storage of your files, a 1TB 7200 rpm SATA hard drive offers ample space for storing your data. If you want to add external storage drives or other peripherals, the Z840 features eight USB 3.0 ports and two USB 2.0 ports. For users who wish to add additional components to the drive bays, the Z840 features four internal 3.5" drive bays and two external 5.25" drive bays. Whether you are listening to music, watching a movie, or playing a game, the integrated IDT 92HD94 audio controller outputs high definition audio and delivers higher fidelity than standard audio controllers.

 The Z840 Rackable Minitower K7P06UT Workstation is powered by a 850W power supply and includes a USB keyboard, a USB mouse, and a power cord. While the installed operating system is Windows 7 Professional (64-bit), a Windows 8.1 Professional (64-bit) license is included.

 B&H Photo is an authorized HP reseller with professional in-house technicians available for upgrades & installations on these workstations and laptops. Built with power and speed in mind, the Z Series is designed to enhance audio and video post-production workflows and more. Each HP Z series workstation or laptop features a range of top-tier processors and large RAM loadouts. The workstations are built with graphics flexibility in mind as well so that the end consumer can configure the graphics options to their needs, and each unit includes a 3/3/3 warranty - 3 years limited warranty for parts, 3 years limited warranty for labor, and 3 years of repairs performed at customer site for those parts not eligible for Customer Self Repair (CSR). For 24/7 customer service, please call 1-800-334-5144.        
      
	        
        If you own a B&H Photo PC Pro Workstation video editing workstations and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Photo PC Pro Workstation Dual 8-Core with Avid and 12TB in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Photo PC Pro Workstation Dual 8-Core with Avid and 12TB:
  Specifications
   	  HP Z840 K7P06UT Rackable Minitower Workstation
   	 Performance 
	 Processor 	 Intel Xeon E5-2630 v3 8-Core 
	 Base Clock Speed 	 2.4 GHz 
	 Max Boost Speed 	 3.2 GHz 
	 L3 Cache 	 20 MB 
	 System Bus 	 8 GT/s 
	 Chipset 	 Socket: FCLGA2011-3
Type: Intel C612 
	 Memory Slots 	 8 x DIMM 288-Pin 
	 Memory 	 Installed: 8 GB
Capacity: 256 GB 
	 Memory Type 	 1 x 8 GB PC4-17000 2133 MHz DDR4 SDRAM 
	 Graphics Card 	 None 

 	 Drives 
	 Hard Drive 	 Bays: 4x 3.5"
Installed: 1 TB (1x 1 TB 7200 rpm)
Type: SATA 
	 Optical Drive 	 SuperMulti DVD Burner 
	 Drive Bay Expansion 	 Quantity: 4
Size: 3.5"
Type: Internal
Quantity: 2
Size: 5.25"
Type: External 
	 PCI Expansion 	 Quantity: 2
Type: PCIe Gen 3 x16
Quantity: 1
Type: PCIe Gen 3 x8
Quantity: 1
Type: PCIe Gen 3 x4
Quantity: 1
Type: PCIe Gen 2 x4
Quantity: 1
Type: PCIe Gen 2 x1 

 	 Inputs/Outputs 
	 Ports 	 8 x USB 3.0 Type-A
2 x USB 2.0 Type-A
1 x DB-9 Serial
2 x PS/2 
	 Display 	 None 
	 Audio 	 1 x 1/8" (3.5 mm) Headphone Output
1 x 1/8" (3.5 mm) Microphone Input 
	 Flash Media Slot 	 None 

 	 Communications 
	 Network 	 2 x 10/100/1000 Mbps Gigabit Ethernet (RJ-45) 
	 Wi-Fi 	 None 
	 Bluetooth 	 None 

 	 Keyboard & Mouse 
	 Keyboard 	 Type: Full-Size
Features: Numeric Keypad 
	 Mouse 	 USB 

 	 General 
	 Operating System 	 Windows 7 Professional (64-bit) 
	 Power Supply 	 850 W 
	 Dimensions (WxHxD) 	 8.0 x 17.5 x 20.7" / 20.3 x 44.4 x 52.6 cm 
	 Weight 	 46.7 lb / 21.18 kg Exact weight depends upon configuration 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 28.0 x 24.0 x 18.0" 

 
 
 
 
	  HP Xeon E5-2630 v3 2.4 GHz 8-Core Processor
   	 Essentials 
	 Processor Number 	 2630V3 
	 Intel Smart Cache (L3 Cache) 	 20 MB 
	 L2 Cache 	 2 MB 
	 QuickPath Interconnect (QPI) 	 8 GT/s 
	 # of QPI Links 	 2 
	 Direct Media Interface 	 5 GT/s 
	 Instruction Set 	 64-bit 
	 Instruction Set Extensions 	 AVX 2.0 
	 Embedded Options Available 	 No 
	 Lithography 	 22 nm 
	 Scalability 	 2S 
	 VID Voltage Range 	 0.65 - 1.30 V 

 	 Performance 
	 Processor Type 	 Xeon 
	 # of Cores 	 8-Core (Octa-Core) 
	 Processor Base Frequency 	 2.4 GHz 
	 # of Threads 	 16 
	 Max Turbo Frequency 	 3.2 GHz 
	 TDP 	 85 W 

 	 Memory Specifications 
	 Processor Socket 	 FCLGA2011-3 
	 Max Memory Size 	 768 GB 
	 Memory Types 	 DDR4-1600/1866 
	 Max # of Memory Channels 	 4 
	 Max Memory Bandwidth 	 59 GB/s 
	 Physical Address Extensions 	 46-bit 
	 ECC Memory Supported 	 Yes 

 	 Expansion Options 
	 PCI Express Revision 	 3.0 
	 PCI Express Configurations 	 x4, x8, x16 
	 Max # of PCI Express Lanes 	 40 

 	 Package Specifications 
	 Max CPU Configuration 	 2 
	 TCASE 	 161.8°F / 72.1°C 
	 Sockets Supported 	 FCLGA2011-3 
	 Package Size 	 2.1 x 1.8" / 53.3 x 45.7 mm 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 9.3 x 9.3 x 6.5" 

 
 
 
 
	  Avid Media Composer (Perpetual, Download)
   	 Media 
	 Native Codec Support 	 Avid DNxHD 444
All DNxHD 444 Formats

Avid DNxHD
All DNxHD formats

Avid Compressed SD Resolutions
AVR (playback only)
 15:1s, 4:1s, 2:1s
 20:1, 10:1, 3:1, 2:1
35:1p, 28:1p, 14:1p, 3:1p, 2:1p
 4:1m, 10:1m, 3:1m(p), 8:1m(p)

Avid Proxy Formats
Interplay MPEG-2 proxy, MPEG-4 proxy, 720p H.264 proxy (transcode service only)

Canon XF
 50 Mb/s, 4:2:2

DV
 DV25 / DVCAM (25 Mb/s): 4:1:1 NTSC, 4:1:1 PAL, 4:2:0 PAL, 24p
DV50 (50 Mb/s)

 HDV
JVC HDV (19 Mb/s) 720p
 Sony HDV (25 Mb/s) 1080 @ 24p/25/50i/59.94i
 Canon HDV 1080 at 24p/50i/59.94i
 Native project formats: 1080i/59.94, 1080i/50, 720p/23.976 (with support for 24p material), 720p/25, 720p/29.97, 720p/50, 720/59.94
 Capture over IEEE-1394, edit, playback, export to file without timecode

 Ikegami GFCAM
 GFCAM 50 Mb/s
GFCAM 100 Mb/s

 JVC ProHD
 Microsoft VC-1: VC-1 (edit/playback on Intel Macs only)

 Panasonic AVC-Intra

 Panasonic DVCPRO (SD)
 DVCPRO 25 Mb/s
DVCPRO50 50 Mb/s

 Panasonic DVCPRO HD
 DVCPRO HD 100 Mb/s
AVC-Intra (baseband capture over HD-SDI requires AVC-Intra encoding module with Avid Nitris DX-sold separately)
Native project formats: 1080i/59.94, 1080i/50, 720p/59.94, 720p/50, 720p/25, 720p/23.976

 ProRes
 ProRes encode (Mac only) and decode
Full metadata support

 Sony XDCAM (SD)
 DV 25 Mb/s
IMX30 30 Mb/s
 IMX40 40 Mb/s
IMX50 50 Mb/s
 Full ancillary data support through AMA

 Sony XDCAM EX
 MPEG 25 Mb/s CBR
MPEG 35 Mb/s VBR
Full ancillary data support through AMA

 Sony XDCAM HD
 MPEG 18 Mb/s VBR
 MPEG 25 Mb/s VBR
 MPEG 25 Mb/s CBR
MPEG 35 Mb/s VBR
MPEG 50 Mb/s CBR
 MPEG-4 Proxies
Full ancillary data support through AMA 
	 Supported A/V Plug-In Formats 	 Audio
 RTAS (Real-Time AudioSuite)
 AudioSuite

 Video
 AMA (Avid Media Access)
 AVX 2 (Avid Video Extension) 
	 Uncompressed SD and HD Video 	 SD
 1:1 interlaced 8/10-bit
 1:1 progressive 8/10-bit

 HD
 1:1 8/10-bit
 YUV 4:2:2
 RGB 4:4:4 (via dual link HDSDI) 
	 File-Based Support 	 ARRI ALEXA MXF
 
 AVCHD
 Full native direct access to AVCHD media and metadata
 Native editing of all listed formats
 
 Canon XF
 Full native direct access to Canon XF media and metadata
 Native editing of all listed formats (see "Native Codec Support")
 
 Ikegami GFCAM
 Supports MXFand OP-Atom Wrapper
 Full native direct access to GFCAM material and metadata
 Native GFCAM editing of all listed formats (see "Native Codec Support")
 Direct edit of GFCAM media from GFPAK cards or disk drive
 
 JVC ProHD
 
 MXF
 Full native direct access to MXF media and metadata
 Native editing of all formats
 
 Panasonic P2
 Supports MXF and OP-Atom Wrapper Full native direct access to P2 media and metadata
 Native DVCPRO HD and AVC-Intra editing of all listed HD formats
 Direct edit of P2 media from cards or disk drive
 Support for P2 Store
 Write-back of finished program to P2 media (Windows only)
 
 QuickTime
 Full native direct access to QuickTime media and metadata (including Canon 5D and 7D media)
 Full native ProRes encode (Mac only) and decode support
 Native editing of all listed formats (see "Native Codec Support")
 Direct edit of QuickTime movie files
 
 RED
 Full native direct access to RED (.R3D) media and metadata (frame size scaled to HD)
 Full native direct access to RED ONE, EPIC, SCARLET-X (5K/4.5K/3K2K RAW, 1080p RGB, and 720p RGB) material
 Native editing of all listed formats
 Direct edit of RED (.R3D) files from a RED-FLASH card or RED-DRIVE
 
 Sony HDCAM SR / HDCAM SR Lite / HDCAM SR-SQ
 Full native direct access to HDCAM SR Lite media and metadata
 Native editing of all listed HD data rates (see "Native Codec Support")
 
 Sony XDCAM / XDCAM EX / XDCAM HD / HD420
 Supports MXF and OP-1A Wrappers for all but XDCAM EX; XDCAM EX supports MP4 wrapper
 Full native direct access to XDCAM media and metadata
 Support for optical media and SxS cards
 Native editing of all listed SD and HD data rates (see "Native Codec Support")
 Full ancillary data support
 Import via File Access Mode (FAM) over IEEE-1394
 Ingest via FTP client over Ethernet
 Play-out and Write-back of finished program to XDCAM media 

 	 System Requirements 
	 Software 	 Avid Media Composer 6.5 or later. 
	 Computer 	 Avid-qualified Windows- or Mac-based computer. 
	 Operating System 	 Windows 7 Professional SP1 (64-bit), Windows 8 Professional or Enterprise (64-bit)
Mac OS X Lion and Mountain Lion (64-bit).

 Note: Avid does not supply support for non-Avid-qualified systems. 
	 Processor 	 Intel Quad Core i7 or Quad Core Xeon processor 
	 Memory 	 4 GB RAM minimum (6+ GB recommended)
8 GB RAM minimum required to support Interplay Sphere, background transcoding, and Dynamic Media Folders
16+ GB RAM recommended to support full-frame stereoscopic 3D, simultaneous background transcoding, Dynamic Media Folders, FrameFlex 4 K workflows, Raw format AMA plug-ins, Long GOP media editing, and other high-performance workflows 
	 Graphics Card 	 Mac
 Nvidia GeForce family (recommended), Intel HD4000, or ATI Radeon family (as supported by Apple)

 Windows
 NVIDIA Quadro FX family3 (Q600 or higher recommended), Intel HD4000     NVIDIA cards are recommended; full-screen playback requires a minimum of 128 MB of graphics memory.
 
 
  
	 Internal Hard Drive 	 Minimum 250 GB, 7,200 rpm SATA drive or 128 GB SSD 
	 Compatibility 	 QuickTime: Avid has tested and qualified Apple QuickTime X for Mac users and QuickTime 7.6.9 for Windows users
Windows Media Player: Microsoft Windows Media Player 11 is required to export certain formats and to work with VC-1 material 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 7.0 x 7.0 x 0.5" 

 
 
 
 
	  Blackmagic Design DeckLink Studio 4K Capture & Playback Card
   	 SDI Video Input 	 1 x 10-bit 6G-SDI via BNC Connector
 
 Supports 6 Gb/s 4:2:2 and 3 Gb/s 4:4:4 
	 SDI Video Output 	 1 x 10-bit 6G-SDI via BNC Connector
 
 Supports 6 Gb/s 4:2:2 and 3 Gb/s 4:4:4 
	 Analog Video Input 	 Via included breakout cable:
 1 x Component YUV on three BNC connectors (HD and SD)
 1 x Composite
 1 x S-Video 
	 HDMI Video Input 	 1 x HDMI Type A 
	 HDMI Video Output 	 1 x HDMI Type A 
	 SDI Audio Input 	 16 Channels embedded in HD, 2K, and 4K; 8 Channels embedded in SD 
	 SDI Audio Output 	 16 Channels embedded in HD, 2K, and 4K; 8 Channels embedded in SD 
	 HDMI Audio Input 	 8 Channels embedded 
	 HDMI Audio Output 	 8 Channels embedded 
	 Analog Audio Input 	 4 Channels of professional balanced analog audio via 1/4" jack connectors (via included breakout cable) 
	 Analog Audio Output 	 4 Channels of professional balanced analog audio via 1/4" jack connectors (via included breakout cable)
 Channels 3 & 4 can switch to AES/EBU outputs 
	 AES/EBU Audio Input 	 2 Channels unbalanced with sample rate converter (via included breakout cable) 
	 AES/EBU Audio Output 	 2 Channels unbalanced (via included breakout cable)
 Analog outputs 3 and 4 can switch to AES/EBU outputs for audio 3 & 4 and 5 & 6 output, for a total of 6 AES/EBU output audio channels 
	 Sync Input 	 Blackburst in SD, 720p50, 720p59.94, 1080i50 and 1080i59.94 formats or Tri-Sync in any HD, 2K, or 4K format 
	 Device Control 	 RS-422 deck control port (Sony-compatible)
 Serial ports TxRx direction reversible under software control 
	 Computer Interface 	 PCI Express 4 lane generation 2, compatible with 4, 8, and 16 lane PCIe slots 
	 Codecs Supported 	 AVC-Intra, AVCHD, Canon XF MPEG2, Digital SLR, DV-NTSC, DV-PAL, DVCPRO50, DVCPROHD, DPX, HDV, XDCAM EX, XDCAM HD, XDCAM HD422, Apple ProRes 4444, Apple ProRes 422 (HQ), Apple ProRes 422, Apple ProRes (LT), Apple ProRes 422 (Proxy), Uncompressed 8-bit 4:2:2, Uncompressed 10-bit 4:2:2, Uncompressed 10 bit 4:4:4 
	 Format Support 	 SD
 625/25 PAL
 525/29.97 NTSC
 
 HD
 720p 50/59.94/60
 1080i 50/59.94/60
 1080PsF 23.98/24/25/29.97/30
 1080p 23.98/24/25/29.97/30/50/59.94/60
 
 2K
 2048x1080p 23.98/24/25
 
 4K
 3840x2160p 23.98/24/25/29.97/30
 4096x2160p 23.98/24/25 
	 SDI Compliance 	 SMPTE 259M, SMPTE 292M, SMPTE 296M SMPTE 372M, SMPTE 425M, ITU-R BT.656, and ITU-R BT.601 
	 SDI Metadata Support 	 VITC read for 3:2 pulldown removal
 VANC capture and playback using up to 3 lines of video in file
 HD RP188
 Closed captioning 
	 Audio Sampling 	 24-bit, 48 kHz 
	 Video Sampling 	 4:2:2 and 4:4:4 (4K is 4:2:2) 
	 SDI Color Precision 	 10-bit 
	 Color Space 	 REC 601, REC 709 
	 HDMI Configuration 	 HDMI automatically configures to connected display 
	 HDMI Resolution 	 Pixel-for-pixel up to 4K resolutions 
	 HDMI Color Precision 	 8-bit RGB, 10-bit YUV 
	 HDCP Compatible 	 No. HDMI input is unable to capture from copy protected HDMI sources. Always confirm copyright ownership before capture or distribution of content. 
	 Multiple Rate Support 	 SDI video connections are switchable between SD, HD, 3G, and 6G formats 
	 Colorspace Conversion 	 Hardware based, real-time 
	 HD Down Conversion 	 Built in, high quality hardware down converter outputs HD-SDI on SDI output, SD on SD-SDI, Composite and S-Video outputs when working in HD video formats on playback. Switch analog video to Component and choose HD or SD output. Selectable between letterbox, anamorphic 16:9 and center cut 4:3 styles. 
	 HD Up Conversion 	 Built in, high quality hardware up-conversion from SD to 720HD or 1080HD on playback. Selectable between 4:3 pillarbox, 14:9 pillarbox and 16:9 zoom. HD outputs via HD-SDI, HDMI and component analog. 
	 Cross Conversion 	 Built-in, high-quality hardware cross conversion from 1280x720 to 1920x1080 and 1920x1080 to 1280x720 on playback 
	 Real-Time Effects 	 Apple Final Cut Pro internal effects
 Adobe Premiere Pro CC Mercury Playback Engine effects
 Avid Media Composer internal effects
 Blackmagic Design DaVinci Resolve 
	 Supported Operating Systems 	 Mac OS X 10.8 Mountain Lion, Max OS X 10.9 Mavericks or later
 Windows 7 or Windows 8
 Linux 
	 Supported Applications 	 Apple Final Cut Pro X, Adobe Premiere Pro CC, Avid Media Composer, Adobe After Effects, Nuke - The Foundry, DaVinci Resolve, Avid Pro Tools, Steinberg Cubase, Autodesk Smoke, Adobe Photoshop, Steinberg Nuendo, Avid Symphony, Avid News Cutter, Tools On Air just:in & live:cut & just:play & just:live, Softron OnTheAir, MovieRecorder and OnTheAir CG, Flash Media Encoder, Wirecast, Livestream Procaster, Resolume Avenue 4, Sony Vegas Pro, Corel VideoStudio Pro X4, CyberLink Power Director, MAGIX Video Pro X4, Vidcaster Pro & Studio & Broadcast, Uniplay, Playbox AirBox, CasparCG, Magicsoft CG, Xsplit Broadcaster, Imagine Communications Velocity & InfoCaster 
	 Software Included 	 Media Express, Disk Speed Test, LiveKey, Blackmagic System Preferences and Blackmagic driver on Mac OS X
 
 Media Express, Disk Speed Test, LiveKey, Blackmagic Control Panel and Blackmagic driver on Windows 7 and Windows 8
 
 Media Express, Blackmagic Control Panel and Blackmagic driver on Linux 
	 Internal Software Upgrade 	 Firmware built into software driver; loaded at system start or via updater software 
	 EMC certifications 	 FCC, CE and C-Tick 
	 Operating Temperature 	 32 to 104° F (5 to 40°C) 
	 Storage Temperature 	 -4 to 113°F (-20 to 45°C) 
	 Relative Humidity 	 0 to 90%, non-condensing 
	 Length 	 5.55" (14.10 cm) 
	 Weight 	 5.9 oz (167.3 g) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 7.0 x 5.5 x 3.5" 

 
 
 
 
	  Promise Technology 12TB Pegasus2 R6 Thunderbolt 2 RAID Storage Array
   	 Capacity 	 12 TB 
	 Ports 	 2 x Thunderbolt 2 
	 Bays 	 6 x 3.5" SATA Drive Bays 
	 Transfer Rate 	 Not Specified By Manufacturer 
	 Array Type 	 Direct Attached Storage 
	 RAID Levels 	 0, 1, 5, 6, 10, 50 
	 Daisy Chain 	 Up to six Thunderbolt 2 devices 
	 System Requirements 	 Mac OS X 10.8.5 or higher 
	 Dimensions (HxWxL) 	 9.9 x 9.6 x 7.3" (25.1 x 24.4 x 18.5 cm) 
	 Weight 	 20.1 lb (9.1 kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 16.5 x 15.2 x 12.2" 

 
 
 
 
	  HP NVIDIA Quadro K4200 4GB GDDR5 Graphics Card (Promo)
   	 Performance 
	 GPU 	 Quadro K4200 
	 Stream Processors (CUDA Cores) 	 1344 
	 Memory 	 4 GB 
	 Memory Type 	 GDDR5 
	 Memory Interface 	 256-bit 
	 Memory Bandwidth 	 173 GB/s 

 	 Connectivity 
	 Outputs 	 1 x DVI-I dual-link
 2 x DisplayPort (DP 1.2 and audio support) 
	 Maximum Resolution 	 DisplayPort (Direct Connection): 3840 x 2160 at 60 Hz
 DVI-I DL: 2560 x 1600 at 60 Hz
 DVI-I SL: 1920 x 1200 at 60 Hz 
	 Number of Displays Supported 	 Direct: 3
 MST: 4 when using the DisplayPort output(s) and separately available MST hubs 
	 HDCP Support 	 Yes 
	 Quadro Sync Support 	 Yes 

 	 System Requirements 
	 Software 	 Windows: 8.1, 8, 7
 Linux 

 	 Feature Support 
	 Supported APIs 	 Graphics: Shader Model 5.0, OpenGL 4.4, DirectX 11
 Compute: CUDA, DirectCompute, OpenCL 
	 NVIEW Support 	 NVIDIA Mosaic: Supported on Windows 8.1, 8, 7, and select Linux distributions
 NVIDIA 3D Vision and 3D Vision Pro: Via USB connection to 3D Vision hub 

 	 General 
	 Host Interface 	 PCIe 2.0 x16 
	 Thermal Solution 	 Active fansink 
	 Power Consumption 	 Maximum: 108 W 
	 Form Factor 	 Single-slot 
	 Dimensions 	 4.4 x 9.5" / 11.1 x 24.1 cm 
	 Weight 	 Not specified by manufacturer 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 16.772 x 8.583 x 3.386" 

 
 
 
 
	  HP Thunderbolt-2 PCIe 1-Port I/O Card
   	 Transfer Rate 	 Up to 20 Gb/s (20,000 Mb/s) 
	 External Connectors 	 1x Thunderbolt 2 20-Pin
1x DisplayPort In (for Thunderbolt video output) 
	 Internal Connectors 	 1x 5-Pin header 
	 Host Interface 	 PCI Ecpress (PCIe) 
	 Form Factor 	 Plug-in card 
	 Operating System Requirements 	 Windows 7 Professional (64-bit), 8.1 (64-bit) 
	 Hardware Requirements 	 Intel i5 series or higher processor
128 MB RAM
1 GB Hard Drive
Available PCIe slot 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 10.0 x 8.1 x 2.7" 

 
 
 
 
	  Samsung 512GB 850 PRO Series SATA 2.5" SSD
   	 Capacity 	 512 GB 
	 Interface 	 SATA III 6 Gb/s 
	 Form Factor 	 2.5" 
	 Controller 	 Samsung 3-Core MEX Controller 
	 NAND Flash 	 Samsung 32 layer 3D 2-bit V-NAND 
	 Sequential Read Speed 	 Up to 550 MB/s 
	 Sequential Write Speed 	 Up to 520 MB/s 
	 Read Performance 	 4 kB Random Reads (QD32): up to 100,000 IOPS
 4 kB Random Reads (QD1): up to 10,000 IOPS 
	 Write Performance 	 4 kB Random Writes (QD32): up to 90,000 IOPS
 4 kB Random Writes (QD1): up to 36,000 IOPS 
	 TRIM Support 	 Yes (requires OS support) 
	 RAID Support 	 Yes (with RAID controller) 
	 Encryption 	 Yes, Class 0 (256-Bit AES), TCG/Opal v2.0, MS eDrive (IEEE1667) 
	 Standard Operating Voltage 	 5 V ± 5% 
	 Power Consumption 	 Active Reads: 3.3 W (max)
 Active Writes: 3.0 W (max)
 Idle: 0.4 W (max) 
	 Device Sleep 	 Yes (2 mW) 
	 Reliability (MTBF) 	 2 million hours 
	 Reliability (TBW) 	 150 TBW / 80 GB 
	 Annualized Failure Rate (AFR) 	 0.45% 
	 Uncorrectable Bit Error Rate 	 1 sector per 1017 bits read 
	 Environmental Requirements 	 Temperature: 32 to 158°F / 0 to 70°C 
Humidity: 5 to 95%, non-condensing 
	 Data Retention 	 1 year power-off once SSD reaches rated write endurance at 104°F / 40°C 
	 Hardware Compatibility 	 Windows 8 (32 & 64-bit), 7 (32 & 64-bit), Vista, XP, Mac OSX, Linux 
	 Software Compatibility 	 Windows 8 (32 & 64-bit), 7 (32 & 64-bit), Vista SP1 and above, XP SP2 and above, Server 2008 (32 & 64-bit), Server 2003 with SP2 and above (32 & 64-bit) 
	 Dimensions (WxHxD) 	 3.94 x 2.75 x 0.27" / 100.08 x 69.85 x 6.86 mm 
	 Weight 	 0.14 lb / 63.5 g 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 5.7 x 5.6 x 0.7" 

 
 
 
 
	  3 x Crucial 8GB 288-Pin RDIMM DDR4 PC4-17000 Memory Module
   	 Memory Size 	 1 x 8 GB 
	 Memory Speed 	 DDR4 PC4-17000 
 DDR4-2133 MT/s 
	 Interface 	 288-pin 
	 Form Factor 	 RDIMM 
	 Memory Specifications 	 Registered 
 Single ranked 
 x4 based 
 1024 Meg x 72 
	 Memory Voltage 	 1.2 V 
	 CAS Latency 	 15 
	 ECC 	 Yes 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 6.3 x 1.7 x 0.4" 

 
 
 
 
	  Icy Dock FLEX-FIT Trio 2 x 2.5" HDD/SSD to 5.25" Bracket + 3.5" Bay (Black)
   	 Material 	 Plastic 
	 Drive Fit 	 1 x 3.5" device or hard drive
 2 x 2.5" IDE/SATA SSDs/HDDs (0.3 to 0.4" (7 to 9.5 mm)) 
	 Device Fit 	 1 x 5.25" half height device bay 
	 Compatibility 	 3.5" hard drives
 3.5" USB 3.0 hub
 3.5" multimedia card readers
 3.5" HDD/SSD mobile racks and 3.5" HDD/SSD brackets 
	 Dimensions (L x W x H) 	 5.8 x 1.6 x 6.7" (148.5 x 41.3 x 170.0 mm) 
	 Weight 	 4.1 oz (115.0 g) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 7.48 x 6.221 x 2.205" 

 
 
 
 
	  HP 15-in-1 USB 3.0 5.25/3.25" Internal Media Card Reader
   	 Interface 	 USB 3.0 (backwards compatible with USB 2.0) 
	 Form Factor 	 5.25" / 3.5" Internal 
	 Compatible Operating Systems 	 Windows 8.1 (64-bit), 8 Pro (64-bit), 8 (64-bit), 7 Ultimate (32 and 64-bit), 7 Professional (32 and 64-bit), 7 Home Basic, 7 Home Premium (32 and 64-bit), Vista Business 64 and 32, Vista Home Basic 32, XP Professional, XP Home 32

 No driver is required for this device. Native support is provided by the operating system 
	 Dimensions 	 4.9 x 4.0 x 1.0" / 12.4 x 10.2 x 2.5 cm 
	 Weight 	 0.35 lb / 0.16 kg 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 10.158 x 8.347 x 4.016" 

 
 
 
 
	  LogicKeyboard Avid Media Composer Slim Line PC Keyboard
   	 Supported Host Applications 	 Avid Media Composer 

 	 Interface 
	 USB 	 Yes 
	 PS2 	 No 

 	 General 
	 Dimensions 	 Not Specified by Manufacturer 
	 Weight 	 Not Specified by Manufacturer 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 18.6 x 7.7 x 1.4" 

 
 
 
 
	  Pearstone 18" 7-pin Internal Serial ATA Cable (Red)
   	 Cable Type 	 Serial ATA / SATA 
	 Connector 1 	 7-pin Serial ATA male 
	 Connector 2 	 7-pin Serial ATA male 
	 Length 	 18.0" (45.7 cm) 
	 Supported Transfer Speed 	 Up to 6 Gbps 
	 Standards Certification 	 UL, RoHS 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 7.0 x 4.0 x 0.8" 

 
 
 
 
	  Kanex Thunderbolt Cable (Black, 6.6')
   	 Length 	 6.6' (2.0 m) 
	 Connectors 	 Thunderbolt male to Thunderbolt male 
	 Data Transfer Rate 	 20 Gbps 
	 Compatibility 	 Apple computers released in 2011 and later:
 Mac Mini
 iMac
 Macbook Air
 Macbook Pro
 Compatible with all Thunderbolt devices 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 6.3 x 4.4 x 0.6" 
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        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other B&H Photo PC Pro Workstation users keep a unique electronic library
        for B&H Photo PC Pro Workstation video editing workstationss,
        where you can use our link to download the user manual for the Photo PC Pro Workstation Dual 8-Core with Avid and 12TB.
        


        The user manual lists all of the functions of the Photo PC Pro Workstation Dual 8-Core with Avid and 12TB, 
        all the basic and advanced features and tells you how to use the video editing workstations.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from B&H Photo PC Pro Workstation service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Photo PC Pro Workstation Dual 8-Core with Avid and 12TB. User manuals are also
        available on the B&H Photo PC Pro Workstation website under Professional Video  -  Post Production  -  Video Editing Workstations.
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