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        We recommend checking out our discussion threads on the PreSonus  32-Input Digital Mixing System Kit,
        which address similar problems with connecting and setting up Digital Mixers PreSonus.
        


        


        

        
        
      
	
        User manual for the PreSonus  32-Input Digital Mixing System Kit

        The user manual for the PreSonus  32-Input Digital Mixing System Kit provides
        necessary instructions for the proper use of the product Pro Audio  -  Recording  -  Digital Mixers.
        


        The Presonus 32-Input Digital Mixing System Kit from B&H comes with everything you need to start building a digital mixing rig for live sound reinforcement, recording, and similar applications. It comes with the StudioLive 16.4.2AI 16-Input Digital Console, StudioLive RM16AI 16-Input Rackmount Unit, and the SL-AVB-MIX AVB Interface Option Card.        
      
	        
        If you own a PreSonus digital mixers and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the PreSonus  32-Input Digital Mixing System Kit in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the PreSonus  32-Input Digital Mixing System Kit:
  Specifications
  
 
   	  PreSonus StudioLive 16.4.2AI Digital Recording Console with Active Integration
   	 Preamp 
	 Number of Channels 	 16 
	 Type 	 Balanced XLR female 
	 Frequency Response 	 To Direct Output: 20 to 40,000 Hz at ± 0.5 dBu 
To Main Output: 20 to 20,000 Hz at ± 0.5 dBu 
	 Input Impedance 	 1 kΩ 
	 THD 	 To Direct Output: To Main Output:  
	 EIN 	 +125 dB un-weighted, +130 dB A-weighted 
	 S/N Ratio 	 To Direct Output: 105 dB 
To Main Output: 94 dB 
	 Common Mode Rejection 	 +65 dB 
	 Gain Control 	 -15 dB to +65 dB (± 1 dB) 
	 Maximum Input Level 	 +22 dBu 
	 Phantom Power 	 +48 VDC 

 	 Line Inputs 
	 Type 	 1/4" TRS Female, balanced mono 
	 Frequency Response 	 To Direct Outputs: 10 to 40,000 Hz at 0/-0.5 dBu 
To Main Outputs: 20 to 20,000 Hz at ± 0.5 dBu 
	 Input Impedance 	 10 kΩ 
	 THD 	 To Direct Output: To Main Output:  
	 S / N Ratio 	 To Direct Output: 105 dB 
To Main Output: 94 dB 
	 Gain Control 	 -20 dB to +20 dB 
	 Maximum Input Level 	 +22 dBu 

 	 Tape 
	 Type 	 Inputs: Balanced mono 1/4" TRS female 
	 Maximum Input Level 	 +22 dBu 

 	 AUX Section 
	 Input 	 Inputs: 2 x Stereo balanced 1/4" TRS pairs 
	 Maximum Input Level 	 +18 dBu 

 	 Outputs 
	 Type 	 Main Outputs: 2 x balanced stereo XLR male
2 x balanced stereo 1/4" TRS female
1 x balanced mono XLR male 

Aux:1 x balanced mono 1/4" TRS female 

Subgroup:4 x balanced mono 1/4" TRS female 

Tape: 2 x unbalanced stereo RCA Female (pair)

Control room:2 x balanced stereo 1/4" TRS female (pair) 
	 Output Level 	 Main Outputs: +24 dBu 

Aux: +18 dBu

Subgroup: +18 dBu

Tape: +18 dBu

Control Room: +18 dBu 
	 Output Impedance 	 Main Outputs: 100Ω 

Aux: 100Ω

Tape: 100Ω

Control Room: 100Ω 
	 Crosstalk 	 Input to Output: -90 dBu
Adjacent Channels: -87 dBu 

 	 Processing 
	 A/D Converter 	 Burr Brown 
	 D/A Converter 	 Burr Brown 
	 DSP 	 OMAP L138 processor 
	 Gate 	 Key listen: 2nd-order resonant bandpass
Q = 0.7
Off, 40 to 16,000 Hz

Threshold Range: -84 dB to 0 dB 

Gate Attenuation Range: -84 dB to 0 dB / infinity 

Attack Time: 0.02s to 500 ms/ 0.5 ms 

Release Time: 005 to 2 s

Expander Attenuation Range: 2:1 
	 Limiter 	 Threshold: -56 dB to 0 dB/-28 dBFS
Ratio: ∞:1
Attack: 20 ns
Hold: 10 ms
Release: 20 ms 
	 Compressor 	 Threshold Range: -56 to 0 dB
Ratio: 1:1 to 14:1
Attack Time: 0.2 to 150 ms
Release Time: 40 to 1000 ms 
Auto Attack: 10 ms
Auto Release: 150 ms
Curve Types: Hard and soft knee 
	 Equalizer 	 Semi-Parametric
Type: 2nd-order shelving filter (Q = 0.55)
 Low (lowpass or bandpass): 36 to 465 Hz ± 15 dB
Low Mid: 90 to 1,200 Hz ±15 dB 
High Mid: 380 to 5,000 HZ ±15 dB 
	 Graphic EQ 	 31-Band 1/3 Octave Controls: Curve-fitting algorithm
Gain/Attenuation: ±15 dB 

 	 Digital Audio 
	 ADC Dynamic Range 	 A-Weighted at 48,000 Hz: 118 dB 
	 DAC Dynamic Range 	 A-Weighted at 48,000 Hz: 118 dB 
	 Firewire 	 S800 at 800 Mb/s 
	 Internal Processing 	 32-bit, floating point 
	 Sampling Rate 	 44,100 and 48,000 Hz 
	 Resolution 	 24 bit 
	 Reference Level 	 +18 dBu 

 	 Clock 
	 Jitter 	  
	 Attenuation 	 >60 dB (1 ns in approximately 1 ps out) 

 	 Environmental 
	 Connector 	 IEC 
	 Input Voltage Range 	 100 to 230 V at 50 to 60 Hz 
	 Power Requirements 	 200 W 
	 Temperature Range 	 32 to 104°F (0 to 40°C) 
	 Network Connectivity 	 1 x Ethernet port for connecting to a network switch
1 x USB 2.0 port with Wi-Fi LAN adapter (included) 

 	 Computer Requirements 
	 General 	 For Virtual StudioLive

PreSonus Universal Control 1.5.3 or later
IEEE 1394 FireWire 800 port
Internet connection recommended 
DVD-ROM drive
Internal or External 7200 RPM storage drive highly recommended 
Monitor with 1024 x 768 resolution 
	 Windows 	 Windows Vista x64/x86 SP2, Windows 7 x64/x86 SP1, Windows 8 x64/x86
Intel Core Duo or AMD Athlon X2 processor (Intel Core 2 Duo or AMD Athlon X4 or better recommended)
2 GB RAM (4 GB or more recommended) 
	 Mac 	 Mac OS X 10.6.8 or later
Intel Core Duo processor (Intel Core 2 Duo or Core i3 or better recommended)
2 GB RAM (4 GB or more recommended) 

 	 Physical 
	 Dimensions (L x W x D) 	 22.35 x 17.22 x 6.90" (56.8 x 43.74 x 17.53 cm) 
	 Weight 	 23.0 lb (10.4 kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 32.0 x 26.0 x 13.0" 

 
 
 
 
	  PreSonus StudioLive RM16AI 16-Input Rackmount Digital Mixing System
   	 Computer System Requirements 	 Minimum computer-system requirements for UC Surface:Mac
Mac OS X 10.8 64-bit or later
Intel Core 2 Duo processor (Intel Core i3 or faster recommended)
4 GB RAM (8 GB or more recommended)
 
Windows
Windows 7 x64/x86 SP1, Windows 8 x64/x86
Intel Core 2 Duo processor (Intel Core i3 or faster recommended)
4 GB RAM (8 GB or more recommended)
 
Mac and Windows Systems
Wired or wireless network connection
Internet connection
 
For Capture and Studio One:
FireWire S800 (IEEE 1394b) port
Internal or external 7200 RPM storage drive highly recommended
Monitor with 1280x800 resolution
  

	 Mic Preamps 	 Input Type: XLR Female, balanced, lockingFrequency Response to Direct Output (at unity gain): 20 - 40 kHz, ±0.5 dBu
Frequency Response to Main Output (at unity gain): 20 - 20 kHz, ±0.5 dBu
Input Impedance: 1 kΩ
THD to Main Output (1 kHz at unity gain): 0.005%, +4 dBu, 20 - 20 kHz, unity gain, unweighted
S/N Ratio to Main Output (Ref = +4 dB, 20 kHz BW, unity gain, A-weighted): 94 dB
Common Mode Rejection Ratio (1 kHz at unity gain): 65 dB
Gain Control Range (±1 dB): 0 dB to +65 dB
Maximum Input Level (unity gain): +12 dBu
Phantom Power (±2 VDC): 48 VDC, switchable per channel
  

	 Stereo Tape Inputs/Type 	 Type: RCA Female, unbalanced (stereo pair)Maximum Input Level: +12 dBu
  

	 Main Outputs 	 Type: XLR Male, balancedRated Output Level: +24 dBu
Output Impedance: 100Ω
  

	 Mix Outputs 	 Type: XLR Male, balancedRated Output Level: +24 dBu
Output Impedance: 100Ω 
  

	 Headphone Output 	 Type: 1/4” TRS Female, active stereoMaximum Output: 120 mW/ch. @ 60Ω load
Frequency Response: 20 Hz – 20 kHz (± 0.5 dB)
THD+N: 0.01%, 1 kHz, max gain, 20 Hz BW, unweighted
S/N Ratio: 96 dB, 1 kHz, max gain, 20 Hz BW, unweighted
  

	 Crosstalk 	 Input to Output: -90 dB (Ref = +4 dBu 20 - 20 kHz, unweighted)Adjacent Channels: -87 dB (Ref = +4 dBu 20 - 20 kHz, unweighted)
 
  

	 Noise Gate / Expander 	 Threshold Range: -84 dB to 0 dBAttack Time: 0.02 s to 500 ms / 0.5 ms
Release Time: 0.05 to 2 s
Expander Attenuation Range: 2:1 (fixed)
Noise Gate Attenuation Range: -84 to 0 dB
Key Filter: 2nd-order, resonant bypass; Q=0.7
Key Listen: Off, 40 Hz to 16 kHz
  

	 Compressor 	 Threshold Range: -56 to 0 dBRatio: 1:1 to 14:1
Attack Time: 0.2 to 150 ms
Release Time: 40 to 1,000 ms
Auto Attack and Release: Attack = 10 ms, Release = 150 ms
Curve Types: hard and soft knee
  

	 Limiter 	 Threshold: -56 to 0 dB / -28 dBFSRatio: ∞:1
Attack: 20 ms
Hold: 10 ms
Release: 20 ms
 
  

	 Parametric Equalizer 	 Type: 2nd-order shelving ﬁlterLow (Lowpass or Bandpass): 36 to 465 Hz, ±15 dB
Low Mid (Bandpass): 90 Hz to 1.2 kHz, ±15 dB
High Mid (Bandpass): 380 Hz to 5 kHz, ±15 dB
High (Highpass or Bandpass): 1.4 kHz to 18 kHz, ±15 dB
Q (sweepable for each band): 0.1 to 4 / Low Q= 0.55, Hi Q=2.0
  

	 Graphic EQ 	 31-Band 1/3-Octave Controls: center frequencies (Hz) - 20, 25, 32, 40, 50, 63, 80, 100, 125, 160, 200, 250, 320, 400, 500, 640, 800, 1k, 1.3k, 1.6k, 2k, 2.5k, 3.2k, 4k, 5k, 6.4k, 8k, 10k, 13k, 16k, 20k
 Each band has a constant QGain/Attenuation: ±15 dB
  

	 Digital Audio 	 ADC Dynamic Range: 118 dB (A-weighted, 48 kHz)DAC Dynamic Range: 118 dB (A-weighted, 48 kHz)
FireWire: S800, 800 Mb/s
S/PDIF Output: RCA Female
Internal Processing: 32-bit, ﬂoating point
Sampling Rate: 44.1, 48, 88.2, 96 kHz
A/D/A Bit Depth: 24
Reference Level for 0 dBFS: +18 dBu
  

	 Clock 	 Type: JetPLLJitter: <20 ps RMS (20 Hz - 20 kHz)
Jitter Attenuation: >60 dB (1 ns in, 1 ps out)
 

	 Power and Thermal 	 Connector: IECInput-Voltage Range: 90 to 240 VAC
Power Requirements (continuous): 200W
Recommended Ambient Operating Temperature: 32˚ to 104˚F (0˚ to 40˚C)
 

	 Physical 	 5.25 x 19 x 10.5" (13.34 x 48.26 x 26.67 cm) 
	 Weight 	 19 lb (8.62 kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 22.0 x 15.0 x 11.0" 

 
 
 
 
	  PreSonus SL-AVB-MIX AVB Interface Option Card for StudioLive AI Mixer
   	 Compatibility 	 Mixers:
 StudioLive 16.4.2AI, AI Console mixer
 StudioLive 24.4.2AI, AI Console mixer
 StudioLive 32.4.2AI, AI Console mixer
 StudioLive RM32AI, AI RM Mixer
 StudioLive RM16AI, AI RM Mixer

 AVB Switch:
 Netgear GS716Tv3 16-port
 Netgear GS724v4 24-port
 Netgear GS748Tv5 48-port
 MOTU
 Extreme Networks Summit X440-8t 
	 Connectors 	 1 x RJ45, AVB network port
 1 x SPDIF, output port
 2 x FireWire 800, port 
	 Compliance 	 IEEE 802.1, AVB Ethernet 
	 Dimensions 	 2.8 x 5.7 x 11.2" (7.0 x 14.5 x 28.4 cm) 
	 Weight 	 0.75 lb (340 g) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 11.5 x 5.9 x 3.3" 

 
 
 
 

 
 
 
      
 
 
 
 
     
	
        The user manual for the PreSonus  32-Input Digital Mixing System Kit can be downloaded in .pdf
        format if it did not come with your new digital mixers, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other PreSonus users keep a unique electronic library
        for PreSonus digital mixerss,
        where you can use our link to download the user manual for the PreSonus  32-Input Digital Mixing System Kit.
        


        The user manual lists all of the functions of the PreSonus  32-Input Digital Mixing System Kit, 
        all the basic and advanced features and tells you how to use the digital mixers.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from PreSonus service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the PreSonus  32-Input Digital Mixing System Kit. User manuals are also
        available on the PreSonus website under Pro Audio  -  Recording  -  Digital Mixers.
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