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        We recommend checking out our discussion threads on the QNAP 12TB (4 x 3TB) TVS-463-8G 4-Bay Golden Cloud Turbo vNAS,
        which address similar problems with connecting and setting up Network Attached Storage Drives QNAP.
        


        


        

        
        
      
	
        User manual for the QNAP 12TB (4 x 3TB) TVS-463-8G 4-Bay Golden Cloud Turbo vNAS

        The user manual for the QNAP 12TB (4 x 3TB) TVS-463-8G 4-Bay Golden Cloud Turbo vNAS provides
        necessary instructions for the proper use of the product Computers & Solutions  -  Networking  -  Network Attached Storage Drives.
        


        The TVS-463-8G 4-Bay Golden Cloud Turbo vNAS from Qnap is a powerful, reliable, secure, and scalable NAS solution designed for mission-critical and intensive business applications and to meet growing storage needs. The TVS-463-8G runs the QTS operating system and is able to function as a NAS for data backup, file synchronization, remote access, and home entertainment. It is also well suited for the creation and use of a personal cloud so you can access your data from anywhere. The TVS-463-8G is also able to perform on-the-fly and offline video transcoding, including Full HD 1920x1080 content and playback of 1080p content with 7.1 channel surround sound via HDMI output.
 
 The TVS-463-8G is powered by a 2.4 GHz AMD Quad-Core x86 processor, which will allow you to run multiple functions simultaneously. The built-in 8GB of 1600 MHz DDR3L RAM allows quick access to frequently-used files and programs, and network connectivity is achieved via the 2 x Gigabit Ethernet (GbE) ports, which are expandable to 4 x GbE ports or 2 x GbE and 2 x 10GbE ports using a PCIe NIC. A variety of RAID modes are also supported, including RAID 0, 1, 5, 6, 10, 5/6/10 + hot spare, which offer data redundancy, speed, or a combination of both.
 
 This 4-bay enclosure has the ability to natively house both 3.5" or 2.5" SATA III hard drives or SSD drives. To support both drive formats, screws are included to accommodate both drive sizes. Read and write speed of the TVS-463-8G can reach up to 425 MB/s with a 4 x GbE configuration and up to 1481 MB/s with a 10GbE configuration. Data transfer speeds with AES 256-bit full NAS volume encryption can also reach up to 691 MB/s. Using the 5 x external USB 3.0 ports, this Qnap can be connected to other Qnap devices as well as other external drives.
 
 The TVS-463-8G operates using a 250W power supply and 110-240 VAC at 50-60 Hz and 5A. It is compatible with Windows, Mac, Linux, and UNIX. Included are 2 x Ethernet cables, a power cord, 16 x 3.5" HDD flat head screws, 12 x 2.5" HDD flat head screws, and a hard disk tray key.        
      
	        
        If you own a QNAP network attached storage drives and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the QNAP 12TB (4 x 3TB) TVS-463-8G 4-Bay Golden Cloud Turbo vNAS in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the QNAP 12TB (4 x 3TB) TVS-463-8G 4-Bay Golden Cloud Turbo vNAS:
  Specifications
   	  QNAP TVS-463-8G 4-Bay Golden Cloud Turbo vNAS
   	 Hardware 
	 CPU 	 2.4 GHz AMD Quad-Core x86 processor with Radeon graphics 
	 DRAM 	 8 GB DDR3L-1600 MHz 
	 Total Memory Slots 	 2
 Memory expandable up to 16 GB (2 x 8 GB) 
	 Flash Memory 	 512 DOM 
	 Drive Bays 	 4 x Hot-swappable trays 
	 Drive Types Supported 	 3.5" or 2.5" SATA III or II hard drives or SSDs 
	 LAN Port 	 2 x Gigabit RJ-45 Ethernet port (Onboard:2, expandable to max 4 ports via PCI-E NIC) 
	 PCIe Slots 	 1 x PCIe Gen2 x4 
	 LCD Panel 	 Mono-LCD display with backlight 
 Enter and select buttons for configuration 
	 LED Indicators 	 Status, LAN, USB, and HDD 1-4 
	 USB 	 5 x USB 3.0 port (Front: 1, Rear: 4) 
 Supports USB printer, pen drive, and USB UPS etc 
	 HDMI 	 2 x Mirrored display, HDMI 1.4a
 4K video playback and transcoding are not supported 
	 Buttons 	 Power/status, USB one-touch-backup, and reset 
	 Alarm Buzzer 	 System warning 
	 IR Receiver 	 QNAP RM-IR002 and MCE-compatible remotes 
	 Form Factor 	 Tower 
	 Power Consumption 	 S3 Sleep: 2.26 W 
HDD Standby: 34.77 W
In Operation: 50.38 W
 (with 4 x 2 TB HDDs installed) 
	 Temperature 	 32 to 104°F / 0 to 40°C 
	 Humidity 	 5~95% RH non-condensing
 Wet bulb: 81°F / 27°C 
	 Power Supply 	 ATX 250 W, 110-240 VAC, 50-60 Hz, 5 A 
	 Secure Design 	 Kensington security slot for theft prevention 
	 Fan 	 1 x 4.7" (120.0 mm) quiet cooling fan (12 VDC) 

 	 Software 
	 Operating system 	 QTS 4.1 (embedded Linux) 
	 Client OS Support 	 Windows XP, Vista, Windows 7 (32/64-bit), Windows 8 (32/64-bit), Windows Server 2003/2008 R2/2012 
 Apple Mac OS X
 Linux and UNIX 
	 Supported Browsers 	 Microsoft Internet Explorer 10+ 
 Mozilla Firefox 8+
 Apple Safari 4+
 Google Chrome 
	 Multilingual Support 	 Chinese (Traditional & Simplified), Czech, Danish, Dutch, English, Finnish, French, German, Greek, Hungarian, Italian, Japanese, Korean, Norwegian, Polish, Portuguese (Brazil), Romanian, Russian, Spanish, Swedish, Thai, and Turkish 
	 File System 	 Internal Hard Drive: EXT4 
 External Hard Drive: EXT3, EXT4, NTFS, FAT32, and HFS+ 
	 Networking 	 TCP/IP (IPv4 and IPv6: Dual stack) 
 Dual Gigabit NICs with jumbo frame (failover, multi-IP settings, port trunking/NIC teaming) 
 Service binding based on network interfaces
 Proxy server (Squid available in App Center) 
 Proxy client
 DHCP client, DHCP server
 Protocols: CIFS/SMB, AFP (v3.3), NFS (v3), FTP, FTPS, SFTP, TFTP, HTTP(S), Telnet, SSH, iSCSI, SNMP, SMTP, and SMSC
 UPnP and bonjour discovery
 USB Wi-Fi 802.11ac adapter support 
	 Security 	 Network Access Protection with Auto-Blocking: SSH, Telnet, HTTP (S), FTP, CIFS/SMB, AFP 
 CIFS host access control for shared folders
 FIPS 140-2 validated AES 256-bit volume-based data encryption
 AES 256-bit external drive encryption
 Importable SSL certificates
 Instant alert via email, SMS, beep, and LCD panel 
	 Storage Management 	 QNAP flexible Volume/LUN with thin provisioning and space reclaim 
 RAID 0, 1, 5, 6, 10, 5/6/10 + hot spares
 Supports storage pool
 Online volume expansion
 Online storage pool expansion
 Online RAID capacity expansion and online RAID level migration
 SMART data migration
 Storage expansion via QNAP UX-500P/UX-800P expansion units
 Bad block scan and hard drive S.M.A.R.T. 
 Bad block recovery
 RAID recovery
 Bitmap support 
	 Power Management 	 Wake on LAN 
 Internal hard drive standby mode
 Scheduled power on/off
 Automatic power on after power recovery
 USB and network UPS support with SNMP management
 System sleep mode (S3) 
	 Access Right Management 	 Import/export users
 User quota management
 Local user access control for CIFS, AFP, FTP, and WebDAV
 Application access control for Photo Station, Music Station, Video Station, and File Station
 Subfolder permissions support for CIFS/SMB, AFP, FTP, and File Station 
	 myQNAPcloud Service 	 Private cloud storage and sharing
 Free host name registration (DDNS)
 Auto router configuration (via UPnP)
 Web-based file manager with HTTPS 2048-bit encryption
 CloudLink for remote access without complicated router setup
 myQNAPcloud connect for easy VPN connection (Windows VPN utility) 
	 Qsync 	 Syncs files among multiple devices with SSL support
 Selective synchronization for syncing specific folders only
 Share team folder as a file center for team collaboration (Maximum sync tasks: 32)
 Shares files by links via email
 Policy settings for conflicted files and file type filter support
 Version control: up to 64 versions
 Incremental synchronization for HDD space saving
 Supports Windows & Mac OS 
	 Web Administration 	 Multi-window, multi-tasking based system management 
 Smart toolbar and dashboard for neat system status display
 Dynamic DNS (DDNS) 
 SNMP (v2 and v3) 
 Resource monitor
 Network Recycle Bin for file deletion via CIFS/SMB, AFP, and File station
 -Automatic cleanup
 -File type filter
 Comprehensive logs (events and connection) 
 Syslog client/server
 System settings backup and restore
 Mobile App: Qmanager for remote system monitoring & management 
	 Domain Authentication Integration 	 Microsoft Active Directory (AD) and Domain Controller support 
 LDAP server, LDAP client
 Domain users login via CIFS/SMB, AFP, FTP, and File station 

 	 Powerful All-In-One Server 
	 File Server 	 File Sharing across Windows, Mac, and Linux/UNIX 
 Windows ACL
 Advanced folder permission for CIFS/SMB, AFP, FTP
 Shared Folder Aggregation (CIFS/SMB) 
	 FTP Server 	 FTP over SSL/TLS (explicit) 
 FXP supported
 Passive FTP port range control 
	 File Station 	 Supports ISO Mounting (Up to 256 ISO Files)
 Supports thumbnail display of multimedia files
 Supports sharing download links and upload links
 Drag-n-drop files via Google Chrome and Mozilla Firefox
 Photo, music, and video preview and playback with hardware-accelerated transcoding
 File compression (ZIP or 7z)
 Creation of and sending download links for sharing public files with expiration time and password protection
 Support for displaying subtitles (.SRT, UTF-8 format)
 - Video seeking support for video playback during on-the-fly transcoding
 - Support slideshow playback in media viewer
 Mobile App: Qfile for file browsing and management 
	 Backup Station 	 Remote replication server (over rsync)
 Real-time remote replication (RTRR) to another QNAP NAS or FTP server
 Works as both RTRR server & client with bandwidth control
 Real-time & scheduled backup
 Encryption, compression, file filters, and transfer rate limitations
 Encrypted replication between QNAP NAS servers
 Desktop backup with QNAP NetBak Replicator for Windows
 Apple Time Machine backup support
 Data backup to multiple external storage devices
 Synchronizes with cloud storage: Amazon S3, ElephantDrive, Dropbox, and Google Cloud Storage
 Third party backup software support: Veeam backup & replication, Acronis True Image, Arcserve backup, emc retrospect, Symantec Backup Exec, etc 
	 Cloud Storage Backup 	 Amazon S3
 Amazon Glacier
 Webdev-based cloud storage
 Microsoft Azure
 Open Stack 
	 Storage Plug and Connect 	 Creating and mapping shared folders using QNAP Windows Qfinder
 Creation of and connection to iSCSI targets/LUN 
	 iSCSI (IP SAN) 	 iSCSI target with multi-LUNs per target (Up to 256 targets/LUNs combined) 
 Support for LUN mapping and masking
 Online LUN capacity expansion
 Support for SPC-3 persistent reservation
 Support for MPIO and MC/S
 iSCSI LUN backup, one-time snapshot, and restoration
 iSCSI connection and management by QNAP Windows Qfinder
 Virtual disk drive (via iSCSI initiator) 
 Stack chaining master
 Maximum Number of Virtual Disk Drives: 8 
	 Virtualization Station 	 Supports creating one Virtual Machine (VM) to run an operating system such as Windows, Linux, Unix, and Android
 VM import from Virtual Appliances
 VM export into a virtual appliance in OVF / QVM format
 VM clone
 VM snapshot
 HTML-5 based shared remote console 
	 Surveillance Station 	 Supports over 2,700 IP cameras
 Includes 4 free camera licenses, up to 40 camera channels via additional license purchase
 Instant playback to check recent events
 Online editing to change cameras when in live view
 Visual aid by using e-maps
 Playback and speed control by shuttle bar
 Video preview using playback timeline
 Intelligent Video Analytics (IVA) for advanced video search
 Surveillance client for Mac
 Mobile surveillance app: Vmobile (iOS and Android)
 Mobile recording app: Vcam (iOS and Android) 
	 DLNA Server 	 Supports DLNA/UPnP TVs and players such as PlayStation 3 and Xbox 360
 Supported audio formats: AIFF, APE, DSD (DSF, DFF), FLAC, M4A, M4A Apple Lossless (ALAC), MP3, Ogg Vorbis, WAV (PCM, LPCM), WMA, WMA PRO, and WMA VBR
 Support CUE indexing files for APE and FLAC audio formats
 Video and audio on-the-fly transcoding
 DRM-protected files are not supported 
	 VPN Server 	 Secure Remote Access: PPTP and OpenVPN VPN services 
 Maximum Number of Clients: 30 
	 VPN Client 	 Supported VPN Protocols: PPTP and OpenVPN services 
 PPTP Authentication: PAP, CHAP, MS-CHAP, MS-CHAPv2
 PPTP Encryption: None, AES 40/128 bit, AES 256 bit
 OpenVPN Encryption: None, AES 40/128 bit, AES 256 bit
 Transmission package monitor
 OpenVPN port control
 OpenVPN link compression 
	 HD (HybridDesk) Station 	 Playback videos, music, and photos on your TV with Kodi via HDMI output
 Watch various online contents such as YouTube, Flickr, Picasa, Shoutcast, and more
 Web browser (Chrome, Firefox)
 Supports USB keyboard and mouse
 Supports QNAP Qremote app and the official Kodi remote app
 Supports user login permissions

 Note:
 - The playback and quality of some video ﬁles may be affected due to the CPU and GPU decoding abilities
 - Up to 7.1 channel audio passthrough is supported
 - 4K video playback and transcoding are not supported 
	 Transcode Management 	 Transcode 1080p video files to 240p, 360p, 480p, and 720p resolutions
 Automatic video transcoding for watched folders
 Hardware-accelerated transcoding support
 Embed subtitles with videos in background transcoding 
	 Print Server 	 Maximum Number of Printers: 3 
 Support for Internet Printing Protocol
 Print job display and management
 IP-based and domain name-based privilege control 
	 Signage Station 	 Supports dynamic content including videos, images, music, and text messages
 Supports multi-user collaboration
 Supports searching via keywords
 Supports sharing via email and social networks
 Supports design software - iArtist Lite
 Supports account authority management
 Supports various web browsers for playback (Chrome, Firefox, IE, Safari)
 Supports most-viewed, latest-released and different categories content list 
	 iTunes Server 	 Audio and video sharing for Windows & Mac iTunes 
	 AirPlay & Chromecast 	 Streams videos, photos and music from the NAS to Apple TV via Qﬁle or QAirPlay&Chromecast's web-based controller
 Streams videos, photos and music from the NAS to TV with a Chromecast dongle via Qﬁle, Qvideo, or QAirPlay & Chromecast's web-based controller 
	 App Center 	 Over 100 official and community software add-ons such as Photo Station, Music Station, Video Station, Download Station, Digital TV Station, and HappyGet 

 	 Dimensions & Weight 
	 Dimensions 	 7.09 x 6.97 x 9.25" (180.00 x 177.00 x 235.00 mm) 
	 Weight 	 10.05 lb (4.56 kg) 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 20.4 x 13.6 x 12.7" 

 
 
 
 
	  4 x HGST 3TB Deskstar 3.5" SATA Internal Hard Drive
   	 Configuration 
	 Capacity 	 3 TB 
	 Interface 	 SATA 6 Gb/s 
	 Max areal density (Gbits/sq. in.) 	 446 / 425 

 	 Performance 
	 Data Buffer 	 64MB 
	 Rotational Speed 	 7200 rpm 
	 Media Transfer Rate (Max.) 	 1638 / 1536 Mbits/s, max 
	 Interface Transfer Rate (Max) 	 600 MB/s 

 	 Reliability 
	 Error Rate 	 1 in 1014 (non-recoverable, bits read) 
	 Load/Unload Cycles 	 600,000 (at 104°F / 40°C) 
	 Availability (hrs/day x days/wk) 	 24 x 7 

 	 Power 
	 Power Requirement 	 +5 V DC (+/-5%), (+12 V DC is +10%/-8%) 
	 Startup Current (A, max) 	 (12 A, max +5 V, 2 A @ +12 V) 
	 Idle 	 6.9 W (average) 

 	 Environmental Requirements 
	 Operating Temperature 	 43 to 140°F / 6 to 60°C 
	 Non-Operating Temperature 	 -40 to 158°F / -40 to 70°C 
	 Operating Humidity 	 8 to 90% non-condensing 
	 Non-Operating Temperature 	 5 to 95% non-condensing 
	 Operating Shock 	 70 G (half-sine wave) 
	 Non-Operating Shock 	 300 G (half-sine wave, 2 ms) 
	 Operating Vibration 	 0.67 G (RMS 5 to 500 Hz, XYZ) 
	 Non-Operating Vibration 	 1.04 G (RMS 2 to 200 Hz, XYZ) 

 	 Physical Specifications 
	 Dimensions (WxHxD) 	 4.0 (±0.00984) x 1.0 x 5.8" / 101.6 (±0.25) x 26.1 x 147.0 mm 
	 Weight 	 1.5 lb / 690 g 

 	 Packaging Info 
	 Box Dimensions (LxWxH) 	 7.7 x 6.0 x 2.9" 

 
 
 
 

 
 
 
  
    
  
 
 
 
     
	
        The user manual for the QNAP 12TB (4 x 3TB) TVS-463-8G 4-Bay Golden Cloud Turbo vNAS can be downloaded in .pdf
        format if it did not come with your new network attached storage drives, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other QNAP users keep a unique electronic library
        for QNAP network attached storage drivess,
        where you can use our link to download the user manual for the QNAP 12TB (4 x 3TB) TVS-463-8G 4-Bay Golden Cloud Turbo vNAS.
        


        The user manual lists all of the functions of the QNAP 12TB (4 x 3TB) TVS-463-8G 4-Bay Golden Cloud Turbo vNAS, 
        all the basic and advanced features and tells you how to use the network attached storage drives.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from QNAP service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the QNAP 12TB (4 x 3TB) TVS-463-8G 4-Bay Golden Cloud Turbo vNAS. User manuals are also
        available on the QNAP website under Computers & Solutions  -  Networking  -  Network Attached Storage Drives.
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