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        We recommend checking out our discussion threads on the Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55,
        which address similar problems with connecting and setting up Audio Interfaces & Systems Roland.
        


        


        

        
        
      
	
        User manual for the Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55

        The user manual for the Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55 provides
        necessary instructions for the proper use of the product Pro Audio  -  Computer Audio  -  Audio Interfaces & Systems.
        


        The QUAD-Capture from Roland is a 4 input/4 output USB 2.0 interface that features a pair of premium VS Preamps, accessed via 2 XLR/TRS combo inputs. The interface delivers 24-bit/192kHz audio quality, ultra-low latency performance, and is conveniently USB bus powered. 

Each preamp has switchable phantom power, a low cut filter, phase invert, and provides digital compression. Activating the one-click AUTO-SENS makes it fast and easy to set perfect input levels. The unit also offers stable and low-latency USB performance via the company's VS Streaming technology. 

A low-noise, wide-ranging power supply is designed to deliver a clean, balanced input and output. When driven by the USB bus power supply, the unit's power is regenerated, providing the analog circuitry ideal voltage for the very best sound quality and efficiency in mobile environments. 

The included SONAR X1 LE software for Windows is derived from Cakewalk's SONAR X1 DAW software. While stripped down, the LE version still delivers a powerful set of software tools for writing, recording, editing, and mixing music.        
      
	        
        If you own a Roland audio interfaces & systems and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.
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        Additional parameters of the Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55:
 	 Converters 	 24-bit 
	 Sample Rates 	 AD/DA Conversion: 44.1, 48, 96 and 192kHz
Digital I/O: 44.1, 48 and 96kHz     Input/Output reduced to 2 channels at 192kHz
 
 
  
	 Analog Input 	 2 x XLR/TRS Combi 
	 Input Impedance 	 XLR: 4.8kΩ, balanced
TRS: 15kΩ, balanced 
	 Nominal Input Level 	 XLR: -60 to -6dBu
TRS: -50 to +4dBu 
	 Headroom 	 14dB 
	 Analog Output 	 2 x 1/4" TRS phone
1 x 1/4" TRS phone Headphone 
	 Output Impedance 	 Output 1 & 2: 2kΩ' balanced
Headphone: 47Ω 
	 Nominal Output Level 	 +0dBu, balanced 
	 Digital Input 	 1 x RCA coaxial S/PDIF 
	 Digital Output 	 1 x RCA coaxial S/PDIF 
	 MIDI In/Out 	 2 x 5-pin DIN In/Out 
	 Sync In/Out 	 S/PDIF 
	 Noise 	 -95dBu typical (minimum gain, 600Ω terminated, IHF-A)     Internal Direct Monitor Mixer setting and input channel fader @ unity
 
 
  
	 Dynamic Range 	 AD: 104db typical (minimum gain)
DA: 109dB typical 
	 Frequency Response 	 20Hz to 20kHz, +0/-2.0dB @ 44.1kHz
20Hz to 22kHz, +0/-2.0dB @ 48kHz
20Hz to 40kHz, +0/-2.0dB @ 96kHz
20Hz to 60kHz, +0/-2.0dB @ 192kHz 
	 Power Requirements 	 USB bus, 480mA current draw 
	 System Requirements 	 Mac OS X
Windows XP, Vista, or Windows 7 
	 Dimensions (WxDxH) 	 7.44 x 5.3 x 1.75" (185 x 134 x 45mm) 
	 Weight 	 1.3 lb (0.6kg) 

 	 Packaging Info 
	 Package Weight 	 2.25 lb 
	 Box Dimensions (LxWxH) 	 9.9 x 7.2 x 4.9" 

 
     
	
        The user manual for the Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55 can be downloaded in .pdf
        format if it did not come with your new audio interfaces & systems, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Roland users keep a unique electronic library
        for Roland audio interfaces & systemss,
        where you can use our link to download the user manual for the Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55.
        


        The user manual lists all of the functions of the Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55, 
        all the basic and advanced features and tells you how to use the audio interfaces & systems.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Roland service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55. User manuals are also
        available on the Roland website under Pro Audio  -  Computer Audio  -  Audio Interfaces & Systems.

      






      
      
      
      Question and answer discussion forum concerning user instructions and resolving problems with the Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55

Post new comment to Roland QUAD-CAPTURE - USB 2.0 Audio Interface UA-55

	Subject: 
	Date: 15.05.2022 17:29:02	Author: Don McCorkindale
	My quad lights up when I boot up but then dies.
	Reply
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              If you would like to receive a response to your comment, don’t forget to include your e-mail address.
              Your e-mail will not be displayed or otherwise used in any way.
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	Current discussions
	
Most recently discussed products:

Mgt2450 - MG Electronics MGT-2450 Class II AC Power Supply MGT-2450
Posted by: Ralph Feichtinger 
2024-03-12 13:41:50

The green light on the transformer is green but can’t get out door light post to work.Will you be able to get a reading on a multi tester?All wires are hooked up properly.Could the transformer not have enough life left in it to push power to the li...
manual - Tasco 2.5-10x42 Target & Varmint Riflescope VAR251042M
Posted by: kurt
2024-03-11 00:09:16

Please send in pdf format user manual for the Tasco 2.5-10x42 Target & Varmint Rifle scope VAR251042M....
Paladin 1670 - Paladin Tools 1600 Series EDAC/ELCO Cable Crimper PA1670
Posted by: Randall Adams
2024-03-08 19:16:27

Finding a manual or videos for this very expensive device would be helpful. This page refers to such manuals several times, but I can’t find a link for any of them!...
Manual - Ergotron Neo-Flex Mobile MediaCenter VHD Cart 24-191-085
Posted by: Tiago
2024-03-08 11:28:16

I would like to have the manual in pdf...
Manual - Brunton GEO Pocket Transit Compass (0-360° Scale) F-5010
Posted by: Adama Mariko
2024-03-08 00:52:33

Dear,
I am interest in a User manual for Brunton GEO Pocket Transit Compass (0-360° Scale) F-5010

I need the manual please.
Pr Mariko
amako, Mali...
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