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        We recommend checking out our discussion threads on the Speco Technologies Intensifier IP Full HD 2.9mm Fixed Lens O2IB6,
        which address similar problems with connecting and setting up Wired IP Cameras Speco Technologies.
        


        


        

        
        
      
	
        User manual for the Speco Technologies Intensifier IP Full HD 2.9mm Fixed Lens O2IB6

        The user manual for the Speco Technologies Intensifier IP Full HD 2.9mm Fixed Lens O2IB6 provides
        necessary instructions for the proper use of the product Surveillance  -  Surveillance Video  -  Wired IP Cameras.
        


        Keep watch on your property using the Intensifier IP Full HD 2.9mm Fixed Lens Indoor/Outdoor Bullet IP Camera from Speco. Using a 1/3" CMOS image sensor, the camera provides 1080p resolution images at 30fps. The Intensifier technology illuminates colors up to 128x for providing rich colors even in low light environments. The day/night, backlight, and high-light compensation features assist in assuring that changing light levels won't affect the images, leaving you with consistently clear footage. Though the camera's lighting settings are adjustable, lighting settings for indoor, outdoor, low light, lobby, and elevator environments are preset for convenient and quick set up. Individualize the camera's recording to your specific needs by arranging for recording to start only when triggered by motion detection and by blocking off private areas from being recorded. Footage can be stored on a microSD card for playback and saving on a PC using the SecureGuard software. The built-in heater and defogger, together with the IP66 compliant enclosure, keep the camera functional even in harsh outdoor weather environments.        
      
	        
        If you own a Speco Technologies wired ip cameras and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Speco Technologies Intensifier IP Full HD 2.9mm Fixed Lens O2IB6 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Speco Technologies Intensifier IP Full HD 2.9mm Fixed Lens O2IB6:
  Go To
 	Camera
	Video
	Audio
	Terminals
	Networking
	System
	Client Specifications
	Operating Conditions
	Dimensions

 
 	 Camera 
	 Image Sensor 	 Progressive scan 1/3" CMOS, 2.0 MP 
	 Maximum Resolution 	 1920 x 1080 
	 Minimum Illumination 	 Color: 0.001 lux @ f/1.2 
	 White Balance 	 ATW, Manual, Push 
	 Intensifier 	 Selectable (Up to 128x) 
	 Exposure Control 	 Yes 
	 Backlight 	 WDR, BLC 
	 DNR 	 3D (0 to 20) 

 	 Video 
	 Resolution 	 1920 x 1080 @ 30 fps 
	 Compression 	 H.264 (HP/MP/BP), MJPEG 
	 Bitrate Control 	 VBR, CBR 
	 Streaming 	 5 Simultaneous profiles 

 	 Audio 
	 Input 	 G.711 @ 64 kb/s
 G.726 @ 32 kb/s 
	 Output 	 G.711 @ 64 kb/s 

 	 Terminals 
	 Ethernet 	 10/100 Mb/s 
	 Alarm 	 1 Sensor input, 1 relay output 
	 Video 	 Analog test output 
	 Audio 	 1 x 3.5 mm mic-in
 1 x 3.5 mm line-out 
	 Power 	 DC jack 
	 Storage 	 microSD slot 

 	 Networking 
	 Protocols 	 IPv4, TCP, UDP, RTP, RTSP, HTTP, HTTPS, SMTP, FTP, DHCP, UPnP, DNS 
	 DDNS 	 Speco DDNS (free of charge) 
	 Security 	 User ID & password protection, IP address filtering, digest authentication, user access log 
	 User Access 	 8 Simultaneous users at D1 resolution. Number of users may vary depending on resolution 

 	 System 
	 PoE 	 Standard (IEEE 802.3af) 
	 Analytics 	 Motion detection (3 regions), audio detection 
	 Alarm Triggers 	 Analytics & sensor input 
	 Alarm Events 	 FTP video file upload, email image upload, microSD card recording, relay out 
	 Video Buffer 	 Configurable pre-record & post-record 
	 Image Settings 	 Privacy mask 

 	 Client Specifications 
	 Web Browser Support 	 Windows (Internet Explorer 8 and up, Chrome, Firefox)     Chrome and Firefox use Java which requires an initial Internet connection
 
 
  
	 PC Platform 	 SecureGuard 

 	 Operating Conditions 
	 Power Supply 	 PoE, 12 VDC (power supply not included) 
	 Power Consumption 	 7 W 
	 Operating Temperature 	 -4 to 122° F (-20 to 50°C) 
	 Operating Humidity 	 8 to 80% RH 
	 Certifications 	 FCC, RoHS 

 	 Dimensions 
	 Unit Dimensions 	 8.7 x 3.0 x 3.2" / 22.1 x 7.6 x 8.1 cm 
	 Unit Weight 	 1.7 lb / 0.8 kg 

 
     
	
        The user manual for the Speco Technologies Intensifier IP Full HD 2.9mm Fixed Lens O2IB6 can be downloaded in .pdf
        format if it did not come with your new wired ip cameras, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Speco Technologies users keep a unique electronic library
        for Speco Technologies wired ip camerass,
        where you can use our link to download the user manual for the Speco Technologies Intensifier IP Full HD 2.9mm Fixed Lens O2IB6.
        


        The user manual lists all of the functions of the Speco Technologies Intensifier IP Full HD 2.9mm Fixed Lens O2IB6, 
        all the basic and advanced features and tells you how to use the wired ip cameras.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Speco Technologies service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Speco Technologies Intensifier IP Full HD 2.9mm Fixed Lens O2IB6. User manuals are also
        available on the Speco Technologies website under Surveillance  -  Surveillance Video  -  Wired IP Cameras.
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