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        We recommend checking out our discussion threads on the SURGEX CM-1115-RT-AR Axess-Ready IP Enabled Surge CM1115RTAR,
        which address similar problems with connecting and setting up Power Distributors & Conditioners SURGEX.
        


        


        

        
        
      
	
        User manual for the SURGEX CM-1115-RT-AR Axess-Ready IP Enabled Surge CM1115RTAR

        The user manual for the SURGEX CM-1115-RT-AR Axess-Ready IP Enabled Surge CM1115RTAR provides
        necessary instructions for the proper use of the product Pro Audio  -  Power Equipment  -  Power Distributors & Conditioners.
        


        The CM-1115-RT-AR Axess-Ready Surge Eliminator/Power Conditioner from SurgeX is a network-attached AC surge eliminator and power conditioner that can be used to switch up to 15A at 120V. It has a simple Web server structure that allows for basic control of 2 outlets, while its programming and setup capabilities can be accessed via a Web browser, through a DMU (Device Management Utility), or a CLI (Command Line Interface). In addition, it lets you connect 2 or more units together and cascade signals for larger systems.

It also features SurgeX Advanced Series Mode surge elimination, impedance tolerant EMI/RFI filtering, SurgeX ICE Inrush Current Elimination, SurgeX CouVs Catastrophic Over/Under-Voltage Shutdown, and low level control inputs/outputs. This Axess Ready (AR) device also supports the DxP protocol, which allows software developers to integrate the unit into custom applications.        
      
	        
        If you own a SURGEX power distributors & conditioners and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the SURGEX CM-1115-RT-AR Axess-Ready IP Enabled Surge CM1115RTAR in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the SURGEX CM-1115-RT-AR Axess-Ready IP Enabled Surge CM1115RTAR:
 	 Number of Outlets 	 2 
	 Load Rating 	 15 A @ 120 V (1,800 W) 
	 Power Requirement 	 10 W (no load) 
	 Surge 	 UL 1449-2 Adjunct Classification Test Results: 
1,000 surges, 6,000 V, 3,000 A, C1 pulse, measured suppressed voltage 290 V, no failures
 Maximum Applied Surge Pulse Joule Rating: Unlimited, due to current limiting (8 x 20 μs)
 Maximum Applied Surge Pulse Voltage: 6,000 V (1.2 x 50 μs pulse), industry-standard rating
 Maximum Applied Surge Pulse Current: Unlimited, due to current limiting (8 x 20 μs)     1.2 x 50 μs pulse, industry-standard combination wave surge, as per IEEE C62.41
 
 
  
	 Endurance 	 IEEE C62.41-1991 Category B3 (C1) 
	 Maximum Load 	 Inrush Energy: 1,000 J total during power-up 
	 Protection 	 Over-Voltage Shutdown: 145 V (resume at 135 V)
 Under-Voltage Shutdown: 90 V (resume at 100 V) 
	 EMI/RFI Filter 	 Normal Mode (50 Ω Load): 
 40 dB @ 100 kHz; 50 dB @ 300 kHz; 50 dB @ 3 MHz; 50 dB @ 30 MHz
 Common Mode (50 Ω Load): 
 18 dB @ 300 kHz; 30 dB @ 1 MHz; 50 dB @ 5 MHz; 50 dB @ 20 MHz 
	 Remote Connection 	 Remote Control Voltage: 5 to 30 VDC
 Remote Control Current Draw: 4 mA maximum
 Contact Closure Maximum Resistance: 100 Ω
 Auxiliary Relay Contact Rating: 30 VDC @ 1 A
 12 V Output Maximum Current: 20 mA 
	 Network Connectivity 	 Single 10/100 unshielded twisted pair
 Ethernet port
 IP Addressing: DHCP assigned or static
 Internal HTTP Web server
 Internal Telnet server 
	 Other 	 Pulses: 1 kV > 500,000; 3 kV > 10,000; 6 kV > 1000 
	 Compliance 	 UL/cUL: 
 UL60950 Listed I.T.E. 
 File No. E225914
 UL 1449 3rd Edition In Progress

 CE: 
 Directives 89/336/EEC, 92/31/EEC and 93/68/EEC
 EN 60950: 3rd Edition
 EN55022: 1998 Class B

 FCC: Part 15 Class B 
	 Temperature 	 41 to 95°F (5 to 35°C) 
	 Humidity Range 	 5 to 95% RH, non-condensing 
	 Dimensions (W x D x H) 	 4.9 x 9.5 x 6.2" (12.6 x 24.1 x 15.6 cm) 
	 Weight 	 9.0 lb (4.1 kg) 

 
     
	
        The user manual for the SURGEX CM-1115-RT-AR Axess-Ready IP Enabled Surge CM1115RTAR can be downloaded in .pdf
        format if it did not come with your new power distributors & conditioners, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other SURGEX users keep a unique electronic library
        for SURGEX power distributors & conditionerss,
        where you can use our link to download the user manual for the SURGEX CM-1115-RT-AR Axess-Ready IP Enabled Surge CM1115RTAR.
        


        The user manual lists all of the functions of the SURGEX CM-1115-RT-AR Axess-Ready IP Enabled Surge CM1115RTAR, 
        all the basic and advanced features and tells you how to use the power distributors & conditioners.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from SURGEX service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the SURGEX CM-1115-RT-AR Axess-Ready IP Enabled Surge CM1115RTAR. User manuals are also
        available on the SURGEX website under Pro Audio  -  Power Equipment  -  Power Distributors & Conditioners.
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