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        We recommend checking out our discussion threads on the Tascam US-16x08 USB Audio/MIDI Interface US-16X08,
        which address similar problems with connecting and setting up Audio Interfaces & Systems Tascam.
        


        


        

        
        
      
	
        User manual for the Tascam US-16x08 USB Audio/MIDI Interface US-16X08

        The user manual for the Tascam US-16x08 USB Audio/MIDI Interface US-16X08 provides
        necessary instructions for the proper use of the product Pro Audio  -  Computer Audio  -  Audio Interfaces & Systems.
        


        Allowing you to record up to 16 channels simultaneously in up to 24-bit/96 kHz resolution, the US-16x08 USB Audio/MIDI Interface from Tascam features 8 XLR microphone inputs with their Ultra-HDDA preamps and 8 TRS line level inputs, 2 of which can be switched to instrument level for DI recording. A DSP mixer allows you to route any signal to any output and gives you a 4-band EQ and compression for each channel, allowing you to tweak a monitor or headphone mix. 

Its angled design allows you to use the US-16x08 right on your desktop, while the included rack ears provide the ability to rack mount the system. Not limited to audio, its 5-pin DIN MIDI I/O lets the unit function as a MIDI interface as well. It is compatible with Mac, Windows, and iOS (requires Apple's Camera Connection kit, not included for iOS use).        
      
	        
        If you own a Tascam audio interfaces & systems and have a user manual in electronic form,
        you can upload it to this website using the link on the right side of the screen. 
        


        You can upload and download the manual for the Tascam US-16x08 USB Audio/MIDI Interface US-16X08 in the following formats:
        	*.pdf, *.doc, *.txt, *.jpg - Other formats are unfortunately not supported.


                                
      
	
        Additional parameters of the Tascam US-16x08 USB Audio/MIDI Interface US-16X08:
  Go To
 	Resolution
	Analog Audio Inputs
	Analog Audio Outputs
	MIDI
	USB
	Power
	Audio
	System Requirements
	General

 
 	 Resolution 
	 Sampling Frequency 	 44.1, 48, 88.2, 96 kHz 
	 Bit Rate 	 16/24-bit 

 	 Analog Audio Inputs 
	 Microphone Input 	 Connector: XLR-3-31(1: ground, 2: hot, 3: cold ), balanced 
Input Impedance: 2.4 kOhms
Nominal Input Level, Max Gain: -68 dBu (0.0003 Vrms)
Nominal Input Level, Minimum Gain: -12 dBu (0.195 Vrms)
Maximum Input Level: +8 dBu (1.947 Vrms)
Gain: 56 dB 
	 Instrument Input 	 Connector: 1/4" (6.3 mm) TS-jack (T: hot, S: ground), unbalanced (When set to "INST" at LINE/INST switch)
Input Impedance: 1 MOhms or more
Nominal Input Level, Max Gain: -41 dBu (0.0069 Vrms)
Nominal Input Level, Minimum Gain: +4 dBu (1.228 Vrms)
Maximum Input Level: +24 dBu (12.182 Vrms)
Gain: 45 dB 
	 Line Input 	 Set to -10 dBV at Level Switch:
Connector: 1/4" (6.3 mm) TS-jack (T: hot, S: ground), balanced
Input Impedance: 10 kOhms or more
Nominal Input Level, Max Gain: -41 dBu (0.0069 Vrms)
Nominal Input Level, Minimum Gain: +4 dBu (1.228 Vrms)
Maximum Input Level: +24 dBu (12.182 Vrms)
Gain: 45 dB

Set to +4 dBu at Level Switch:
Connector: 1/4" (6.3 mm) TS-jack (T: hot, S: ground), unbalanced
Input Impedance: 10 kOhms or more
Nominal Input Level: +4 dBu (1.228 Vrms)
Maximum Input Level: +24 dBu (12.182 Vrms) 

 	 Analog Audio Outputs 
	 Line Output 	 Connector: 1/4" (6.3 mm) TS-jack (T: hot, S: ground), balanced
Output Impedance: 100 ohms
Nominal Output Level: +4 dBu (1.228 Vrms) 
Maximum Output Level: +24 dBu (12.177 Vrms) 
	 Headphones 	 Connector: 1/4" (6.3 mm) stereo phone jack
Maximum Output Level: 70 mW +70 mW or more (THD+N 0.1% or less, 32 ohms loaded) 

 	 MIDI 
	 Connector 	 5-pin DIN 
	 Format 	 Standard MIDI format 

 	 USB 
	 Connector 	 USB B type, 4 pin 
	 Format 	 USB 2.0 HIGH SPEED mass storage class 

 	 Power 
	 Power 	 Dedicated AC adapter 
	 Power Consumption 	 12 W 

 	 Audio 
	 Frequency Response 	 Line Output (Balanced):
44.1/48 kHz: 20 Hz to 20 kHz, +/-0.3 dB (JEITA)
88.2/96 kHz: 20 Hz to 40 kHz, +/-0.3 dB(JEITA) 
	 THD 	 0.008 % or less 
	 S/N Ratio 	 100 dB or more 
	 Crosstalk 	 100 dB or more 
	 EIN 	 -125 dBu or less 

 	 System Requirements 
	 Windows 	 OS: Windows 7 (32-bit SP1, 64-bit SP1), Windows 8.0 (32-bit, 64-bit), Windows 8.1 (32-bit, 64-bit)
Computer Compatibility: Windows compatible computer with a USB 2.0 port
CPU Type/Speed: Dual core/2 GHz or faster
Memory: 2 GB or more
Driver: ASIO 2.0, WDM (MME) 
	 Mac 	 OS: OS X 10.9, OS X 10.9
Compatible Computers: Apple Mac with USB 2.0 port
CPU Type/Speed: Dual core/2 GHz or faster
Memory: 2 GB or more
Driver: Core Audio, Core MIDI 
	 iOS 	 iOS 7 

 	 General 
	 Operating Temperature 	 41 to 95&degF (5 to 35&degC) 
	 Dimensions (W x H x D) 	 17.5 x 2.3 x 8.6" (445 x 59 x 219 mm) 
	 Weight 	 6.1 lb (2.8 kg) 

 	 Packaging Info 
	 Package Weight 	 8.7 lb 
	 Box Dimensions (LxWxH) 	 21.3 x 11.6 x 5.1" 

 
     
	
        The user manual for the Tascam US-16x08 USB Audio/MIDI Interface US-16X08 can be downloaded in .pdf
        format if it did not come with your new audio interfaces & systems, although the seller is
        required to supply one. It is also quite common that customers throw out
        the user manual with the box, or put the CD away somewhere and then can’t find it.
        That’s why we and other Tascam users keep a unique electronic library
        for Tascam audio interfaces & systemss,
        where you can use our link to download the user manual for the Tascam US-16x08 USB Audio/MIDI Interface US-16X08.
        


        The user manual lists all of the functions of the Tascam US-16x08 USB Audio/MIDI Interface US-16X08, 
        all the basic and advanced features and tells you how to use the audio interfaces & systems.
        The manual also provides troubleshooting for common problems. Even greater
        detail is provided by the service manual, which is not typically shipped with the product,
        but which can often be downloaded from Tascam service.
        


        If you want to help expand our database, you can upload a link to this website
        to download a user manual or service manual, ideally in .pdf format. These pages
        are created by you – users of the Tascam US-16x08 USB Audio/MIDI Interface US-16X08. User manuals are also
        available on the Tascam website under Pro Audio  -  Computer Audio  -  Audio Interfaces & Systems.
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